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Floor Cleaner Concentrate

PHYSICAL PROPERTIES

AVAILABLE PACKAGING

Floor Cleaner

ABOUT THIS PRODUCT
Ultra Professional™ Floor Cleaner is a low foaming nonionic surfactant with 
exceptional grease cutting performance. This product will not streak, haze or leave 
a detergent film residue on cleaned surfaces. This gentle cleaner is ideal for damp
mopping floors. Does not dull the gloss or harm floor finishes. It is gentle to all 
washable surfaces, yet strong enough to remove tough dirt and soils. Use to damp 
mop floors or in an autoscrubber for quick and easy routine floor maintenance. 

FEATURES & BENEFITS
General Purpose: non-corrosive floor cleaner,  mildly alkaline formula balances 
tough cleaning power with employee safety. Can be used on floors, walls, 
woodwork, chrome, porcelain, tile, polished concrete, vinyl flooring, or stainless 
steel.

DIRECTIONS
General Cleaning Directions: apply to hard, non-porous surfaces.  Clean surface, and 
rinse if needed.  

Use at the following dilution rates: Dilute 1 part of this product to 31 parts of water 
into a  spray bottle, mop bucket or floor machine using the dilution center. (1 gallon 
makes 32 gallons of diluted  product.) For best results attach this product to the 
ULTRA PROFESSIONAL™ DILUTION CENTER. 

PRECAUTIONARY STATEMENTS
CAUTION: wear protective gloves. Wash hands and exposed skin thoroughly after 
handling. Wear eye protection and face protection. IF ON SKIN: wash with plenty 
water. If skin irritation occurs: seek medical advice or attention. Remove contam-
inated clothing. IF IN EYES: Rinse with water for several minutes. Remove contact 
lenses. Continue rinsing. If eye irritation persists get medical attention. CONTAINS 
NO PHOSPHATE.

Appearance: Green liquid
Specific Gravity: 1.125 g/ml +/- 0.01
Odor: Original Scent
Ph (Conc.): 12.7 +/-0.3
Percent Solids: 39.0 +/- 2.0 %
Flash Point: >200°F

1 gal., 4x1 gal., 5 gal.
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