referencing LycorminmaSi nel

"M magneto with PN: 10-

-3, see 815C-3# 088177 & 088476
Piper Svi ground runs OK.




ENGINE LOG

Date ,_ .m:n..._...m ._.__BQ. N wmno:“_..,ﬁ | - | : Maintenance

For ) . | -
N4681J TACH.: 458.4 TTAF; 4808.1 DATE: 1/5/2022

Model: 10-360-B1E SN: L4929-51A TSMOQOH:1559.9 -
Completed 100HR Inspection JAW FAR 43 appendix D referencing

Piper and Lycoming SM. Removed, ¢cleaned and inspected oil cooler
_Ea shroud, replaced oil filter and oil (Phillips 20W50), inspected oil

screen for debris, none found. C/W AD 69-12-01 by replacement of aii

induction hose Next-due @ 4908.1. C/W AD 15-19-07 Injector line

clamps, next due @ 4908.1. Compressions #1 -76/80, #2-76/80, #3-

78/80, #4-78/80. Visual insp and lubrication of propeeler heb

complete. I certify that this engine was inspected IAW a 100HR

Inspection and is £5 irworthy at this time. .

Jeb Ragsdale

A&P 2732467
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N4681J TACH: 4584 TTAF: 4808,1 DATE: 1/5/2022
Model: 10-360-B1E SN: L4929-51A — TSMOH:1559.9
Installed new Starter PN: MZ-4222 referencing Lycoming and Piper
SMs. See 8130 #1$06 R

Jeb Ragsdale, \
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