
Pump Make Model Gal
Dia /Ht 

(inches)
Pump Make Model Gal

Dia /Ht 

(inches)

A.Y. MCDONALD 10 12 x 27 KEESEE 102-A 10 12 1/2 x 

AMERICAN J-V,D-U, 14-V, 250, 450 5 10 x 20 KEW IDEAL 205V 5 10 X 20

AMERICAN 204-V, 250-V,347-V, 360-V 5

12 X 19          

OR             10 

X 19 KEW IDEAL 10 ?

AMERICAN 240-V 5 10 X 18 MILWAUKEE 371 5 10 x 20

AMERICAN 347-V, 360-V, 2347-V, 10 12 x 27 MILWAUKEE

58-A, 58-B, 581, 584, 

582 ATCHMENT 5

10 X 20    OR   

 10 X 19

AMERICAN 2347-V, 2487-V, 8-SIDED, 10 12.5 X MILWAUKEE 298, 10-10 10 12 x 26

AMERICAN 2577-V WESTERN 15 12.5 X 38 NATIONAL 70S 10 10 x 37

AMERICAN 2377-V, 2387-V, 2427-V 10 12.5 X 26 NATIONAL 70, 71, 72 10 13 1/2 x 

BEACON #5, #6 5 10 x 20 NATIONAL

BEACON #05, L 5 10 x 20 OTTAWA 5 12 x 19

BENNETT/SHOTWELL 900, 450, 5 VARIES OTTAWA ALL MODELS 10 12 x 27

BENNETT/SHOTWELL 99, 450 10 VARIES OTTAWA ALL MODELS 15 12 X 40

BENNETT 810 10 12 x 26 PENNSYLVANIA 7 5 10 x 20

BIRMINGHAM 10 12 x 27 PENNSYLVANIA 10 ?

BLAIR 5 PENNSYLVANIA 717 10 10 x 37

BOWSER C-2, C-4, C-5, C-6, C-10? 5

10 x 20           

OR             10 

X 19 PHILLIP GIESE 10 12 x 30

BOWSER C-7, C-11 5 10 x 22.5 PROGRESS 5 10 x 20

BOWSER C-44, C-55, C-77, C-110, C- 10 10 X 26.5 PROGRESS 10 12 x 27

BOWSER C-81 10 12 X 28? RAPIDAYTON 25V, 50V 5 10 x 20

BOWSER CANADIAN (SINGLE) 10 12 x 31 RAPIDAYTON 625 10 10 x 37 

BOWSER CANADIAN (TWIN) 10 12 x 30 RAPIDAYTON 100, 300, 350, 400, 10 12 x 27

BOYLE DAYTON (VISO) 74, 83, 78 (AIR) 10 12 x 28 RAPIDAYTON 600, 650 10 13 5/8  x 

BOYLE DAYTON (WAYNE) 83, 87-B, 88 10 12.5 X 24 RAPIDAYTON 625 10 10 X 37.5

BOYLE DAYTON (WAYNE) 77, 78, 79, 83, 10 12 X 27 RAYMOND MULTIPLE SIZES 5 10x17.25

BUTLER 61, 71, 81 ETCHED 10 12 1/2 x RAYMOND MULTIPLE SIZES 5 10 x 17      

BUTLER 30, 85 10 12.5 X 26 RHEEM 10 12 1/2 x 

CATRON 10 12 x 26 RUSH F, 1, K-1, VC 10 VARIES

CLEAR VISION 400 10 12 x 27 RUSH

H,J(STOVEPIPE), K  + 

GUARANTEE CONVERSIONS 10 12 x 27

CLEAR VISION varies 10

12.5*x 26     

  12.5*x 28    RUSH K 15 12 x 40

SOUTHWEST CATRON 5 12X19

CLEAR VISION  USE IN CANADA 10 12.75* x SOUTHWEST CATRON 10 12 x 27

CORRECT MEASURE 5-H-E, 5-E, 5-W-H 5

10 x 20           

OR             10 

X 19 SOUTHWEST 15 12 X 40

CORRECT MEASURE 10H 10 12 x 27 SPRINGFIELD ALL 5 10 x 21

CORRECT MEASURE 10-H 10 13 5/8 x SPRINGFIELD ALL 10 12 x 27

DART / HAWKEYE 10 10 x 26 ST LOIUS 302 5 10 x 20

DOTY B, D, MOVABLE STOPS 10 12 x 27 ST LOIUS 402 10 12 x 27

DOTY Tall Ten 10 ?? STARKEY 1A 10 12 x 27

FLECKENSTEIN 310, 410, 100-A, 100-H 5 10 x 19 TOKHEIM 117, 150, 153, 199, 5 10 x 19

FLECKENSTEIN 300, 400, 110-A, 110-H, 10 12 x 27 TOKHEIM 285, 286, 290, 295, 5 10 x 19

FLECKENSTEIN 500 SERIES 10 13 5/8  x TOKHEIM 117, 150,  199, 200, 5 10 x 19

FRY 1-6,17,17R 5

10 x 20           

OR             10 

X 19 TOKHEIM 5 12 x 19

FRY 87 10 10 x 34 TOKHEIM 44, 280, 297 5 VARIES

FRY 72, 73, 82, 83 +RUSH 10 12 x 27 TOKHEIM 480, 500, 505, 600, 10 12 x 27

FRY

70, 71, 77, 80, 81, 117, 117r, 

101, 104,106 10

13 5/8 x 

22 TOKHEIM 620B, 625, 660, 665 10 12 x 27

GIBSON 100dv 10 12 x 27 TOKHEIM 45, 280, 297 10 VARIES

GILBERT & BARKER 10 12x27 VOLCKER P-G 5

GILBERT & BARKER T-176, T177 10 12 1/2 x VOLCKER P-H 10

GILBERT & BARKER T-176 (DUAL), T-179 10 12 1/2 x VULCANIZER 10 12 x 30

GILBERT & BARKER T-67 (special size) 10 13* x 23 VULCANIZER 10 12 x 30

GILBERT & BARKER T-67 (special size) 5 11* x 16 VULCANIZER 10 12.5 x 

GILBERT & BARKER  CANADIAN 10 12 x 30 WAYNE 491F, 492F 5 10 x 19

GROETKEN 57 5 10 x 20 WAYNE 490, 491, 492, 515, 10 12 1/2 x 

GROETKEN 76 10 12 x 27 WAYNE 615, 617, 619, 628, 10 12 1/2 x 

HAYES year 1923 5 12 x 19 WAYNE TALL TEN 10 10 X 37

HAYES ALL 10 12 x 27 WAYNE (TWIN) 452 10 10 x 19

HAYES ALL 15 12 x 40 WAYNE CANADIAN SINGLE  5 10 x 24

INDIANAPOLIS 10 12 1/2 x WAYNE CANADIAN SINGLE & TWIN 10 12 x 31

WICHITA (Hayes) 10 12 x 27

* DENOTES Diameter unobtainable, but workable substitutions are available

248-702-5840

Custom Heights, Tints, & Replicated     

Original  Etching Available                      
Whenever there is multiple choices on height, rods and/or 

overflow may factor into the choice


