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es una renombrada fábrica de solución una de audio con nuestra sede global en 

Florencia, Italia. Desde 1990, nosotros hemos concentrado nuestros esfuerzos y 

recursos en los revolucionarios diseños y fábricas de sistema de audio altamente 
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Product Collection

With an extensive ortfolio of ultra-com act s eakers for small, medium and large-scale 

a lications, including xed installations, event roductions and live sound, K-array is exceeding 

industry demands for s eakers that are heard but not seen.

Installed Sound

Portable Systems

Concert Series

The Vision

K-array is a renowned manufacturer of unique audio solutions with our global headquarters in 

Florence, Italy. Since 1990, we have concentrated our efforts and resources in the revolutionary 

design and manufacture of highly ef cient audio systems with im ressive erformance.

To be an inventor, you have to be a bit rebellious to go against the grain and that is what we set out 

to do year after year with our innovative technologies and un aralleled solutions. We ride ourselves 

on being unique to the market, inventing solutions never dreamed of before. 

Whether a exible, long s eaker or extremely at s eaker boxes, we ioneer the design of audio 

elements that are ada table to a host of a lications so that audio quality is never com romised.

Our creativity, culture and design come from our dee ly-entrenched Italian roots and we aim to 

demonstrate this through every facet of our creations. Crafted with artistry using remium materials, 

K-array’s roducts are created right here in Tuscany. And accommodating our clients, colleagues 

and artners with Italian hos itality means our tight-knit grou is considered family.

That’s what we consider the K-EXPERIENCE.



Installed Sound

K-array’s Installed Sound series is a collection of the most aesthetically-

effect on Italian culture, K-array believes that while sound makes an 

form so that they are easily integrated into the layout of an environment.

 

within the Installed Sound series.
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Azimut
A complete audio solution 

in a minimalist design package

Azimut-KAMUT2L1 Azimut-KAMUT2L14

Lyzard-KZ1 | Speakers  

General

Type Point source

Transducers 0.5” neodymium magnet woofer

Frequency Response (1) 500 Hz – 18 kHz (-6 dB)

Max SPL (2) 86 dB (peak)

Rated Power 3.5 W

Coverage V. 140° | H. 140°

Connectors IN+ IN- screw terminals

Nominal Impedance 1

Lyzard-KZ14 | Speakers

General

Type Line array

Transducers 4 x 0.5” neodymium magnet woofers

Frequency Response (1) 500 Hz – 18 kHz (-6 dB) 

Max SPL (3) 98 dB (peak)

Rated Power 15 W

Coverage V. 40° | H. 140°

Connectors IN+ IN- screw terminals

Nominal Impedance

| Subwoofer 

General

Type Passive subwoofer

Transducers 4” woofer + passive radiator

Frequency Response (1) 45 Hz – 150 Hz (-6 dB)

Max SPL (2) 112 dB (peak)

Rated Power 60 W

Coverage Omni

Connectors 2PIN euroblock connector (included)

Nominal Impedance

Kommander-KA02 | Kommander-KA02 | 

| Subwoofer

General

Type Passive subwoofer

Transducers 5.25” woofer + passive radiator

Frequency Response (1) 45 Hz – 150 Hz (-6 dB) 

Max SPL (2) 115 dB (peak)

Rated Power 80 W

Coverage Omni

Connectors 2PIN euroblock connector (included)

Nominal Impedance

Handling & Finishes

Dimensions (WxHxD) 22 x 37 x 11 mm (0.9 x 1.5 x 0.4 in)

Weight 0.021 kg (0.046 lb)

Material Aluminum

Colors Black, White, Custom RAL

Finishes 24K Gold, Polished

IP Rating IP64

Handling & Finishes

Dimensions (WxHxD) 22 x 100 x 11 mm (0.9 x 3.9 x 0.4 in)

Weight 0.059 kg (0.130 lb)

Material Aluminum

Colors Black, White, Custom RAL

Finishes 24K Gold, Polished

IP Rating IP64

Handling & Finishes

Dimensions (WxHxD) 122 x 117 x 199 mm (4.8 x 4.6 x 7.8 in)

Weight 1.5 kg (3.31 lb)

Material Aluminum

Colors Black

Finishes Powder Matte

IP Rating IP64

Handling & Finishes

Dimensions (WxHxD) 152 x 147 x 258 mm (6.0 x 5.8 x 10.2 in)

Weight 2.5 kg (5.51 lb)

Material Aluminum

Colors Black

Finishes Powder Matte

IP Rating IP64

Hotels and Resorts

Retail

Museums and Exhibitions

Restaurants and Cafes

Residential
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Azimut
A complete audio solution 

in a minimalist design package

Azimut-KAMUT2V25

| Speakers

General

Type Line array

Transducers 4 x 1” neodymium magnet woofers

Frequency Response (1) 150 Hz – 18 kHz (-6 dB)

Max SPL (3) 108 dB (peak)

Rated Power 75 W

Coverage V. 25° | H. 140°

Connectors 2PIN euroblock connector (included)

Nominal Impedance

Kommander-KA02 | 

| Subwoofer

General

Type Passive subwoofer

Transducers 6.5” woofer + passive radiator

Frequency Response (1) 45 Hz – 150 Hz (-6 dB)  

Max SPL (2) 120 dB (peak)

Rated Power 100 W

Coverage Omni

Connectors 2PIN euroblock connector (included)

Nominal Impedance

Handling & Finishes

Dimensions (WxHxD) 40 x 260 x 22 mm (1.6 x 10.2 x 0.9 in)

Weight 0.4 kg (0.88 lb)

Material Aluminum

Colors Black, White, Custom RAL

Finishes 24K Gold, Polished, Brushed

IP Rating IP64

Handling & Finishes

Dimensions (WxHxD) 182 x 176 x 341 mm (7.1 x 6.9 x 13.4 in)

Weight 3.5 kg (7.72 lb)

Material Aluminum

Colors Black

Finishes Powder Matte

IP Rating IP64

Hotels and Resorts

Retail

Museums and Exhibitions

Restaurants and Cafes

Residential
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Anakonda
Flexible, 2-meter array element speaker

Anakonda-KAN200
General

Type

Transducers

Frequency Response (1)

Max SPL (3)

Rated Power

Coverage

Connectors

Nominal Impedance

Line array

16 x 1” neodymium magnet woofer

150 Hz – 18 kHz (-6 dB) 

108 dB (peak)

300 W

V. 10° | H. 140°

SpeakOn NL4 1+ 1- (signal); 2+ 2- (through)

Handling & Finishes

Dimensions (WxHxD)

Weight

Material

Colors

IP Rating

2000 (±20 mm) x 56 x 35 mm
(79.5 (±0.8 in) x 2.2 x 1.4 in)

1.9 kg (4.2 lb)

Black, White

IP64

Houses of Worship

Auditoriums and Concert Halls

Theaters

Stadiums and Sport Venues

Event Productions



15



9

Pinnacle-KR402
High-tech, medium-format 

powered stereo system

Thunder-KMT21 | Subwoofers Python-KP102 | Speakers 

General

Type Active subwoofer

Transducers 21” neodymium magnet driver

Frequency Response (1) 30 Hz – 150 Hz (-6 dB)  

Max SPL (2) 136 dB (peak)

Coverage Omni

Amp Module 2 ch. switch-mode, class D

Output Power

Power consumption

Connectors INPUT: 2x XLR (bal) line input,
1x XLR AES3 input
OUTPUT: 1x SpeakOn 
loudspeaker output + 2x XLR (bal) 
parallel line output, 1x XLR AES3 
output SERIAL: 1x XLR RS485 
serial input, 1x XLR RS485 serial 
output, 1x USB-B inlet

Handling & Finishes

Dimensions (WxHxD) 555 x 572 x 763 mm
(21.8 x 22.5 x 30 in)

Weight 44 kg (97 lb)

Material Wood

Colors Black, White, Custom RAL

IP Rating (9) IP40

General

Type Line array

Transducers 12 x 3.15” neodymium magnet 
woofers

Frequency Response (1) 120 Hz – 18 kHz (-6 dB)

Max SPL (3) 134 dB (peak)

Rated Power 720 W

Coverage V. 7° - 30° | H. 90°

Connectors SpeakOn NL4
1+ 1- (signal); 2+ 2- (through)

Nominal Impedance

Handling & Finishes

Dimensions (WxHxD) 89 x 1000 x 118 mm
(3.5 x 39.4 x 4.7 in)

Weight 12.0 kg (26.5 lb)

Material Stainless Steel

Colors Black, White, Custom RAL

Finishes 24K Gold, Polished, Brushed

IP Rating IP64

(4) EN 54-24:2008 compliant

Auditoriums and Concert Halls

Theaters

Event Productions

Houses of Worship

Concerts and Live Events

Pinnacle-KR102
High tech, small-format 

powered stereo system

Thunder-KMT12 | Subwoofers 

Kobra-KK102 | Speakers General

Type

Transducers

Frequency Response (1)

Max SPL (2)

Coverage Omni

Amp Module

Output Power

Power consumption

Connectors

Active subwoofer

12” neodymium magnet driver

45 Hz – 150 Hz (-6 dB)  

131 dB (peak)

2 ch. switch-mode, class D

INPUT: 2x XLR (bal) line input,
1x XLR AES3 input
OUTPUT: 1x SpeakOn 
loudspeaker output + 2x XLR (bal) 
parallel line output, 1x XLR AES3 
output SERIAL: 1x XLR RS485 
serial input, 1x XLR RS485 serial 
output, 1x USB-B inlet

Handling & Finishes

Dimensions (WxHxD) 326 x 343 x 433 mm
(12.8 x 13.5 x 17 in)

Weight 15.6 kg (34.4 lb)

Material Wood

Colors Black, White, Custom RAL

IP Rating (9) IP40 

General

Type Line array

Transducers 16 x 2" neodymium magnet 
woofers

Frequency Response (1) 150 Hz – 18 kHz (-6 dB)

Max SPL (3) 126 dB (peak)

Rated Power 400 W

Coverage V. 7° - 35° | H. 120°

Connectors SpeakOn NL4
1+ 1- (signal); 2+ 2- (through)

Nominal Impedance

Handling & Finishes

Dimensions (WxHxD) 59 x 1000 x 81 mm
(2.3 x 39.4 x 3.2 in)

Weight 4,8 kg (10.6 lb)

Material Stainless Steel

Colors Black, White, Custom RAL

Finishes 24K Gold, Polished, Brushed

IP Rating IP64

(4) EN 54-24:2008 compliant

Auditoriums and Concert Halls

Theaters

Event Productions

Houses of Worship

Concerts and Live Events
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Mugello
Electronic beam steerable,

powered line array speakers

Mugello-KH2 Mugello-KH3 Mugello-KS5

General

Type Active line array element

Transducers 2 x  8” neodymium magnet woofer 

with 2.5” voice coil

2 x  compression driver 

with 2.5” voice coil

Frequency Response (1) 120 Hz – 19 kHz (-6 dB)

Max SPL (2) 136 dB peak

Coverage V. 20° | H. 110°

Controllers Remote control with dedicated PC 

software via USB or RS485.

Onboard touch screen display

Connectors Analog:

2x XLR (bal) input signal

2x XLR (bal) parallel output

Digital:

1x XLR AES3 input

1x XLR AES3 output

Built-in
Input gain, delay up to 330 ms,

beam steering Onboard preset,

Level and temperature remote 

monitoring

Amp Module 2-ch., switch mode, class D

Output Power

Power Consumption
rated power

Protections Over Temp. (Power Limiting – Thermal 

Output Protection, Power Limiting, 

High Frequency Protection

Operating Range 100-240V AC, 50-60 Hz with PFC

Mains Connector powerCON with link inlet

Active line array element

2 x  12” neodymium magnet woofer 

with 2.5” voice coil

2 x  compression driver 

with 2.5” voice coil

120 Hz – 19 kHz (-6 dB)

138 dB peak

V. 20° | H. 110°

Remote control with dedicated PC 

software via USB or RS485.

Onboard touch screen display

Analog:

2x XLR (bal) input signal

2x XLR (bal) parallel output

Digital:

1x XLR AES3 input

1x XLR AES3 output

Input gain, delay up to 330 ms,

beam steering Onboard preset,

Level and temperature remote 

monitoring

2-ch., switch mode, class D

rated power

Over Temp. (Power Limiting – Thermal 

Output Protection, Power Limiting, 

High Frequency Protection

100-240V AC, 50-60 Hz with PFC

powerCON with link inlet

Active subwoofer

2x 21”  Neodymium magnet woofer 

with 5.31” voice coil

25 Hz – 120 Hz (-6 dB)

141 dB peak

Omni

Remote control with dedicated 

PC software via USB or RS485. 

Onboard touch screen display

Analog:

2x XLR (bal) input signal

2x XLR (bal) parallel output

Digital:

1x XLR AES3 input

1x XLR AES3 output

Input gain, delay up to 330 ms,

beam steering Onboard preset,

Level and temperature remote 

monitoring

2-ch., switch mode, class D

rated power

Over Temp. (Power Limiting – Thermal 

Output Protection, Power Limiting, 

High Frequency Protection

100-240V AC, 50-60 Hz with PFC

powerCON with link inlet

Handling & Finishes

Dimensions (WxHxD) 860 x 370 x 210 mm (33.8 x 14.6 x 

8.2 in) with rigging hardware

735 x 285 x 200 mm (28.9 x 11.2 x 

7.9 in) net dimensions

Weight 29 kg (63.93 lb)

(with rigging hardware)

Material Wood

Colors Black, White, Custom RAL

IP Rating IP20 (IP53 with K-AMPCOVER 

accessory)

1218 x 456 x 210 mm (47.9 x 17.9 x 

8.2 in) with rigging hardware

1104 x 370 x 200 mm (43.5 x 14.5 

x 7.9 in) net dimensions

(with rigging hardware)

Wood

Black, White, Custom RAL

IP20 (IP53 with K-AMPCOVER 

accessory)

1162 x 590 x 851 mm

(45.7 x 23.2 x 33.5 in)

104.4 kg (230.16 lb)

Wood

Black, White, Custom RAL

IP20 (IP53 with K-AMPCOVER 

accessory)

Stadiums and Sport Venues

Large Congregations

Theaters

Nightclubs and Lounges

Concerts and Live Events



mini altavoces Lyzard-KZ1 de media altura son 

”que ofrece una cobertura homogénea con un audio 

carcasa de aluminio duradera y resistente.

música de fondo de alta calidad en una forma 

minoristas.

Las soluciones invisibles están en el corazón de la 

marca K-array. 

Para satisfacer las demandas de arquitectos y 

diseñadores que necesitan un sistema de audio 

Incluyendo dos altavoces medios-altos y un subwoofer 

K1
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ACCESORIOS 

K-DANTE

través de redes IP estándar.

El accesorio K-Dante cuenta con dos conectores 

misma red sin la necesidad de ningún conmutador 

Ethernet externo.

K-USB



ACCESORIOS 

K-HCFLY



ACCESORIOS 

K-HCFLY2



Rail

K-array ha combinado su audio innovador 

con controladores de cono de rango 
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