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Technical Specicfications for Data Header 

Description: 100 BBLS Data Header with Gas flow rate of 4.7 MMSCF per Day 

Service  H2S Sour Gas Service 

Pressure Ratings  
 

- Testing: 
- Working: 

15,000 psi 
10,000 psi 

Connections    
 

- Inlet: 
- Outlet: 

3” F Fig 1502 
3” M Fig 1502 

Temperature Ratings 
 

0F P-U (-20 - +2500F) 

Capacity - Fluid: 
- Gas: 

100 BBLS 
4.76 MMSCF/D  

Standards/ Certifications Code: ANSI B31.3, NACE MR 01-75 
Weight & Dimensions 
 

- Heigth: 
 

516 mm 
 

Ports  ½” NPT Ports: 5 
Thermo Well Port: 1 

 

DATA HEADER 

 

 
DATA HEADER 

 

DESIGN DATA     DIMENSION 
Working Pressure: 10000psi   Length: 516 mm 
Test Pressure: 15000 psi   Diameter: 3” fig 1502 
         

 CAPACITY     CODE OF CONSTRUCTION 
100 bbls     ANSI B31.3  
Gas Flow Rate: 4.76 MMSCF/D  NACE MR 01-75 
 
CONNECTION      OTHER  
Oil Inlet: 3” Fig 1502 F    H2S Sour Gas service  
Oil Outlet: 3” Fig 1502 M    

         
PORTS 
½” NPT Ports: 5 
Thermo well: 1 port 
Protection: Marine Anti-Corrosion Coating 

 
QUANTITY  
QUANTITY – 2 

 

 

SERIAL NUMBER 
IMPORTED B4818 
FABRICATED AFT/DH/002 


