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NaOCl Duplex System
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Skid Material: 0.5" White HDPE (Marine Grade)

Pipe Material: 0.75", 0.5" SCH80 PVC

O-Ring Material: Viton (FKM)

Gasket Material: PTFE (Teflon), Viton (FKM)

Northeast Isometric

Front
Left

All joinery to be extrusion welded

Pump Stands

4" Containment

Double sloped to

back left corner

0.5" 2-Port PRV

PVC/PTFE

0.5" Pulsation Dampener

PVC/PTFE

0.75" Suction branches to

0.5" discharge

Pressure Gauge w/ Guard

PVC/VITON 0-160PSI

0.5" Back Pressure Valve

PVC/PTFE 5-150PSI

0.5" Cleanouts

Complete Isolation

around all components via

Unions/Union Ball Valves

Seperate Lines allow toggle between

Individual or common discharge

Shared 1000ml Cal Column

Glass, PVC ends/Viton O-rings

Cal Column vent return

to tank

Positive Displacement Flow Meters

PPS/Viton 1-15GPH

Fiberglass Pipe Clamp

Polypropylene Nuts/Bolts

Nylon Anchoring Bolts

Fiberglass Strut

De-gassing Riser

SCH80 Clear PVC

0.5" FPT connection

Anchoring Points welded to sides of Skid

Forklift Cutouts

SFC-PC Flow

Proportion Control

Pump Control Panel with

NEMA 4x Fiberglass Enclosure

SCH80 Rigid PVC Conduit

KECO S10

Peristaltic Pumps
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