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GENERAL SPECIFICATIONS

DOOR MODEL 4 PANEL

BUILDING OPENING - WIDTH 4,267 mm (14 ft)

BUILDING OPENING - HEIGHT 4,267 mm (14 ft)

INSTALLATION METHOD INSWING

WALL STRUCTURE WOOD

OPENING STYLE MANUAL

PANEL DETAILS

PANEL WIDTH 1,058 mm (41.7 in)

PANEL HEIGHT 4,259 mm (167.7 in)

PANEL WEIGHT 97.3 kg (214 lb)

INNER DOOR COLOUR POLAR WHITE

OUTER DOOR COLOUR CHARCOAL

DRAG HEIGHT 40 mm (1.57 in)

TOP OVERLAP 12 mm (0.50 in)

SIDE OVERLAP 38 mm (1.5 in)

MATERIALS

INSULATION THICKNESS 60 mm (2.36 in)

INSULATION MATERIAL BEWi XPS 500 MU (1.65 RSI)

OUTER SHEETING THICKNESS 0.508 mm (25 GAUGE)

OUTER SHEETING MATERIAL ALUMINUM-ZINC ALLOY COATED STEEL

HINGE PLATE MATERIAL Q345 STRUCTURAL STEEL

HINGE TUBE MATERIAL STEEL #20

HINGE ROD MATERIAL STEEL #20

DOORS AND WINDOWS

MAN DOOR WIDTH N/A

MAND DOOR HEIGHT N/A

WINDOW WIDTH 768 mm (30.2 in)

WINDOW HEIGHT 1400 mm (55.2 in)

PROJECT DETAILS

COMPANY NAME N/A

CUSTOMER NAME N/A

LOCATION N/A
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DETAIL B
LOWER MOUNT
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DETAIL C
TYPICAL NON-LIFTING HINGE

INTERIOR VIEW - DOORS PARTIALLY OPEN
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