
Mechanical seal Equivalents

CDK Seals, Unit 11 Bartlett Park, Gazelle Road, Lynx Trading Estate,
Yeovil, Somerset. BA20 2PJ   Tel: 01935 706820  Fax: 01935 413197

Email: sales@cdkseals.com

BURGMANN® TYPE EQUIVALENT

BT-AR, BT-AR3 Type 18
BT-FN Type 13
H7N Type 1678
H12N or H17GN               Type 82

 Type 8B M2 Type 9
M2N Type 9L  Type 9/9L
M2N4 Type 9S
M3 Type 8B
M3N Type 8 DIN
M3N4 Type 8S
M32 Type 8
M32N Type 8 DIN
M32N4 Type 8S
M37 Type 8

Type 8 DIN M37N Type8DIN
M37N4 Type 8S
M37G Type 8
M37GN Type 8 DIN
M37GN4 Type 8S
M377S6 Type 8W
M7N Type 1677
M74 or H74 Consult CDK
MG1 Type 19

Type 19 MG12 Type 192  Type 1677
MG13 Type 193

MG1S/20 Type 1520
For other MG1S type equivalents - contact CDK
MG901 Type 22
MG910 Type 104
MG912 Type 2
MG913 Type 143 length
MG920 Type 20

Type 192 MG921 Type11
 Type 193

BURGMANN® SEAT TYPE EQUIVALENT

G1 or G2 Consult CDK
G4 Type 8.STD
G6 Type 8.DINS
G7 & G8 Type 8.BEZ
G9 Type 8.DINL
G13 Type 8B seat

Type 1520 G15 or G115 Consult CDK  Type 8.DINL
G16 Type 8.TDL
G30 Type 8.DINS most sizes
G46 Type 24.DINL
G50 Type 20 or 1520 seat
G55 Type 11 or 1511 seat
G60 Type 19B
G61 Type 24 seat

For other Gx seat equivalents - contact CDK
 Type 10  Type 19B

 Type 8
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1 (USA)
1 (USA)
1A (UK) Type 10 is the standard dimensional replacement
1A (UK) Type A1 is the direct replacement
1S Type 10.DOUB, enquire to Vulcan
2 (UK) Type 20 is the standard dimensional replacement

Type 20  2 (UK) Type A2 is the direct replacement
2 (USA) Type 11 is the standard dimensional replacement
2 (USA) Type A4 is the direct replacement
4 (UK) Type 164

JOHN CRANE® TYPE  EQUIVALENT

4
6A Type 75
6D Type 66
6J Type 66
8-1 Type 1609S
8-1T Type 1645S
8B1 Type 1609BS

Type 22 8B1T Type 1645BS  Type 1644
9T Type 1645
9BT Type 1645B
21 Type 11 is the standard dimensional replacement
58B Type 1659BS
58U Type 1659S
59B Type 1659B
59U Type 1659
80 Type 1688
87 Type 1682

 Type 1609 106 Type 65  Type 1688
109 Type 1609
109B Type 1609B
502 Type 1724
521 Type 24
2100 K Type 142
2100 N Type 143
2100 S Type 14

JOHN CRANE® SEAT TYPE EQUIVALENT
 Type 1724

A Type 23
 Type 24.DINS

BO Type 24.DINS
BP Type 24.DINL
BS Type 8.TDP
DF Type 1688 seat
EI/EJ Type 1688W/Y seat
FH Type STAL seat
H Type 34
J Type 33

 Type 14 L Type 27
     M      Type 19B

N/NG Type 20 seat
P/PP/PG Type 32
V Type 25
W/WM Type 21
X Type 1644 seat
Y Type 36
Z Type 20 seat

 Type 143  Type 18

Type 22 is the dimensional replacement
Type A5 is the direct replacement

 Type 143
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CYCLAM® TYPE  EQUIVALENT
BT Type 18
PRR + TAR Type 18

FLEXIBOX® TYPE  EQUIVALENT

 Type 95 F0SR 0635 Type 95F  Type 25
R00 or RA-0 Type 95

R10 or RA-1 Type 96
R20 or RA-2 Type 97
R30 Type 95N
R3S Type 95T
R40 Type 96N
R50 Type 97N
R70 Type 96 less washer

 Type 21 R80 Type 96N less washer  Type 96
R8S Type 95E
R0Sx - For all types, please contact CDK for equivalents

GOETZE® TYPE EQUIVALENT

76.12 Type 9
76.53 Type xx09/3
76.62 Type 282, Consult CDK

 Type 17 HUHN® TYPE  EQUIVALENT  Type 29

CXC Type 29
HCC Type 17N
HCH Type 17
HCL Type 17B
HKH Type 1520H
HKL Type 1520
MA Type 1609
ME (Imperial sizes only) Type 1609B
C seat Type 29 seat

 Type 65 H seat Type 20 seat  Type 75
L seat Type 21 seat
T seat Type 25 seat

 EQUIVALENT

Europa 1 Type 12.DIN
Europa 2 Type 12
Europa 4 Type 8B

 Type 12 FA Type 18
FG 1 Type 19 Rotary
FG 2 Type 192 Rotary
FG 3 Type 193 Rotary
FP/D Type 24
FP/T35 Type 11
SIMPLEX Type 13
SIMPLEX DIN Type 13.DIN
TIPO 1 Stationary Type 19B Seat
TIPO 2 Stationary Type 8.DINS Seat
TIPO 3 Stationary Consult CDK

 Type 13  Type 28

MECCANOTECNICA UMBRA
(M.T.U.)® TYPE

 Type 7
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        Type 22
Uniten® 45 Type 7D + FEP

 Type 98 51
 Type 10
51

        Type 20
51 Type 10
51

PACSEAL® TYPE  EQUIVALENT
16 Type 65
17 Type 18
21 Type 20
21A Type 22
31 Type 20
37 Type 26

 Type 10 41 Type 28 0444

A Type 11
52 Type 24
68 Type 75

ROTEN® TYPE  EQUIVALENT
 Type 26 Roten® 2 Type 12  Type 24

Roten® 3 Type 13
Roten® 4 Type 12 + FEPs
Roten® 45 Type 7 + FEPs
Roten® 5 Type 7
Roten® 5H2 Type 7B
Roten® 7K Type 1688 + Type 12 Stat
Uniten® 2 Type 12.DIN
Uniten® 3 Type 13.DIN

 Type 11 Uniten® 4 Type 12.DIN + FEPs
s

Uniten® 5 Type 7D
Uniten® 5K Type 135
Uniten® 7K Type 1688L
16 Type 65
21 Type 20
21A Type 11
37 Type 26

 Type 97 41 Type 28 0444

A Type 22
52 Type 24
68 Type 75

SEALOL® TYPE  EQUIVALENT
6 Type 65
7 Type 75
43 CE LONG Type 10

 Type 65 43 CE SHORT Type 20  Type 1688L
43 CU LONG Type 22
43 CU SHORT Type 11
43 DIN Type 24
For other 043 type equivalents - contact CDK

 Type 75  Type 28
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TEKHNISEAL® TYPE EQUIVALENT

100 Type 10
200 Type 20
304 Type 26
400 Type 12

 Type 10 402 Type 13  Type 13
404 Type 13.DIN
406 Type 12.DIN
500 Type 24
552 Type 24
600 Type 65
700 Type 75
800 Type 11
900 Type 22

 Type 1659 NIPPON PILLAR® TYPE EQUIVALENT  Type 12

CCU Type 98
CGU Type 97
US-1 Type 98
US-2 Type 97
US-3 Type 97

N.S.O. EAGLE® TYPE EQUIVALENT
15M5 Type 97

 Type 98 15O5 Type 97  Type 1688

J.W. BRITCO® TYPE  EQUIVALENT
HS Type 1688
J ISO Type 40
30 Type 26
35 Type 95/97
36 Type 95/97
WT Type 1609
WTO Type 1609S

 Type 1609S WTB Type 1609B  Type 25 Seat
WTOB Type 1609BS
WTDIN Type 1659
WTODIN Type 1659S
WTBDIN Type 1659B
WTOBDIN Type 1659BS
D seat Type 24 DIN Long
S seat Type 27/37, check each time!
V seat Type 25
W seat Type 21

 Type 40  Type 1609

For More information on other  CDK mechanical seals please contact us on numbers below


