


COMPANY PROFILE





SALES NETWORK
We export to South America,Middle east, Southeast Asia and Africa and we have received

compliments for our quality and professionalism from many old and new customers.
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CORDLESS TOOLS
12V/1.5Ahx2

0-400(r/min)

0-1500(r/min)

Ø10mm

Ø10mm

Ø20mm

30N.m

Battery

No-Load speed low

                        High

Max.Chucking Capacity

Max.Drilling Capacity Steel

                                  Wood

Max.Torque

LP-CC12CORDLESS DRILL

18V/1.5Ahx2

0-400(r/min)

0-1500(r/min)

Ø10mm

Ø10mm

Ø20mm

32N.m

Battery

No-Load speed low

                        High

Max.Chucking Capacity

Max.Drilling Capacity Steel

                                  Wood

Max.Torque

LP-CC18CORDLESS DRILL

21V/1.5Ahx2

0-550(r/min)

0-1800(r/min)

Ø10mm

Ø10mm

Ø20mm

35N.m

Battery

No-Load speed low

                        High

Max.Chucking Capacity

Max.Drilling Capacity Steel

                                  Wood

Max.Torque

LP-CC21CORDLESS DRILL

21V/2.0Ahx2

0-550(r/min)

0-1800(r/min)

Ø10mm

Ø10mm

Ø20mm

35N.m

Battery

No-Load speed low

                        High

Max.Chucking Capacity

Max.Drilling Capacity Steel

                                  Wood

Max.Torque

LP-CLD21ACORDLESS DRILL

12V/2.0Ahx2

0-400(r/min)

0-1500(r/min)

Ø10mm

Ø10mm

Ø20mm

30N.m

Battery

No-Load speed low

                        High

Max.Chucking Capacity

Max.Drilling Capacity Steel

                                  Wood

Max.Torque

LP-CLD12ACORDLESS DRILL

16V/2.0Ahx2

0-450(r/min)

0-1700(r/min)

Ø10mm

Ø10mm

Ø20mm

32N.m

Battery

No-Load speed low

                        High

Max.Chucking Capacity

Max.Drilling Capacity Steel

                                  Wood

Max.Torque

LP-CLD16ACORDLESS DRILL
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CORDLESS TOOLS

18V/4.0Ahx1

11000-19000r/min

1.6-2.8(m³/min)

Battery

No-Load speed

Capacity

LP-CDB18CORDLESS BLOWER

18V/4.0Ahx2

Ø100mm

8500r/min

Ø16

M10(mm)

Battery

Max Disc Diameter

No-Load speed

Hole Dia. of Wheel

Spindle

LP-CAG100CORDLESS ANGLE GRINDER

21V/2.0Ahx2

0-3000r/min

14.5(mm)

8(mm)

65(mm)

50(mm)

Battery

No-Load speed

Length of Strokes

Max. Cutting Depth Steel

                                Wood

Pipe Diameter

LP-CDSS21CORDLESS SABRE SAW 

18V/4.0Ahx2

M12-M18(mm)

0-2000(r/min)

0-2400(r/min)

12.7(1/2’’)(mm)

0-2900(.../min)

0-3200(.../min)

300N.m

Battery

Standard Bolt

No-Load speed low

                        High

Square Drive Size

Rated Impacting Frequency Low

                                       High

Max.Torque

LP-CDW18CORDLESS BRUSHLESS IMPACT WRENCH

02





04

ANGLE GRINDER
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ANGLE GRINDER

Ø100mm

11000r/min

710W

50Hz/60Hz

220-240V~

Max Disc Diameter

No-Load speed

Rated Input Power

Rated Frequency

Rated Voltage

LP-AG100SANGLE GRINDER
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ANGLE GRINDER

Ø180mm

8300r/min

2400W

50Hz/60Hz

220-240V~

Max Disc Diameter

No-Load speed

Rated Input Power

Rated Frequency

Rated Voltage

LP-AG180DANGLE GRINDER

/150A

Ø125/150mm

11800/9000(r/min)
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ANGLE GRINDER

Ø230mm

6600r/min

2400W

50Hz/60Hz

220-240V~

Max Disc Diameter

No-Load speed

Rated Input Power

Rated Frequency

Rated Voltage

LP-AG230DANGLE GRINDER
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GRINDING MACHINE

A
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MARBLE CUTTER



MARBLE CUTTER
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LP-ED10F
Ø10mm

Ø25mm

0-2600r/min

450W

50Hz/60Hz

220-240V~

Max. Drill Capacity Steel 

Wood 

No-Load speed

Rated Input Power

Rated Frequency

Rated Voltage

VARIABLE SPEED F/R CONTROL

ELECTRIC DRILL
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ELECTRIC DRILL

LP-ED13D
Ø10mm

Ø25mm

0-2600r/min

600W

50Hz/60Hz

220-240V~

Max. Drill Capacity Steel 

Wood 

No-Load speed

Rated Input Power

Rated Frequency

Rated Voltage

VARIABLE SPEED F/R CONTROL
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DEMOLITION HAMMER
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CUT-OFF MACHINE
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WOOD MACHINE
CIRCULAR SAW

CIRCULAR SAW

CIRCULAR SAW
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WOOD MACHINE



WELDING MACHINE

Power voltage

Frequency 

No-load voltage

Output current

Efficiency

Insulation grade

Protection grade

1PHASE  220V±15%

50/60 Hz

68 V

165A

80%

F

IP23

ZX7-200A

Power voltage

Frequency 

No-load voltage

Output current

Efficiency

Insulation grade

Protection grade

1PHASE  220V±15%

50/60 Hz

68 V

150A

80%

F

IP23

ZX7-225

Power voltage

Frequency 

No-load voltage

Output current

Efficiency

Insulation grade

Protection grade

1PHASE  380V±15%

50/60 Hz

68 V

260A

80%

F

IP23

ZX7-315

Power voltage

Frequency 

No-load voltage

Output current

Efficiency

Insulation grade

Protection grade

1PHASE  380V±15%

50/60 Hz

68 V

320A

80%

F

IP23

ZX7-400D

Power voltage

Frequency 

No-load voltage

Output current

Efficiency

Insulation grade

Protection grade

1PHASE  220V±15%

50/60 Hz

68 V

185A

80%

F

IP23

ZX7-250A

Power voltage

Frequency 

No-load voltage

Output current

Efficiency

Insulation grade

Protection grade

1PHASE  220V±15%

50/60 Hz

55 V

120A

80%

F

IP23

ZX7-200D
WELDING

WELDING

WELDING

WELDING

WELDING

WELDING
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AIR COMPRESSOR
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MEASURING TOOLS

LP-LL2G

1V1H

635nm

±1mn

±3mn

Function Code

Laser Diode(nm)

Vertical Accuracy / Leveling Accuracy

Auto-leveling Range(°)

0.05-60(m)

±1.5(mm)

620-650nm,P<1mw(nm)

2

1

180s

5000

2x1.5V(AAA)

-10℃~50℃

-25℃~70℃

Measuring Range

Accuracy of Measurement

Laser Diode

Laser Class

Min.Display Unit(mm)

Auto Cut-off(without operation for)

Battery lifetime(Individual Measurements)

Battery Specification

Working Temperature

Storage Temperature

LP-LMD60A
0.1-100(m)

±1.5(mm)

620-650nm,P<1mw(nm)

2

1

150s

4000

2x1.5V(AAA)

0℃~40℃

-20℃~60℃

Measuring Range

Accuracy of Measurement

Laser Diode

Laser Class

Min.Display Unit(mm)

Auto Cut-off(without operation for)

Battery lifetime(Individual Measurements)

Battery Specification

Working Temperature

Storage Temperature

LP-LMD100A

0.05-60(m)

±1.5(mm)

620-650nm,P<1mw(nm)

2

1

180s

5000

2x1.5V(AAA)

-10℃~50℃

-25℃~70℃

Measuring Range

Accuracy of Measurement

Laser Diode

Laser Class

Min.Display Unit(mm)

Auto Cut-off(without operation for)

Battery lifetime(Individual Measurements)

Battery Specification

Working Temperature

Storage Temperature

LP-LMD60B
0.1-100(m)

±1.5(mm)

620-650nm,P<1mw(nm)

2

1

150s

4000

2x1.5V(AAA)

0℃~40℃

-20℃~60℃

Measuring Range

Accuracy of Measurement

Laser Diode

Laser Class

Min.Display Unit(mm)

Auto Cut-off(without operation for)

Battery lifetime(Individual Measurements)

Battery Specification

Working Temperature

Storage Temperature

LP-LMD100B

LP-LL5GS
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DRILLING MACHINE




