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Part Number 
SNMV041 $250.00     

4K30 HDMI 4×1 Quad Multi-viewer
HDMI 1.4b, HDCP 1.4 compliant
Input resolution can automate recognition.
Output resolution can be selected by the on-panel button 
and remote control.
HDMI supports a resolution of a maximum of up to 
4K30Hz.
VGA supports a resolution of the maximum up to 
1920x1200@60Hz.
Note: If output resolution selects the 4K30Hz, the VGA port 
will not support.
Audio supports LPCM 2CH.
Supports 1/2/4 windows multi-view modes.
Control is via an on-panel button and remote control.



Part Number 
SNMV091  $750.00     

HDMI 1.4b, HDCP 1.4 compliant.
Input video resolution up to 1080p@60Hz, Output up to 
4K2K@30Hz
9x HDMI inputs, 1x HDMI, and 1x de-embedded analog 
audio output
Fast seamless switching with scaling up to 3840x2160p 
(4K)
Supports 1/2/4/9 windows multi-view modes
Display 4x full HD signals within one 4K display with pixel-
to-pixel quality
Control is via on-panel button, IR, RS-232, LAN, or Web 
GUI
1U rack-mounted design
.



Part Number 
SNMV0161 $2500.00     

HDMI 16x1 HDMI Multi-viewer w/ Seamless 
Switching
Compliant with HDMI 1.3a, HDCP 1.2
Supports multiple HDMI 16-input and 1-output
Supports up to 1080p High-Definition 
resolution
Support 16x1 Multi-viewer and seamless 
switching
Support scaler up, scaler down function
Support multi-output resolution
Support digital audio format LPCM/AC3/DTS
Support button, IR Remote, RS232, etc
various controlled ways



Part Number 
SNSM044  $750.00     

The 4K60 4:4:4 HDMI matrix is a multi-purpose high-speed video 
processing system. 

It can be configured for 2 different output modes. 

It can perform as a 4×4 seamless matrix switcher, as a 2×2, 4×1 or 1×4 etc
video wall solution. 

It also features a web browser interface module
for control and configuration of the matrix when used stand-alone or with a 
third-party control
system. 

Control options include front-panel push buttons, IR remote control, RS-232 
interface and TCP/IP. I 
.




























