
1 | P a g e  
 

 

4x4 Pergola Brackets 

DEFINITIONS AND DESCRIPTIONS  

• Thoughtfully engineered Brackets eliminate all 
wood-joinery skills requirements. 

• Easy lift and place U-channels eliminate 
need for lifting equipment. Super-easy 
assembly work. 

• Self-aligning design squares up structure 
automatically. 

• Eliminates woodworking skill requirements. 
Makes it possible for even novices to build 
a beautiful pergola structure. 

• Drastically reduces assembly time. Allows 
for easy completion of the pergola 
structure erection project within one day. 
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4x4 Floor Anchor Bracket 
SKU: 4FA 

Made to secure a 4x4 Post to a concrete footing or 
concrete pad. Includes an 8” X 8” bottom plate for wide 
load displacement and is 8” tall for high lateral support 
and sway resistance. Four 5/16” predrilled holes present, 
2 holes on two opposing faces, for securing post to the 
bracket using ¼”X1-1/4” Lag Screws. Four 9/16” Predrilled 
holes for ½” X 2-3/4 Wedge Concrete Anchors. 
Decorative end designs and laser cut RioOutdoors.com 
logo included. 1/8” high strength steel, fully welded 
construction. 
Black powder painted for corrosion resistance. Can be 
painted over, using aerosol exterior paints. 

 
4x4 Wall Mount Bracket 

SKU: 4WM 
Made to secure a 4x4 Header to a wall. Upward facing 
open U-channel allows easy placement of the 4x4 header 
after the bracket is secured to the wall. Six predrilled 
5/16” holes, 2 holes in each face, for securing header to 
the bracket using ¼”X 1-1/4” Lag Screws. Four 7/16” holes 
present on wall mating face to secure bracket to wall 
using appropriate 3/8” hardware. 
Decorative end designs and laser cut RioOutdoors.com 
logo included. 1/8” high strength steel, fully welded 
construction. 
Black powder painted for corrosion resistance. Can be 
painted over, using aerosol exterior paints. 

 
4x4 Post-top/Bottom End-Cap Bracket 

SKU: 4C1L 
Made to slide on top or bottom of a 4x4 post. To be used 
to cap the end an open-ended cubic, hexagon, or octagon 
shaped pergola. 11-3/4” deep tube slides on Post top or 
bottom and allows bracket to be moved up or down for 
height adjustment and provides high lateral support to 
resist swaying and wind loads. One upward facing open 
U-channel allows easy placement of the 4x4 header. 
Heavy welded-on gussets under U-channel provides high 
load resistance and sway resistance. Four predrilled 5/16” 
holes present, 2 holes in each vertical face, for securing 
headers to the bracket using ¼”X 1-1/4” Lag Screws. Four 
5/16” holes present in two vertical tube walls to secure 
post to the bracket using ¼”X 1-1/4” Lag Screws. Six 7/16” 
holes present on various faces to attach accessories using 
appropriate hardware. 
Decorative end designs and laser cut RioOutdoors.com 
logo included. 1/8” high strength steel, fully welded 
construction. Black powder painted for corrosion 
resistance. Can be painted over, using aerosol exterior 
paints. 
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4x4 Post-top/Bottom 2-Way Elbow Bracket 
SKU: 4C2L 

Made to slide on top or bottom of a 4x4 post. To be used 
to create an “L” corner for a cubic shaped pergola. 11-
3/4” deep tube slides on Post top or bottom and allows 
bracket to be moved up or down for height adjustment 
and provides high lateral support to resist swaying and 
wind loads. Two upward facing open U-channels allows 
easy placement of the 4x4 headers. Heavy welded-on 
gussets under U-channels provide high load resistance 
and sway resistance. 
 
Eight predrilled 5/16” holes present, 2 holes in each 
vertical face, for securing headers to the bracket using 
¼”X 1-1/4” Lag Screws. Four 5/16” holes present in two 
vertical tube walls to secure post to the bracket using ¼”X 
1-1/4” Lag Screws. Eight 7/16” holes present on various 
faces to attach accessories using appropriate hardware. 
 
Decorative end designs and laser cut RioOutdoors.com 
logo included. 1/8” high strength steel, fully welded 
construction. Black powder painted for corrosion 
resistance. Can be painted over, using aerosol exterior 
paints. 

 

4x4 Post-top/Bottom Straight Extension Bracket 
SKU: 4SE 

Made to slide on top or bottom of a 4x4 post. To be used 
to extend the length or width of a cubic shaped pergola. 
11-3/4” deep tube slides on Post top or bottom and 
allows bracket to be moved up or down for height 
adjustment and provides high lateral support to resist 
swaying and wind loads. Two upward facing open U-
channels allows easy placement of the 4x4 headers. 
Heavy welded-on gussets under U-channels provide high 
load resistance and sway resistance. 
 
Eight predrilled 5/16” holes present, 2 holes in each 
vertical face, for securing headers to the bracket using 
¼”X 1-1/4” Lag Screws. Four 5/16” holes present in two 
vertical tube walls to secure post to the bracket using ¼”X 
1-1/4” Lag Screws. Eight 7/16” holes present on various 
faces to attach accessories using appropriate hardware. 
Decorative end designs and laser cut RioOutdoors.com 
logo included. 
 
1/8” high strength steel, fully welded construction. 
Black powder painted for corrosion resistance. Can be 
painted over, using aerosol exterior paints. 
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4x4 Post-top/Bottom 3-Way Elbow Bracket 
SKU: 4C3L 

Made to slide on top or bottom of a 4x4 post. To be used 
to create a “T” joint in the middle of a double cubic 
shaped pergola. 11-3/4” deep tube slides on Post top or 
bottom and allows bracket to be moved up or down for 
height adjustment and provides high lateral support to 
resist swaying and wind loads. 
 
Three upward facing open U-channels allows easy 
placement of the 4x4 headers. Heavy welded-on gussets 
under U-channels provide high load resistance and sway 
resistance. Ten predrilled 5/16” holes present, 2 holes in 
each vertical face, for securing headers to the bracket 
using ¼”X 1-1/4” Lag Screws. Four 5/16” holes present in 
two vertical tube walls to secure post to the bracket using 
¼”X 1-1/4” Lag Screws. Eight 7/16” holes present on 
various faces to attach accessories using appropriate 
hardware. 
 
Decorative end designs and laser cut RioOutdoors.com 
logo included. 
 
1/8” high strength steel, fully welded construction. 
Black powder painted for corrosion resistance. Can be 
painted over, using aerosol exterior paints. 

 

4x4 Post-top/Bottom 4-Way Elbow Bracket 
SKU: 4C4L 

Made to slide on top or bottom of a 4x4 post. To be used 
to create a “+” joint in the middle of a quad cubic shaped 
pergola. 11-3/4” deep tube slides on Post top or bottom 
and allows bracket to be moved up or down for height 
adjustment and provides high lateral support to resist 
swaying and wind loads. 
 
Four upward facing open U-channels allows easy 
placement of the 4x4 headers. Heavy welded-on gussets 
under U-channels provide high load resistance and sway 
resistance. Sixteen predrilled 5/16” holes present, 2 holes 
in each vertical face, for securing headers to the bracket 
using ¼”X 1-1/4” Lag Screws. Four 5/16” holes present in 
two vertical tube walls to secure post to the bracket using 
¼”X 1-1/4” Lag Screws. Twelve 7/16” holes present on 
various faces to attach accessories using appropriate 
hardware. 
 
Decorative end designs and laser cut RioOutdoors.com 
logo included. 
 
1/8” high strength steel, fully welded construction. 
Black powder painted for corrosion resistance. Can be 
painted over, using aerosol exterior paints. 
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4x4 Post-top/Bottom 45-degree 2-Way Elbow Bracket 
SKU: 4OL 

Made to slide on top or bottom of a 4x4 post for octagon-
shaped pergolas. To be used to create a joint in a corner of an 
octagon or partial octagon-shaped pergola. 11-3/4” deep 
tube slides on Post top or bottom and allows bracket to be 
moved up or down for height adjustment and provides high 
lateral support to resist swaying and wind loads. 
 
Two upward facing open U-channels allows easy placement of 
the 4x4 headers. Heavy welded-on gussets under U-channels 
provide high load resistance and sway resistance. Eight 
predrilled 5/16” holes present, 2 holes in each vertical face, 
for securing headers to the bracket using ¼”X 1-1/4” Lag 
Screws. Four 5/16” holes present in two vertical tube walls to 
secure post to the bracket using ¼”X 1-1/4” Lag Screws. Eight 
7/16” holes present on various faces to attach accessories 
using appropriate hardware. 
 
Decorative end designs and laser cut RioOutdoors.com logo 
included. 
 
1/8” high strength steel, fully welded construction. 
Black powder painted for corrosion resistance. Can be painted 
over, using aerosol exterior paints. 

 

4x4 Post-top/Bottom 60-degree 2-Way Elbow Bracket 
SKU: 4HL 

Made to slide on top or bottom of a 4x4 post for hexagon-
shaped pergolas. To be used to create a joint in a corner of a 
hexagon or partial hexagon-shaped pergola. 11-3/4” deep 
tube slides on Post top or bottom and allows bracket to be 
moved up or down for height adjustment and provides high 
lateral support to resist swaying and wind loads. 
 
Two upward facing open U-channels allows easy placement of 
the 4x4 headers. Heavy welded-on gussets under U-channels 
provide high load resistance and sway resistance. Eight 
predrilled 5/16” holes present, 2 holes in each vertical face, 
for securing headers to the bracket using ¼”X 1-1/4” Lag 
Screws. Four 5/16” holes present in two vertical tube walls to 
secure post to the bracket using ¼”X 1-1/4” Lag Screws. Eight 
7/16” holes present on various faces to attach accessories 
using appropriate hardware. 
 
Decorative end designs and laser cut RioOutdoors.com logo 
included. 
 
1/8” high strength steel, fully welded construction. 
Black powder painted for corrosion resistance. Can be painted 
over, using aerosol exterior paints. 
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4X4 Post-Top Single Header Bracket 
SKU: 4SH 

Designed to slide on top of a 4x4 post and hold a 2x6 or 
2x8 header for a single header raftered pergola. 8-5/8” 
wide Wing Extension provides additional securing screw 
holes for wide anchor points to resist swaying motion. 
Five 5/16” holes provided for securing bracket to the post 
and the header. Two 7/16” holes provided for driving 
3/8” X 3” lag screws through the header and into the post 
for permanent mating. 
 
Decorative end designs and laser cut RioOutdoors.com 
logo included. 1/8” high strength steel, fully welded 
construction. Black powder painted for corrosion 
resistance. Can be painted over, using aerosol exterior 
paints. 
 
 
 
 
 
 
 

 

4X4 Post-Top Double Header Bracket 
SKU: 4DH 

Designed to slide on top of a 4x4 post and hold two 2x6 or 
2x8 headers for a double header raftered pergola. 8-
9/16” wide Wing Extensions provide additional securing 
screw holes for wide anchor points to resist headers 
swaying motion. 
 
Seven 5/16” holes provided for securing bracket to the 
post and the headers. Four 7/16” holes provided for 
driving 3/8” X 3” lag screws through the headers and into 
the post for permanent mating. 
Decorative end designs and laser cut RioOutdoors.com 
logo included. 
 
1/8” high strength steel, fully welded construction. 
Black powder painted for corrosion resistance. Can be 
painted over, using aerosol exterior paints. 
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4X4 Post-Top Quad 2x6 Headers Bracket 
SKU: 4QH6 

Designed to slide on top of a 4x4 post and hold Four 2x6 
headers for a Quad header raftered pergola. 6” wide 
Wing Extensions provide additional securing screw holes 
for wide anchor points to resist upper headers swaying 
motion. 
Seven 5/16” holes provided for securing bracket to the 
post and the headers. Eight 7/16” holes provided for 
driving 3/8” X 3” lag screws through the headers and into 
the post for permanent mating. 
Decorative end designs and laser cut RioOutdoors.com 
logo included. 
1/8” high strength steel, fully welded construction. 
Black powder painted for corrosion resistance. Can be 
painted over, using aerosol exterior paints. 
  

4X4 Post-Top Quad 2x8 Headers Bracket 
SKU: 4QH8 

Designed to slide on top of a 4x4 post and hold Four 2x8 
headers for a Quad header raftered pergola. 6” wide 
Wing Extensions provide additional securing screw holes 
for wide anchor points to resist upper headers swaying 
motion. 
Seven 5/16” holes provided for securing bracket to the 
post and the headers. Eight 7/16” holes provided for 
driving 3/8” X 3” lag screws through the headers and into 
the post for permanent mating. 
Decorative end designs and laser cut RioOutdoors.com 
logo included. 
1/8” high strength steel, fully welded construction. 
Black powder painted for corrosion resistance. Can be 
painted over, using aerosol exterior paints. 
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Rafter Tie Bracket 
SKU: RT 

The bracket sits on top of header. Open 
downward-facing U-channel wraps around a 2X 
header. Open upward-facing U-channel 
receives any 2X rafter member easily.  A 
window is provided for easy inspection of the 
pencil mark for easy locating. 
 
This rafter tie bracket is compatible for pitched 
rafters ranging between 0-12 pitch to 5-12 
pitch. Orient the bracket so the angle to edge 
aligns with the rafter pitch angle. 
 
Eight holes provided to secure bracket to 
header and rafter using ¼ X 1-1/4” lag screws to 
provide strong resistance to horizontal 
movement of the rafter. 
 
1/8” high strength steel construction. 
Black powder painted for corrosion resistance. 
Can be painted over, using aerosol exterior 
paints. 
 
 
 
 
 
 

 

4x4 Swing/ Personal Hammock Bracket Kit 
SKU: 4SW 

Lag Screws to top of a 4x4 Header and acts as a 
swing hanger or lag screws to a vertical 4x4 
post and acts as a personal hammock hanger. 
 
Maximum weight rating is 300 Lbs. per bracket 
set. If two bracket sets are used, maximum 
weight rating is 600 Lbs. 
 
1/8” high strength steel construction. 
Black powder painted for corrosion resistance. 
Can be painted over, using aerosol exterior 
paints. 
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Corner Gusset Bracket 
SKU: CG 

Designed to stiffen any perpendicular 2X4, 4x4, 
or 6x6 corners. 32” long Bracket with 45-degree 
ends, secures to vertical and horizontal lumber 
using eight ¼ X 1-1/4” lag screws.  Helps to 
strengthen weak structures. 
 
1/8” high strength steel construction. 
Black powder painted for corrosion resistance. 
Can be painted over, using aerosol exterior 
paints. 
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