FNL-220
Series

Multi-functional CNC Turning and Milling

Multi-axis, Multi-functional,
Multi-operations

CHEVALIER

We shape your ideas."



FNL-220 Series is a multi-axis, multi-functional CNC
lathe that does the work of several machines

Multi-functional CNC
Turning and Milling

The FNL-220 Series is a multi-axis, multi-functional
CNC turning and milling center that does the work of
several machines. Ideal for small, complex workpieces
in the aerospace, automotive and medical industries.
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The series is designed with a 30-degree true slant bed and linear
roller guide way structure to ensure the highest accuracy during
high-speed machining. These guide ways provide 30% stronger
rigidity than regular linear ball guide ways.

The multi-functional lathe offers first and second operations in

one machine. The Y-axis travel (55 mm (+2.2") from the centerline]
for off-center milling is the largest range in its class for FNL-220Y
models. The series includes high-torque live tooling, with full
C-axis for the main and sub-spindle on FNL-220S models.

This easy-to-operate machine increases productivity for complex
and intricate workpieces, is superior to the competition and comes
competitively priced.

The FNL-220LSY is shown with
optional accessories.




Key Features and Benefits

The FNL-220 Series multi-functional CNC turning and milling machine is

engineered with high efficiency, high accuracy machining to satisfy the need for

large quantity machining.

1— 2-axes are driven by preloaded P3 ballscrews and super-fast linear ways. A wide span
in between the linear ways ensures maximum stability when machining heavy loads

2— Powerful 15 kW spindle motor handles up to 4,500 rpm.

3— Attractive finish surface in high-speed with enough torque in lower rpm.

4— Series features a rigid 30-degree true slant bed design with a swing over bed of
620 mm (24.4") with a maximum workpiece size of 270 mm (10.6") in diameter.

5— Decreases machining costs and increases productivity.
6— Offers iIMCS for loT readiness for 24/7 productivity.
7— Legendary Chevalier service.

A wide span In between the linear ways ensures

maximum stability when machining heavy loads

Servo Indexing Turret

Powerful 12-station (16 opt.*), BMT 45 turret

The series is fitted with a powerful servo indexing turret
for heavy-duty machining. The fast servo index turret can
reach 0.16 sec in T-T. All stations are live with a maximum
6,000 rpm Llive tool speed.

The ultra-high-power motor of the FNL-220 meets any
difficult milling, drilling and tapping applications. Also

included is the heavy-duty Hirth Coupling that offers a form-
locking, self-centering, accurate and repeatable connection.

Applications

a

The FNL-220 Series has built-in long term value In
process-based applications.
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Machine Construction

Linear guideway

The series features a dual 30-degree true slant
bed design with a roller linear ways structure
that delivers low-friction, high-stiffness and
high-load carrying capacity while reducing
vibration and stick-slip issues.

Extremely rigid structure

The series utilizes FEA (FEM] analysis for structural (26.67)
rigidity on the main base structure. The one-piece
Meehanite cast iron base design features heavy-
duty large box ways, which have been hardened
and ground before being coated with Turcite. A wide
span in between the linear ways ensures maximum
stability when machining heavy loads.

(9.47)
Machining range

Unit: mm ()
X-axis Travel: 200 mm (7.97)
Y-axis Travel: +55 mm (£2.2")
Z-axis Travel: ¥*560 mm (22.0")/ .
**350 mm (13.8”)
* FNL-220LSY / FNL-220L Y
**ENL-220Y

OA B C1,Cc2

Max. Cutting Max. Cutting Travel
Diameter Length

FNL-220LSY 270 (10.6) 510(20.1) 360-degree
FNL-220LY*** 270 (10.6) 510(20.1) 360-degree

FNL-220Y*** 270 (10.6) 300(11.8) 360-degree
***No C2 travel

Roller linear ways delivers low-friction, high stiffness
and high-load carrying capacity

Extremely rigid structure

Rexroth roller type linear guide ways
ensure that the highest accuracy is
maintained during high speed machining.
These high hardness guide ways provide
excellent rigidity and provides very fast
linear motion.

Main and Sub-spindle

Spindle capacity

High quality angular ball bearings ensure
excellent cutting precision even during extended
periods of time.

The spindle is designed with an 8-inch chuck,

62 mm (2.4") spindle bore and a 52 mm (2.0") bar
capacity. Also available is an optional 77 mm (3.0")
spindle bore and a 65 mm (2.5") bar capacity.*

Main spindle (belt type)

e High-precision spindle
bearings.

e Fanuc 15 kWAC servo
spindle motor. i

Sub-spindle (FNL-220S)

e C-axis positioning resolution of main and
sub-spindle: 0.001-degree.

e Synchronization between main and
sub-spindle at any rotation speed can
be programmed to perform part
transfer for secondary
machining to enhance
production efficiency
and reduce idle time.

e 7.5 kW Fanuc

servo motor.

Low center of gravity structure for easy
access and workpiece changeover

True slanted bed design

The FNL-220 series features a rigid
30-degree true slant bed design with a swing
over bed of 620 mm (24.4"). This machine
offers high-performance with a maximum
workpiece size of 270 mm (10.6") in diameter.

The true slant bed structure has a low center
of gravity for easy access and workpiece
changeovers. Easy chip removal design helps
prevent thermal deformation.

*U.S.A.: standard




Spindle Power Torque Diagram
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Tooling Interference

FNL-220Y / FNL-220LY / FNL-220LSY
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Tooling System Diagram

FNL-220 Series

Boring bar sleeve |

%7 08 (5/16)

Boring bar 210 (3/8)

Boring bar holder
?12(1/2) (32 (1 1/4)

716 (5/8)
(20 (3/4)
025 (1)
@32 (1 1/4)

il

Drill bit Drill sleeve
MT #1
MT #2
MT #3 [optional)

% Boring bar sleeve

. 20 (3/4) U-drill holder
U drill 25 (1) ?32 (1 1/4)
332 (1 1/4)

R
\

0D & face tool  Tool wedges Face holder

20 x 20 (3/4 x 3/4)

A\

%7

Boring bar Boring bar sleeve [
78 (5/16) -
210 (3/9) Bldlrectlon'al
@12 (1/2) double boring
216 (5/9) bar holder
@20 (3/4) (20 (3/4)

Boring bar holder
(optional)
040 (11/2)

Bidirectional double

boring bar holder (optional)

(32 (1 1/4)

FNL-220 12/16T
BMT 45 turret

Bidirectional
axial milling head
(optional)

center height:

Radial milling head
(optional)

Axial milling head (optional)
center height: center height:
65 (2.6) 85(3.3)

0D & face holder
20 x 20 (3/4 x 3/4)

Double OD &
face holder (optional)
20 x 20 (3/4 x 3/4)

Extended OD & Bidirectional

face holder double OD &
20 x 20 (3/4 x 3/4) face holder
(optional)

20 x 20 (3/4 x 3/4) ——

Bidirectional OD & face holder
20 x 20 (3/4 x 3/4)

Cut-off blade holder

(optional)
B

R20 (3/4)
Cut-off tool holder Cut-off tool
20 x 20 (3/4 x 3/4)

Cut-off blade

85(3.3) —

Unit: mm ()

Collet (optional)
ER-20

&

Collet (optional)
ER-25

0D & face tool
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iMachine Communications System™ (iMCS)

iMCS is a comprehensive remote monitoring software that integrates with loT functions on Chevalier's
CNC machines to perform 24/7 data collection, utilization monitoring, data analysis, alarm history,
maintenance and overall equipment effectiveness (OEE], all which help to avoid downtime and increases
productivity. Additional PC and software are required.

Control

Control specifications

e Fanuc 0i-T

e Simultaneously controllable axes: 4

® Minimum programmable increment:
0.001 mm (0.00017)

 Program storage length: 1280M (512K]

¢ 10.4" color LCD

e Mirror image

e Backlash compensation

e Stored pitch error compensation

e Chuck and tailstock barrier

e CS axis control

Programming Features

* DNC operation with Cf card
e Program and sequence number search
e Manual reference position return

e Linear and circular interpolation

e Helical interpolation (optional)

e Rigid tapping

e Rotary axis roll over function

e Coordinate system settings

e Direct input of coordinate system shift

e Direct drawing dimension programming
e Manual Guide i

e Constant surface speed control

e Part program and background editing

e Polygon machining

e Operator message history display

e Actual cutting feed rate display

e Display spindle speed and T code at all screens
¢ Dynamic graphic display

e Data protection key

e Dry run

Machine Dimensions
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Item A B c D 3 F G H I J K
FNL-220LY

e —— 4109 (1618) 3187(125.5) 485(19.1) 2930(115.4) 230(9.1) 310(12.2) 1954(76.9) 2122 (83.5) 1074 (42.3) 575(22.6) 461(18.1)

FNL-220Y 3731(146.9) 2,756 (108.5) 515(20.3) 2,700(106.3) 230(9.1) 130(5.1) 1954 (76.9) 2,122 (83.5) 1,074 (42.3) 575(22.6) 461(18.1)

FNL-220LS
4,070 (160.2) 3,136 (1235) 523(20.6) 2:850(112.2) 190(7.5) 307 (12.1) 1,887 (74.3) 1784 (70.2) 990.5(39.0) 556 (21.9) 459 (18.1)
FNL-220LSMC



®Standard Accessories

Standard and Optional Accessories Specifications

AOptional Accessories

FNL-220LS

FNL-220LSMC FNL-220Y FNL-220LY FNL-220LSY

Description

FNL-220LS FNL-220LSMC FNL-220Y FNL-220LY FNL-220LSY

8" hydraulic chuck

6" hydraulic chuck (sub spindle)
Hard jaws (set)

Soft jaws (set)

Boring bar holder
Bidirectional boring bar holder
Bidirectional OD & face holder
Face holder

0D and facing holder
Extended OD & face holder
Radial milling head

Axial milling head

High speed radial milling head
High speed axial milling head
Bidirectional axial milling head
Tool sleeve set

Coolant system

Moveable coolant tank
Leveling bolts and pads
Centralized lubrication system
Work lamp

3-color warning light

Foot pedal for hydraulic chuck
Tool kits [set)

Handwheel

Chip conveyor

Coolant pump

MTS5 live center
Programmable tailstock
Parts catcher
Manual tool setter (main spindle)
Manual tool setter (sub-spindle)
Auto. tool setter (main spindle)
Oil skimmer

Oil mist collector

Transformer

CE safety accessories

Manual Guide i (Fanuc)
Shopturn (Siemens)
Automatic door

Foot pedal for tailstock

Bar feeder interface

Collet chuck

Servo tailstock

Parts conveyor

8" x 1
8" x 1
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Capacity

Main spindle

Travel

Feed rates

Turret

Tailstock

Sub-spindle

Motor

Tank capacity

Power

Machine
dimensions

Control
system

Swing over bed

Swing over saddle

Max. cutting diameter

Max. cutting length

Chuck size

Max. bar capacity

Max. spindle speed

Spindle nose

Spindle bore

C-axis positioning resolution
X-axis

Z-axis

Y-axis

B-axis

C1, C2-axis

X-axis

Z-axis

Y-axis

B-axis

C1, C2-axis

Number of tools

Turret type

0D tool size

Boring bar size

Tool change time

Max. speed of live tooling
Quill dia.

Center taper

Center travel

Tailstock travel (Saddle drag)
Max. spindle speed

Spindle nose

Chuck size

Spindle bore

Bar capacity

C-axis positioning resolution
Main spindle (Cont. /30 mins)
Sub-spindle [Cont. /30 mins)
Live tooling (Cont. / 30 mins)
Coolant tank capacity

Rated power

Width

Depth

Height

Weight

0620 mm (24.4")
0560 mm (22.0")
?330 mm (13.0")
510 mm (20.1")
6" /8"
52 mm (2"} /65 mm (2.5"] optional
4,500 rpm
A2-6 ASA
62 mm (2.4")/ 77 mm (3.0") optional
- 0.001°
220 mm (8.7")
560 mm (22.0")
560 mm (22.0")
- 360°
30 m/min (1,181 ipm)
30 m/min (1,181 ipm)

20 m/min
(787 ipm)

= 200 rpm
12/ 16 optional *
Servo BMT45 Power BMT45
20 x 20 mm (3/4" x 3/4")
32 mm (1 1/4")
0.16 sec (T-T)
- 4,000 rpm

6,000 rpm
A2-5 ASA
6"

56 mm (2.2")
@45 mm (1.8")
0.001°
11 kW / 15 kW
7.5 kW /11 kW
= 3.7kW /5.5 kW

210L (55.5 gals))
30 kVA
4,070 mm (160.2")
1,887 mm (74.3")
1,784 mm (70.2)

5,000 kg 5,300 kg
(11,000 lbs.) (11,600 Lbs.)

(620 mm (24.4")
7620 mm (24.4")
?270 mm (10.6")
510 mm (20.1")
6" /8"
52 mm (2"} /65 mm (2.5"] optional
4,500 rpm
A2-6 ASA
62 mm (2.4")/ 77 mm (3.0") optional
0.001°
200 mm (7.9")
560 mm (22.0")
+55 mm (£2.2")
- 560 mm (22.0")
360°
30 m/min (1,181 ipm)
30 m/min (1,181 ipm)
10 m/min (393 ipm)

300 mm (11.8")

350 mm (13.8")

20 m/min
(787 ipm)

200 rpm
12 /16 optional *
Power BMT45
20 x 20 mm (3/4" x 3/4")
32mm (1 1/47)
0.16 sec (T-T)
6,000 rpm (Fanuc) / 4,500 rpm (Siemens)

@85 mm (3.3") -
MT5 =
100 mm (4.0") -
350 mm (13.8") 560 mm (22.0") =
- 6,000 rpm
- A2-5 ASA
_ 6"
- 56 mm (2.2")
- @45 mm (1.8")
- 0.001°
11 kW /15 kW
- 75kW /11 kW
3.7 kW /5.5 kW
210L (55.5 gals)
30 kVA
3,731 mm (146.9") 4,109 mm (161.8")
1,954 mm (76.9") 1,954 mm (76.9")
2,122 mm (83.5") 2,122 mm (83.5")
5,300 kg 5,700 kg 5,900 kg
(11,600 lbs.) (12,500 lbs.) (13,000 lbs.)

Fanuc Oi series** / Siemens 828D

All content is for reference only and may be subject to change without prior notice or obligation.
*U.S.A. 16 tools is standard **U.S.A. Fanuc 0i series is standard
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