
0.188 DIA X 144 RL + 127 1209 LBS

4.7752MM DIA 548 KG

0.188 DIA X 144" RL 18 LBS

4.7752MM DIA 8 KG

0.250 DIA X 144" RL 177 LBS

6.35MM DIA 80 KG

0.250 DIA X 160" RL 2000 LBS

6.35MM DIA 907 KG

0.322 DIA X 170" RL 315 LBS

8.1788MM DIA 143 KG

0.322 DIA X 180" RL 1075 LBS

8.1788MM DIA 488 KG

0.385 DIA X 132" RL 3168 LBS

9.779MM DIA 1437 KG

0.385 DIA X 143RL 1585 LBS

9.779MM DIA 719 KG

0.385 DIA X 166RL + 147.25 1535 LBS

9.779MM DIA 696 KG

0.510 DIA X 144RL + 7.375 1178 LBS

12.954MM DIA 534 KG

0.510 DIA X 158-174" RL 3247 LBS

12.954MM DIA 1473 KG

0.510 DIA X 160" R/L 2800 LBS

12.954MM DIA 1270 KG

0.562 DIA X 143 RL 1339 LBS

14.2748MM DIA 607 KG

0.562 DIA X 144 RL 500 LBS

14.2748MM DIA 227 KG

0.635 DIA X 115-164" RL 3022 LBS

16.129MM DIA 1371 KG

0.635 DIA X 156"RL + 143.8 617 LBS

16.129MM DIA 280 KG

0.635 DIA X 160" RL 2800 LBS

16.129MM DIA 1270 KG

0.635 DIA X 170" RL 1329 LBS

16.129MM DIA 603 KG

0.760 DIA X 126-180 RL 3208 LBS

19.304MM DIA 1455 KG

0.760 DIA X 160" RL 2100 LBS

19.304MM DIA 953 KG

0.760 DIA X 161 RL 4000 LBS

19.304MM DIA 1814 KG

0.760 DIA X 180RL + 6.000 2202 LBS

19.304MM DIA 999 KG

0.797 DIA X 160" RL 4900 LBS

20.2438MM DIA 2223 KG

0.797 DIA X 184" RL 399 LBS
Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 06-28-24

Alloy 718 Aged - DUE 

DATE: 05-15-25

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 09-18-24

Alloy 718 Aged - DUE 

DATE: 08-10-25

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 08-15-25

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 10-16-25

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

CURRENT BAR INVENTORY

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 11-01-24

Alloy 718 Aged



20.2438MM DIA 181 KG

0.822 DIA X 161 RL 380 LBS

20.8788MM DIA 172 KG

0.885 DIA X 138/183 RL 386 LBS

22.479MM DIA 175 KG

0.885 DIA X 160" RL 5656 LBS

22.479MM DIA 2566 KG

0.885 DIA X 167.875 675 LBS

22.479MM DIA 306 KG

0.885 DIA X 168RL 1317 LBS

22.479MM DIA 597 KG

0.885 DIA X 177"RL 782 LBS

22.479MM DIA 355 KG

1.010 DIA X 0 LBS

25.654MM DIA 0 KG

1.010 DIA X 136 - 184RL 2100 LBS

25.654MM DIA 953 KG

1.010 DIA X 136-168RL 499 LBS

25.654MM DIA 226 KG

1.010 DIA X 138-168RL 1926 LBS

25.654MM DIA 874 KG

1.010 DIA X 143-180RL 2238 LBS

25.654MM DIA 1015 KG

1.010 DIA X 149-156RL 596 LBS

25.654MM DIA 270 KG

1.010 DIA X 157" RL 3500 LBS

25.654MM DIA 1588 KG

1.010 DIA X 158" RL 2800 LBS

25.654MM DIA 1270 KG

1.010 DIA X 160" RL 3424 LBS

25.654MM DIA 1553 KG

1.010 DIA X 163" RL 6122 LBS

25.654MM DIA 2777 KG

1.010 DIA X 164" RL 3500 LBS

25.654MM DIA 1588 KG

1.135 DIA X 132" RL 3222 LBS

28.829MM DIA 1461 KG

1.135 DIA X 160" RL 1731 LBS

28.829MM DIA 785 KG

1.197 DIA X 11.875" 4 LBS

30.4038MM DIA 2 KG

1.197 DIA X 132" RL 4700 LBS

30.4038MM DIA 2132 KG

1.197 DIA X 136-184RL 1097 LBS

30.4038MM DIA 498 KG

1.197 DIA X 138-156RL 877 LBS

30.4038MM DIA 398 KG

1.197 DIA X 161" RL 6000 LBSAlloy 718 Aged - DUE 

DATE: 08-10-25

Alloy 718 Aged - DUE 

DATE: 12-05-25

Alloy 718 Aged - DUE 

DATE: 05-15-25

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 12-18-25

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 08-10-25

Alloy 718 Aged - DUE 

DATE: 04-23-25

Alloy 718 Aged - DUE 

DATE: 12-09-25

Alloy 718 Aged - DUE 

DATE: 10-15-24

Alloy 718 Aged - DUE 

DATE: 06-25-24

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 12-25-24

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged



30.4038MM DIA 2722 KG

1.260 DIA X 132 RL 3000 LBS

32.004MM DIA 1361 KG

1.260 DIA X 137-184 RL 2250 LBS

32.004MM DIA 1021 KG

1.260 DIA X 160" RL 4500 LBS

32.004MM DIA 2041 KG

1.260 DIA X 161" R/L 3750 LBS

32.004MM DIA 1701 KG

1.260 DIA X 163" RL 4521 LBS

32.004MM DIA 2051 KG

1.385 DIA X 132" RL 1515 LBS

35.179MM DIA 687 KG

1.385 DIA X 144" RL 1515 LBS

35.179MM DIA 687 KG

1.385 DIA X 160" R/L 3000 LBS

35.179MM DIA 1361 KG

1.385 DIA X 161" RL 4000 LBS

35.179MM DIA 1814 KG

1.510 DIA X 105-165" RL 6402 LBS

38.354MM DIA 2904 KG

1.510 DIA X 136-184" RL 1048 LBS

38.354MM DIA 475 KG

1.510 DIA X 138-183RL 2923 LBS

38.354MM DIA 1326 KG

1.510 DIA X 151-176RL+106 1148 LBS

38.354MM DIA 521 KG

1.510 DIA X 163" R/L 3000 LBS

38.354MM DIA 1361 KG

1.584 DIA X 143-148RL 778 LBS

40.2336MM DIA 353 KG

1.584 DIA X 162RL 1141 LBS

40.2336MM DIA 518 KG

1.635 DIA X 144-183RL 2212 LBS

41.529MM DIA 1003 KG

1.635 DIA X 161" RL 3000 LBS

41.529MM DIA 1361 KG

1.635 DIA X 180" 565 LBS

41.529MM DIA 256 KG

1.760 DIA X 122-175" RL 4499 LBS

44.704MM DIA 2041 KG

1.760 DIA X 149" RL 1992 LBS

44.704MM DIA 904 KG

1.760 DIA X 150-184RL 1971 LBS

44.704MM DIA 894 KG

1.760 DIA X 151 R/L 108 LBS

44.704MM DIA 49 KG

1.760 DIA X 161" RL 3750 LBSAlloy 718 Aged - DUE 

DATE: 08-10-25

Alloy 718 Aged - DUE 

DATE: 08-10-25

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 08-10-25

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 11-16-25

Alloy 718 Aged - DUE 

DATE: 10-16-25

Alloy 718 Aged - DUE 

DATE: 08-10-25

Alloy 718 Aged - DUE 

DATE: 05-15-25

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 08-30-24

Alloy 718 Aged - DUE 

DATE: 08-10-25

Alloy 718 Aged - DUE 

DATE: 03-15-25

Alloy 718 Aged - DUE 

DATE: 10-25-25

Alloy 718 Aged - DUE 

DATE: 06-11-25

Alloy 718 Aged - DUE 

DATE: 08-10-25

Alloy 718 Aged - DUE 

DATE: 10-20-25



44.704MM DIA 1701 KG

1.760 DIA X 166-182RL 380 LBS

44.704MM DIA 172 KG

1.885 DIA X 109-181" RL 2572 LBS

47.879MM DIA 1167 KG

1.885 DIA X 136-184" RL 1563 LBS

47.879MM DIA 709 KG

1.885 DIA X 154-183RL+80 630 LBS

47.879MM DIA 286 KG

1.885 DIA X 160" RL 8603 LBS

47.879MM DIA 3902 KG

2.010 DIA X 136-184 RL 2250 LBS

51.054MM DIA 1021 KG

2.010 DIA X 144" RL 4409 LBS

51.054MM DIA 2000 KG

2.010 DIA X 145RL + 58.875 1697 LBS

51.054MM DIA 770 KG

2.010 DIA X 146-172" RL 4320 LBS

51.054MM DIA 1960 KG

2.010 DIA X 160RL + 136.25 3295 LBS

51.054MM DIA 1495 KG

2.010 DIA X 164" RL 3750 LBS

51.054MM DIA 1701 KG

2.010 DIA X 165" RL 3750 LBS

51.054MM DIA 1701 KG

2.010 DIA X 166" RL 4527 LBS

51.054MM DIA 2053 KG

2.260 DIA X 132" RL
10380 

LBS
57.404MM DIA 4708 KG

2.260 DIA X 135-175" RL
10840 

LBS
57.404MM DIA 4917 KG

2.260 DIA X 138-167" RL 1422 LBS

57.404MM DIA 645 KG

2.510 DIA X 117.375 + 3.25 180 LBS

63.754MM DIA 82 KG

2.510 DIA X 136-160" RL 3178 LBS

63.754MM DIA 1442 KG

2.510 DIA X 136-184 RL 3257 LBS

63.754MM DIA 1477 KG

2.510 DIA X 136-184 RL 490 LBS

63.754MM DIA 222 KG

2.510 DIA X 138-184" RL 3777 LBS

63.754MM DIA 1713 KG

2.510 DIA X 148-181" RL 2464 LBS

63.754MM DIA 1118 KG

2.510 DIA X 156-171" RL 1699 LBS

63.754MM DIA 771 KG

2.510 DIA X 157" RL 2986 LBS
Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 07-25-24

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 09-10-25

Alloy 718 Aged - DUE 

DATE: 12-24-25

Alloy 718 Aged - DUE 

DATE: 12-23-25

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 08-24-24

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 06-25-24

Alloy 718 Aged - DUE 

DATE: 08-10-25

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 08-28-24

Alloy 718 Aged

Alloy 718 Aged



63.754MM DIA 1354 KG

2.510 DIA X 92-182" RL 5058 LBS

63.754MM DIA 2294 KG

2.760 DIA X 132" RL 5190 LBS

70.104MM DIA 2354 KG

2.760 DIA X 137-154 RL 2797 LBS

70.104MM DIA 1269 KG

2.760 DIA X 137-184RL 828 LBS

70.104MM DIA 376 KG

2.760 DIA X 152-180" RL 3548 LBS

70.104MM DIA 1609 KG

2.760 DIA X 161" RL 4000 LBS

70.104MM DIA 1814 KG

2.760 DIA X 180.875 + 136 565 LBS

70.104MM DIA 256 KG

2.760 DIA X 184 + 144 584 LBS

70.104MM DIA 265 KG

2.760 DIA X 92-182" RL 8846 LBS

70.104MM DIA 4012 KG

3.020 DIA X 132 RL 9886 LBS

76.708MM DIA 4484 KG

3.020 DIA X 160 RL 3750 LBS

76.708MM DIA 1701 KG

3.020 DIA X 160" R/L 3750 LBS

76.708MM DIA 1701 KG

3.020 DIA X 161 RL 4000 LBS

76.708MM DIA 1814 KG

3.020 DIA X 162 RL
13000 

LBS
76.708MM DIA 5897 KG

3.020 DIA X 174.125+157.5 710 LBS

76.708MM DIA 322 KG

3.270 DIA X 1.25 3 LBS

83.058MM DIA 1 KG

3.270 DIA X 135-185"RL 3116 LBS

83.058MM DIA 1413 KG

3.270 DIA X 159" RL 4000 LBS

83.058MM DIA 1814 KG

3.520 DIA X 101-161" RL 6036 LBS

89.408MM DIA 2738 KG

3.520 DIA X 136-167" RL 2850 LBS

89.408MM DIA 1293 KG

3.520 DIA X 136-184RL 4042 LBS

89.408MM DIA 1833 KG

3.520 DIA X 146+70.75+3.5 645 LBS

89.408MM DIA 293 KG

3.520 DIA X 2.25 3 LBS

89.408MM DIA 1 KG

3.770 DIA X 132" RL 8000 LBSAlloy 718 Aged - DUE 

DATE: 06-25-25

Alloy 718 Aged - DUE 

DATE: 04-15-25

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 08-01-24

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 08-10-25

Alloy 718 Aged - DUE 

DATE: 01-25-25

Alloy 718 Aged - DUE 

DATE: 05-15-25

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 08-10-24

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 03-15-25

Alloy 718 Aged - DUE 

DATE: 08-16-24

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 03-15-25

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged



95.758MM DIA 3629 KG

3.770 DIA X 136/184" RL 1810 LBS

95.758MM DIA 821 KG

3.770 DIA X 160" RL 3900 LBS

95.758MM DIA 1769 KG

3.770 DIA X 161" R/L 3900 LBS

95.758MM DIA 1769 KG

3.770 DIA X 164" R/L 5000 LBS

95.758MM DIA 2268 KG

3.770 DIA X 168" RL 4886 LBS

95.758MM DIA 2216 KG

4.020 DIA X 146RL +132.375 1641 LBS

102.108MM DIA 744 KG

4.020 DIA X 159" RL 5000 LBS

102.108MM DIA 2268 KG

4.020 DIA X 160" RL
10000 

LBS
102.108MM DIA 4536 KG

4.020 DIA X 161" RL 5000 LBS

102.108MM DIA 2268 KG

4.020 DIA X 169-170"+215.7 2566 LBS

102.108MM DIA 1164 KG

4.020 DIA X 183.75 + 78RL 2011 LBS

102.108MM DIA 912 KG

4.270 DIA X 132 RL 9000 LBS

108.458MM DIA 4082 KG

4.270 DIA X 160" RL 4000 LBS

108.458MM DIA 1814 KG

4.270 DIA X 163-214" RL 4959 LBS

108.458MM DIA 2249 KG

4.270 DIA X 215.375+73.875 1250 LBS

108.458MM DIA 567 KG

4.520 DIA X 1.250 6 LBS

114.808MM DIA 3 KG

4.520 DIA X 114-160RL 4338 LBS

114.808MM DIA 1968 KG

4.520 DIA X 132 RL 5267 LBS

114.808MM DIA 2389 KG

4.520 DIA X 160" RL 3150 LBS

114.808MM DIA 1429 KG

4.520 DIA X 188 RL 9500 LBS

114.808MM DIA 4309 KG

4.520 DIA X 193" RL 3900 LBS

114.808MM DIA 1769 KG

4.520 DIA X 96/168" rl 5267 LBS

114.808MM DIA 2389 KG

4.770 DIA X 160.1" rl 8000 LBS

121.158MM DIA 3629 KG

5.020 DIA X 180-206RL 4778 LBS
Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 03-15-25

Alloy 718 Aged - DUE 

DATE: 08-30-24

Alloy 718 Aged - DUE 

DATE: 09-20-25

Alloy 718 Aged - DUE 

DATE: 02-01-25

Alloy 718 Aged - DUE 

DATE: 02-10-25

Alloy 718 Aged - DUE 

DATE: 01-20-26

Alloy 718 Aged - DUE 

DATE: 03-15-25

Alloy 718 Aged - DUE 

DATE: 02-01-25

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 09-20-25

Alloy 718 Aged - DUE 

DATE: 08-14-24

Alloy 718 Aged - DUE 

DATE: 09-25-24

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 06-25-25

Alloy 718 Aged - DUE 

DATE: 08-09-24

Alloy 718 Aged - DUE 

DATE: 08-10-25

Alloy 718 Aged - DUE 

DATE: 10-11-24

Alloy 718 Aged - DUE 

DATE: 02-10-25

Alloy 718 Aged - DUE 

DATE: 05-25-25



127.508MM DIA 2167 KG

5.020 DIA X 184-207" RL 7111 LBS

127.508MM DIA 3225 KG

5.020 DIA X 188" RL 4700 LBS

127.508MM DIA 2132 KG

5.020 DIA X 190" RL 4700 LBS

127.508MM DIA 2132 KG

5.020 DIA X 193" RL 4700 LBS

127.508MM DIA 2132 KG

5.020 DIA X 211 + 92.375 1809 LBS

127.508MM DIA 821 KG

5.020 DIA X 96/168" RL 5402 LBS

127.508MM DIA 2450 KG

5.270 DIA X 132 RL 5402 LBS

133.858MM DIA 2450 KG

5.520 DIA X 192" RL 5600 LBS

140.208MM DIA 2540 KG

5.520 DIA X 193" RL 5600 LBS

140.208MM DIA 2540 KG

5.520 DIA X 194" RL 5600 LBS

140.208MM DIA 2540 KG

5.520 DIA X 215 + 63.250 2021 LBS

140.208MM DIA 917 KG

6.020 DIA X 122-188RL 5673 LBS

152.908MM DIA 2573 KG

6.020 DIA X 168-216RL 1127 LBS

152.908MM DIA 511 KG

6.020 DIA X 180-186RL+38 2755 LBS

152.908MM DIA 1250 KG

6.020 DIA X 192" R/L 6800 LBS

152.908MM DIA 3084 KG

6.020 DIA X 194" RL 6800 LBS

152.908MM DIA 3084 KG

6.520 DIA X 15.000 152 LBS

165.608MM DIA 69 KG

6.520 DIA X 169.5 + 162.5 3322 LBS

165.608MM DIA 1507 KG

6.520 DIA X 190" RL 7600 LBS

165.608MM DIA 3447 KG

6.520 DIA X 192.5" RL 7600 LBS

165.608MM DIA 3447 KG

6.520 DIA X 209 + 206.125 4193 LBS

165.608MM DIA 1902 KG

6.520 DIA X 3-172rl 5157 LBS

165.608MM DIA 2339 KG

6.520 DIA X 30.875 313 LBS

165.608MM DIA 142 KG

7.020 DIA X 132 RL 5000 LBSAlloy 718 Aged - DUE 

DATE: 03-15-25

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 09-20-25

Alloy 718 Aged - DUE 

DATE: 01-20-26

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 07-19-24

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 06-21-24

Alloy 718 Aged - DUE 

DATE: 08-02-24

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 02-10-25

Alloy 718 Aged - DUE 

DATE: 04-15-25

Alloy 718 Aged - DUE 

DATE: 08-09-24

Alloy 718 Aged - DUE 

DATE: 08-09-24

Alloy 718 Aged - DUE 

DATE: 08-05-24

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 06-01-25

Alloy 718 Aged - DUE 

DATE: 08-05-24

Alloy 718 Aged - DUE 

DATE: 09-26-24

Alloy 718 Aged



178.308MM DIA 2268 KG

7.020 DIA X 139-201RL 5837 LBS

178.308MM DIA 2648 KG

7.020 DIA X 164.5 1914 LBS

178.308MM DIA 868 KG

7.020 DIA X 166-216"RL 4400 LBS

178.308MM DIA 1996 KG

7.020 DIA X 175 2077 LBS

178.308MM DIA 942 KG

7.020 DIA X 175 + 168.875 4023 LBS

178.308MM DIA 1825 KG

7.020 DIA X 188" RL
11200 

LBS
178.308MM DIA 5080 KG

7.020 DIA X 195" RL 4400 LBS

178.308MM DIA 1996 KG

7.020 DIA X 55.750 + 3.125 692 LBS

178.308MM DIA 314 KG

7.020 DIA X 82.625 965 LBS

178.308MM DIA 438 KG

7.520 DIA X 191" RL
11200 

LBS
191.008MM DIA 5080 KG

7.520 DIA X 192" RL 5600 LBS

191.008MM DIA 2540 KG

7.520 DIA X 193" RL 5600 LBS

191.008MM DIA 2540 KG

8.020 DIA X 172.75 2629 LBS

203.708MM DIA 1192 KG

8.020 DIA X 183.5 + 181.5 5614 LBS

203.708MM DIA 2546 KG

8.020 DIA X 190" RL 5800 LBS

203.708MM DIA 2631 KG

8.020 DIA X 193" RL
11200 

LBS
203.708MM DIA 5080 KG

8.020 DIA X 197.125 + 71RL 5211 LBS

203.708MM DIA 2364 KG

8.020 DIA X 2.125" 33 LBS

203.708MM DIA 15 KG

8.020 DIA X 212.6 + 198.6 6227 LBS

203.708MM DIA 2825 KG

8.020 DIA X 215 RL 6528 LBS

203.708MM DIA 2961 KG

8.020 DIA X 27.625 424 LBS

203.708MM DIA 192 KG

8.020 DIA X 215.375 3296 LBS

203.708MM DIA 1495 KG

9.020 DIA X 166-216"RL 7600 LBS

229.108MM DIA 3447 KG

10.020 DIA X 192" RL 7500 LBSAlloy 718 Aged - DUE 

DATE: 09-20-24

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 09-20-24

Alloy 718 Aged - DUE 

DATE: 08-09-24

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 08-24-24

Alloy 718 Aged - DUE 

DATE: 09-20-24

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 06-01-25

Alloy 718 Aged - DUE 

DATE: 02-01-25

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 09-20-25

Alloy 718 Aged - DUE 

DATE: 08-23-24

Alloy 718 Aged - DUE 

DATE: 03-15-25

Alloy 718 Aged

Alloy 718 Aged

Alloy 718 Aged - DUE 

DATE: 09-24-24

Alloy 718 Aged

Alloy 718 Aged



254.508MM DIA 3402 KG

Alloy 718 Aged - DUE 

DATE: 09-20-24


