
Designer  Shingles

Cer ta inTeed 

Shown in Weathered Wood

CertainTeed products are tested to ensure 
the highest quality and comply with the 
following industry standards:

Fire Resistance:
• UL Class A 
• UL certified to meet ASTM D3018 Type 1 

Wind Resistance:
• UL certified to meet ASTM D3018 Type 1 
• ASTM D3161 wind resistance  

Tear Resistance:
• UL certified to meet ASTM D3462 
• CSA standard A123.5

Wind Driven Rain Resistance:
• Miami-Dade Product Control Acceptance   

Quality Standards:
• ICC-ES-ESR-1389 

Landmark specifications:

• 233-238 lbs/square

• Traditional color palette

• NailTrak™ for faster installation

• Lifetime limited warranty

• 10-year SureStart protection includes:

- Materials and labor costs

• 10-year algae resistance warranty

• 15-year 110 MPH wind warranty with 
upgrade to 130 MPH available
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CertainTeed Corporation
P.O. Box 860

Valley Forge, PA 19482

Professional: 800-233-8990
Consumer: 800-782-8777

ASK ABOUT ALL OF OUR OTHER CERTAINTEED® PRODUCTS AND SYSTEMS:

ROOFING • SIDING • TRIM • DECKING • RAILING • FENCE 
GYPSUM • CEILINGS • INSULATION 

www.certainteed.com      http://blog.certainteed.com

© 2015 CertainTeed Corporation, Printed in U.S.A.

Code No. 20-20-3366

color palette

Landmark™
available 
in areas 
shown

Hunter Green Cottage Red

Resawn Shake

Silver Birch

Burnt Sienna

Heather Blend

Georgetown Gray

Sunrise Cedar

Driftwood

Mojave Tan

Pewter Atlantic Blue

Charcoal Black

Moire Black

Cobblestone Gray

Colonial SlateWeathered Wood

NOTE:  Due to limitations 
of printing reproduction, 
CertainTeed can not 
guarantee the identical 
match of the actual product 
color to the graphic 
representations throughout 
this publication.
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