
• Two full-size, fiber glass base shingles with randomly applied tabs
• Authentic depth and dimension of natural slate
• Virtual five-layer coverage when applied
• 425 lbs. per square
• Lifetime limited transferable warranty – residential*
• 50-year limited transferable warranty – group-owned or commercial*
• 15-year StreakFighter® algae-resistance warranty
• 10-year SureStart™ protection
• 15-year 110 mph wind-resistance warranty
• Wind warranty upgrade to 130 mph available. 
CertainTeed starter and CertainTeed hip and ridge required

• High-Performance Starter and hip and ridge accessory available 
(see details in back of brochure)

* See warranty for specific details and limitations.

CertainTeed products are tested to ensure the highest quality and 
comply with the following industry standards:

Fire Resistance:
• UL Class A 
• UL certified to meet ASTM D3018 Type 1 

Wind Resistance:
• UL certified to meet ASTM D3018 Type 1 
• ASTM D3161 Class F 

Tear Resistance:
• UL certified to meet ASTM D3462 
• CSA standard A123.5 

Impact Resistance:
• UL2218 Class 2

Wind Driven Rain Resistance:
• Miami-Dade Product Control Acceptance: Please reference www.certainteed.com 
to determine approved products by manufacturing location. 

Quality Standards:
• ICC-ES-ESR-1389 

Shown in Brownstone

Black Pearl

Brownstone

Colonial Slate

Gatehouse Slate

Tudor Brown

Sherwood Forest

Stonegate Gray

Terra Cotta

Weathered Wood

Color Availability

Georgian Brick

L U X U R Y  S H I N G L E S
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Shown in Stonegate Gray

• Two full-size, fiber glass base shingles
• Unique chamfered cut for scalloped appearance
• Four-layer coverage when applied
• 355 lbs. per square
• Lifetime limited transferable warranty – residential*
• 50-year limited transferable warranty – group-owned or commercial*
• 15-year StreakFighter® algae-resistance warranty
• 10-year SureStart™ protection
• 15-year 110 mph wind-resistance warranty
• Wind warranty upgrade to 130 mph available. 
CertainTeed starter and CertainTeed hip and ridge required

• Hip and ridge accessory available (see details in back of brochure)
* See warranty for specific details and limitations.

CertainTeed products are tested to ensure the highest quality and comply
with the following industry standards:

Fire Resistance:
• UL Class A 
• UL certified to meet ASTM D3018 Type 1 

Wind Resistance:
• UL certified to meet ASTM D3018 Type 1 
• ASTM D3161 Class F 

Tear Resistance:
• UL certified to meet ASTM D3462 
• CSA standard A123.5 

Impact Resistance:
• UL2218 Class 1 

Wind Driven Rain Resistance:
• Miami-Dade Product Control Acceptance: Please reference www.certainteed.com 
to determine approved products by manufacturing location. 

Quality Standards:
• ICC-ES-ESR-1389  

GRAND MANOR and CARRIAGE HOUSE SHINGLES
These two shingles can be combined to create a myriad of custom 
patterns, emulating traditional slate roof designs.

Color Availability

Black Pearl

Brownstone

Colonial Slate

Gatehouse Slate

Georgian Brick

Sherwood Forest

Stonegate Gray

Victorian Blue

L U X U R Y  S H I N G L E S

4

68936_CO2_68936 1713  12/4/14  2:47 PM  Page 4



Aged Bark

Autumn Blend

Charcoal Black

Chestnut

Shadow Gray

Spanish Tile

Weathered Wood

Classic Weathered Wood

• Three-piece laminated fiber glass construction
• Distinctive sculpted, rustic look
• 480 lbs. per square
• Lifetime limited transferable warranty – residential*
• 50-year limited transferable warranty – group-owned or commercial*
• 15-year StreakFighter® algae-resistance warranty
• 10-year SureStart™ protection
• 15-year 110 mph wind-resistance warranty
• Wind warranty upgrade to 130 mph available. 
CertainTeed starter and CertainTeed hip and ridge required

• Presidential Starter (required) and hip and ridge accessory available (see
details in back of brochure)

* See warranty for specific details and limitations.

CertainTeed products are tested to ensure the highest quality and 
comply with the following industry standards:

Fire Resistance:
• UL Class A 
• UL certified to meet ASTM D3018 Type 1 

Wind Resistance:
• UL certified to meet ASTM D3018 Type 1 
• ASTM D3161 Class F 

Tear Resistance:
• UL certified to meet ASTM D3462 
• CSA standard A123.5 

Wind Driven Rain Resistance:
• Miami-Dade Product Control Acceptance:
Please reference www.certainteed.com to determine 
approved products by manufacturing location. 

Quality Standards:
• ICC-ES-ESR-1389  

Color Availability

 L U X U R Y  S H I N G L E S
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Shown in Charcoal Black
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Shown in Aged Bark

• Two-piece laminated fiber glass construction
• Distinctive sculpted, rustic look
• 355 lbs. per square
• Lifetime limited transferable warranty – residential*
• 50-year limited transferable warranty – group-owned or commercial*
• 15-year StreakFighter® algae-resistance warranty
• 10-year SureStart™ protection
• 15-year 110 mph wind-resistance warranty
• Wind warranty upgrade to 130 mph available. 
CertainTeed starter and CertainTeed hip and ridge required

• Presidential Starter (required) and hip and ridge accessory available 
(see details in back of brochure)

• Impact Resistant version available (select colors**)
• Available in Presidential Solaris version, an ENERGY STAR® qualified 
roof product that meets both solar reflectance and thermal emissivity 
requirements. (select color***)

* See warranty for specific details and limitations.

CertainTeed products are tested to ensure the highest quality and 
comply with the following industry standards:

Fire Resistance:
• UL Class A 
• UL certified to meet ASTM D3018 Type 1 

Wind Resistance:
• UL certified to meet ASTM D3018 Type 1 
• ASTM D3161 Class F

Impact Resistance:
• Presidential Shake IR is UL2218, Class 4 Impact Resistance (select colors only) 

Tear Resistance:
• UL certified to meet ASTM D3462 
• CSA standard A123.5 

Wind Driven Rain Resistance:
• Miami-Dade Product Control Acceptance: Please reference www.certainteed.com 
to determine approved products by manufacturing location. 

Quality Standards:
• ICC-ES-ESR-1389 

Aged Bark

Autumn Blend**

Chaparral Cedar

Charcoal Black

Chestnut

Shadow Gray**

Slate Gray

Weathered Wood**

Color Availability

Max Def Weathered Wood***

Classic Weathered Wood**

L U X U R Y  S H I N G L E S
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Shown in Max Def Shenandoah

• Three-piece laminated fiber glass construction
• Rustic appearance of hand-split wood shakes
• 305 lbs. per square
• Lifetime limited transferable warranty – residential*
• 50-year limited transferable warranty – group-owned or commercial*
• 15-year StreakFighter® algae-resistance warranty
• 10-year SureStart™ protection
• 15-year 110 mph wind-resistance warranty 
• Wind warranty upgrade to 130 mph available. 
CertainTeed starter and CertainTeed hip and ridge required

• CertainTeed Starter and hip and ridge accessory available 
(see details in back of brochure)

* See warranty for specific details and limitations.

CertainTeed products are tested to ensure the highest quality and 
comply with the following industry standards:

Fire Resistance:
• UL Class A 
• UL certified to meet ASTM D3018 Type 1 

Wind Resistance:
• UL certified to meet ASTM D3018 Type 1 
• ASTM D3161 Class F 

Tear Resistance:
• UL certified to meet ASTM D3462 
• CSA standard A123.5 

Wind Driven Rain Resistance:
• Miami-Dade Product Control Acceptance:
Please reference www.certainteed.com to determine 
approved products by manufacturing location. 

Quality Standards:
• ICC-ES-ESR-1389 

Color Availability

Max Def Cobblestone Gray

Max Def Burnt Sienna

Max Def Colonial Slate 

Max Def Resawn Shake

Max Def Weathered Wood

Max Def Old Overton

Max Def Shenandoah

Max Def Moire Black

 L U X U R Y  S H I N G L E S
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Shown in Max Def Moire Black

• Two-piece laminated fiber glass base construction
• Classic shades and dimensional appearance of natural wood or slate
• 250 lbs. per square
• Lifetime limited transferable warranty – residential*
• 50-year limited transferable warranty – group-owned or commercial*
• 15-year StreakFighter® algae-resistance warranty
• 10-year SureStart™ protection
• 15-year 110 mph wind-resistance warranty
• Wind warranty upgrade to 130 mph available. 
CertainTeed starter and CertainTeed hip and ridge required

• CertainTeed Starter and hip and ridge accessory available 
(see details in back of brochure)

* See warranty for specific details and limitations.

CertainTeed products are tested to ensure the highest quality and 
comply with the following industry standards:

Fire Resistance:
• UL Class A 
• UL certified to meet ASTM D3018 Type 1 

Wind Resistance:
• UL certified to meet ASTM D3018 Type 1 
• ASTM D3161 Class F

Tear Resistance:
• UL certified to meet ASTM D3462 
• CSA standard A123.5 

Wind Driven Rain Resistance:
• Miami-Dade Product Control Acceptance:
Please reference www.certainteed.com to determine 
approved products by manufacturing location. 

Quality Standards:
• ICC-ES-ESR-1389   

Color Availability

Max Def Cobblestone Gray

Max Def Burnt Sienna

Max Def Hunter Green 

Max Def Driftwood 

Max Def Resawn Shake 

Max Def Weathered Wood 

Max Def Heather Blend 

Max Def Moire Black

Max Def Georgetown Gray 

Max Def Prairie Wood

Max Def Colonial Slate

D E S I G N E R  S H I N G L E S
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• Two-piece laminated fiber glass base construction
• Classic shades and dimensional appearance of 
natural wood or slate

• 233-238 lbs. per square
• Lifetime limited transferable warranty*
• 10-year StreakFighter® algae-resistance warranty 
• 10-year SureStart™ protection
• 15-year 110 mph wind-resistance warranty
•.Wind warranty upgrade to 130 mph available. 
CertainTeed starter and CertainTeed hip and ridge required

• CertainTeed Starter and hip and ridge accessory available 
(see details in back of brochure)

* See warranty for specific details and limitations.

CertainTeed products are tested to ensure the highest quality 
and comply with the following industry standards:

Fire Resistance:
• UL Class A 
• UL certified to meet ASTM D3018 Type 1 

Wind Resistance:
• UL certified to meet ASTM D3018 Type 1 
• ASTM D3161 Class F

Tear Resistance:
• UL certified to meet ASTM D3462 
• CSA standard A123.5 

Wind Driven Rain Resistance:
• Miami-Dade Product Control Acceptance:
Please reference www.certainteed.com to determine 
approved products by manufacturing location. 

Quality Standards:
• ICC-ES-ESR-1389 

Color Availability

Mission Brown

Moire Black

Cottage Red

Burnt Sienna

Driftwood

Atlantic Blue

Hunter Green Birchwood

Pewter

Resawn Shake

Cobblestone Gray

Heather Blend

Colonial Slate

Weathered Wood

Silver Birch

Georgetown Gray

 D E S I G N E R  S H I N G L E S
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Shown in Max Def Weathered Wood

• Two-piece laminated fiber glass base construction
• Classic shades and dimensional appearance of natural wood or slate
• 300 lbs. per square
• Lifetime limited transferable warranty – residential*
• 50-year limited transferable warranty – group-owned or commercial*
• 15-year StreakFighter® algae-resistance warranty
• 10-year SureStart™ protection
• 15-year 110 mph wind-resistance warranty
• Wind warranty upgrade to 130 mph available. 
CertainTeed starter and CertainTeed hip and ridge required

• CertainTeed Starter and hip and ridge accessory available 
(see details in back of brochure)

* See warranty for specific details and limitations.

CertainTeed products are tested to ensure the highest quality and 
comply with the following industry standards:

Fire Resistance:
• UL Class A 
• UL certified to meet ASTM D3018 Type 1 

Wind Resistance:
• UL certified to meet ASTM D3018 Type 1 
• ASTM D3161 Class F

Tear Resistance:
• UL certified to meet ASTM D3462 
• CSA standard A123.5 

Wind Driven Rain Resistance:
• Miami-Dade Product Control Acceptance:
Please reference www.certainteed.com to determine 
approved products by manufacturing location. 

Quality Standards:
• ICC-ES-ESR-1389   

Max Def Moire Black

Max Def Weathered Wood 

Max Def Burnt Sienna

Max Def Heather Blend 

D E S I G N E R  S H I N G L E S
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Color Availability

Shown in Colonial Slate

• Two-piece laminated fiber glass base construction
• 250 lbs. per square  
• Lifetime limited transferable warranty* 
• 10-year SureStart™ protection 
• 10-year StreakFighter® algae-resistance warranty 
• 15-year 110 mph wind-resistance warranty
• Wind warranty upgrade to 130 mph available. 
CertainTeed starter and CertainTeed hip and ridge required

* See warranty for specific details and limitations.

CertainTeed products are tested to ensure the highest quality and 
comply with the following industry standards:

Fire Resistance:
• UL Class A 

Wind Resistance:
• UL certified to meet ASTM D3018 Type 1 
• ASTM D3161 Class F

Tear Resistance:
• UL certified to meet ASTM D3462 
• CSA standard A123.5-98

Impact Resistance:
• UL2218 Class 4 

Wind Driven Rain Resistance:
• Miami-Dade Product Control Acceptance: Please reference www.certainteed.com
to determine approved products by manufacturing location. 

Quality Standards:
• ICC-ES-ESR-1389 

Burnt Sienna 

Colonial Slate

Cumberland

Max Def Weathered Wood

Moiré Black

Resawn Shake

Shenandoah

Weathered Wood

 D E S I G N E R  S H I N G L E S
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• Single layer fiber glass-based construction
• Blended shades and dimensional appearance of natural slate
• 8" exposure, 18" x 36" size, 240 lbs. per square
• Lifetime limited transferable warranty – residential*
• 50-year limited transferable warranty – group-owned or commercial*
• 15-year StreakFighter® algae-resistance warranty
• 10-year SureStart™ protection 
• 15-year 110 mph wind-resistance warranty
• Wind warranty upgrade to 130 mph available. CertainTeed starter and 
CertainTeed hip and ridge required

• Impact Resistant version available (select colors**) 
* See warranty for specific details and limitations.

Fire Resistance:
• UL Certified to meet ASTM D3018, Type 1 
• UL 790 Class A
• ASTM E 108 Class A 

Wind Resistance:
• UL 2390/ASTM D 6381 Class H
• ASTM D3161 Class F

Impact Resistance:
• Highland Slate IR is UL2218, Class 4 (select colors only)

Tear Resistance:
• UL Certified to meet ASTM D3462
• CSA Standard A123.5

Wind Driven Rain Resistance:
• Miami-Dade Product Control Acceptance:
Please reference www.certainteed.com to determine 
approved products by manufacturing location. 

Quality Standards:
• ICC-ES-ESR-1389

Black Granite**

Fieldstone**

Max Def Weathered Wood

New England Slate**

Saddle Brown

Smokey Quartz

Tudor Brown**

Venetian Red

Color Availability

13

Shown in: 
Roof - Fieldstone

Siding - Cedar Impressions® Double 7" Perfection Shingles - Seagrass

D E S I G N E R  S H I N G L E S
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