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NEW MODEL DEBUTS

Further improve work efficiency

The R22 PRO, which prides itself on its excellent finish and overwhelming trust, has
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led its long-awalited crane specifications.While improving work eff

iciency, |

has environmentally friendly properties such as low fuel efficiency, low vibration, and
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low noise. The pursuit of driver-centered safety and the use of advanced
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truments for operabillity all add to the mature flavor.

INS

i W
m.___ i
‘10
.q.__
i
1
: \
-,
I-_
|
i
l‘-. -
1
F
K
i | i
- E e oy -
50 4
1
:
7
i
X

i

N

’
Ay |

Fa,

Comply with U.S. EPA exhaust emission standards
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. It meets Euro Vand EPA
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power output. Durability, safety and comfort are comprehensively

upgraded. Compact design delivers powerful performance. The
excellent performance brought by the abundant torque greatly

ieve

t, low-noise
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contributes to the improvement of workability.
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® Options for crane specifications

Outstanding power and smooth operation for
superior operability

Forward and reverse hand switching valve

Powerful digging force and 4-way operation

The fore and

backhand switching

valves realize the

switching of
ISO-SAE operating it 2 (e
modes T il

FANRY)
RN IT R R R

NEW-H < M « S hydraulic system

11

a1 ()
v

Adopts a 3-pump system that uses independent pumps for the boom,
arm, and swing, and is equipped with a control valve with a wide
control range and a variable displacement pump. With smooth, quick,
and powerful work, we can meet even the toughest demands at a
high level.
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| Driving traight | &/ ' ” Variable leg specifications (optional)
_- Convenient R22 PRO

Vehicle width when reduced: 1300mm
S Variable leg specifications in consideration of situa-
tions where the approach road is narrow. It exhibits
high stability by being compact at 1,300mm when
traveling and transporting, and of course expanding to
1,500mm when working.

® Powerful drilling performance

Concentrates hydraulic power to the front and delivers
powerful digging power.

Approaching the 3t class

® Equipped with a straight running circuit

Even if you operate the front while driving, there is no
meandering or speed change, and stable straight-line
driving is achieved.

Suitable for 2.5 liters R22 PRO

@ Although itis a 2.5t class machine, it exhibits excavation
performance and stability approaching that of a 3t class machine.
Contributes to increased efficiency with work capacity that exceeds
that of its class.

® 4 consecutive operations possible

The optimal matching of the 3 pump system and hydraulic
system allows simultaneous operation of the bucket, boom,
arm, and rotation.

@ Achieves speedy front
movement by constantly
optimizing hydraulic
pressure distribution.
Combination work can be

® Easy to load and unload on truck 1 ,_ — . e B A T I' | done extremely smoothly.

@ Designed in pursuit of
excellent stability, it is
effective when attaching
attachments or on sites that
involve lifting work.

@ The service port has

/ ,,x; | ‘ = | . c — . dt " ample oil flow capacity,
-{‘} - S ompact when traveling and transporting making it compatible with
| Reduced to 1.300mm attachments such as
€ ’ 3 breakers. It responds to
I:awn mower: return Improved stability during excavation work ggg;ﬁzi mglstgriit?g:?ort
line reservation Expanded to 1,500mm specification option)
Reserve the mower oil return pipeline, and the e ———————————————-

pipeline can be switched when the lawn mower

auxiliary equipment is used in the future | S | , ,
*The photos shown are for the catalog with options installed. Ground the work equipment when leaving the site.






