CLEAR 72" PATH TO REMAIN

EXIST 12X12’ ROLL UP DOOR

> i

9 1

o - T P

AISLEWAY EXISTING <m_r_r_u(\lll\
PAINTED FLOOR STRIPE.

72.0

B.V.C. (BOOSTER VANE CELL)

DURA SKRIM DUST OCN._.R_ZIII\

FLOOR TO BAR JTS.

CE L Y

REMOVABLE DURA SKRIM DUST CURTAIN AAAAANANAN-

SAFTEY RAIL MIN. 42°HT. OFF FLOOR —o—o——o——o—

EXISTING YELLOW PAINTED mmmmmm === -
FLOOR STRIPE

CONDITION OF INSTALLATION

1.Grounding
1> Provide Class C grounding (ground resistance 10 0
or less,grounding cable 14 mn2 or more).
2Notice
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2) Use concrete with a mininun Bﬂ_‘,mmmzm w?mmmd: of 176 MN/n
<2360 psb and tenslle strength of 176 MN/rf <256psD

3) Take precoutions so that there are no cracks In the concrete.
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6) Total volume of concrete 28 W (989 F>
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Necessary Volumew: 4C10kg Contalner Can x 10>

9 It paints the waterproof mortar on the ground level and finish smaoothly.

10) Referring to this drawing with the arrangement plan in the plant,
arrange the machine so as to ensure the maintenance space.
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