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STF-01AC
STF-01AD
STF-01AE
STF-01AI
STF-01AJ
STF-01AH

A1.B1.14X.03

I.D. [mm] O.D. [inch] I.D. [mm] O.D. [inch]
5,52 8,10 5/16" 9,70 3/8"
8,92 9,70 3/8" 12,95 1/2"
10,83 12,95 1/2" 16,15 5/8"
20,81 12,80 1/2" 19,15 3/4"

33,47 ~ 35,67 19,15 3/4" 22,30 7/8"
37,37 22,50; 28,90 7/8"; 11/8" 28,90; 35,22 11/8"; 13/8"

STF-20 47,19 22,50; 28,90 7/8"; 11/8" 28,90; 35,20 11/8"; 13/8"
STF-25 72,19 25,70; 28,90 1"; 11/8" 32,05; 35,20; 41,70 11/4"; 13/8"; 15/8"
STF-30 102,12 28,50*; 32,05 11/8"**; 11/4" 38,40; 41,70 11/2"; 15/8"
STF-40 143,31 38,35; 41,20* 11/2"; 15/8"** 41,70; 45,15 15/8"; 13/4"
STF-50 184,29 38,35; 41,20* 11/2"; 15/8"** 54,40 21/8"
STF-60 303,61 41,20*; 51.20 11/2"; 15/8"** 67,00 25/8"

** I.D. (Inner Diameter).
* O.D. (Outer Diameter).

STF & STF-H 4-WAY REVERSING VALVE

COILS FOR 4-WAY REVERSING VALVE

All coils available with spades connectors or cables (standard length 600 mm, 1200 mm, 2000 mm).

Series
Capacity [kW] 

R410A/Δp=0.1[bar]
Discharge Suction

Capacity calculated for conditions: CT=38⁰C, ET=5⁰C, SH=5K, SC=0K.

Series
Rated voltage AC [V]

STF-H01
STF-H02
STF-H03
STF-H04
STF-H07
STF-15


