
PARTS LIST

 P x 2  Q x 2  R x 2

HARDWARE SET 3

 K x 1  L x 2  M x 1

HARDWARE SET 1

 N x 1  O x 1

HARDWARE SET 2

 S x 2 T x 2  U x 2

HARDWARE SET 4

 A x 1
(ASSEMBLED)

B x 1
(ASSEMBLED) C x 1

D x 1

E x 2 TOOLS

V x 2

W x 2

ASSEMBLY

J x 1

STEP 2 STEP 3

NOW THAT PART (C) AND (B)
ARE CONNECTED,

PULL PART (C) UPWARD THROUGH
PART (A) EXPOSING TWO HOLES

ON EITHER SIDE OF
PART (C). 

INSERT PART (C) THROUGH THE FOLLOWING PARTS
IN THE ORDER SHOWN IN THE DIAGRAM TO THE RIGHT.

CONNECT PART (B) TO THE END OF PART (C)
INSERT HARDWARE SET 2 (PART N & O) AND

SECURE TIGHTLY USING PART (W x 2)  

C      H (FACING DOWN)      A      INTO B 
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INSERT PART (F) THROUGH THE FOLLOWING PARTS
IN THE ORDER SHOWN IN THE DIAGRAM ABOVE
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STEP 5STEP 4

POSITION PART (E x 2) ONTO EACH END OF PART (F).

USING HARDWARE SET 3 ( P x 2, Q x 2, R x 2),
SECURE PART (E) TO PART (F).

FASTEN HARDWARE SET 3 TIGHTLY USING PART (V). 
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POSITION PART (D) WITH
2 HEXAGONAL HOLES

FACING UPWARDS ONTO PART (C)
LINING UP WITH HOLES ON PART (C).

USING HARDWARE SET 4
(S x 2, T x 2, U x 2)

INSERT PART (S x 2) INTO TOP
HEXAGONAL HOLES PASSING

THROUGH THE TOP OF PART (C).

SECURE PART (T) FOLLOWED BY
PART (U) TO THE ENDS OF

PART (S) LOCATED UNDERNEATH HANDLES.

FASTEN TIGHTLY USING PART (V).
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STEP 6
J ATTACHED PART (J)

TO PART (D)
D

INSERT HARDWARE SET 1
(PART K, L & M)

AND SECURE TIGHTLY USING PART (V)
& PART (W)

H x 1


