88 Ford Ranger XLT Short Bed Regular Cab
MOTOR
355 Built Motor (350 cu in .030 Over)

4 Bolt Mains

10.1 to 1 Compression

High Dome Pistons 

Ported & Polished 882 CI Heads ($1,000.00 of recent work from Rich @ Precision)

3 Angle Valve Job

Double Springs (good to 650 Lift Cam)

Lunati 60105LK Voodoo Cam & Lifter Kit
Lift: 0.525 Intake /0.546 Exhaust

Duration: 284 Intake/292 Exhaust

Lifters: Hydraulic Flat Tappet

Aluminum Roller Rockers 
Edelbrock RPM Air Gap Intake Manifold
Barry Grant Demon 650 DP DF Carb w/ Mechanical Secondary #1282010
Custom Headman Headers 
SFI Vibration Absorber Harmonic Balancer
Solid Billet Crank Pulley
Adjustable Billet Timing Pointer
Aluminum Radiator
Morosco Fill
Jegs Overflow Tank
(2) Electric Fans
Proform Aluminum Electric Water Pump #66225R

TRANSMISSION
Turbo 400 (Reverse Manual Valve Body)
Hurst Quarter Stick Shifter
3000 RPM Convertor


REAR / SUSPENSION
Narrowed Dana Rear
4.1 Gears
Back Halfed 
Adjustable Ladder Bars
Coil Over Shocks
31 x 18.5 Hoosier 17810QTP  Quick Time Pro D.O.T. Drag Tires 
15” x 15” Weld Racing ProStar Polished Aluminum Street Legal Wheels
25.5 x 6 (165R15 86S) 
15” x 4” Weld Racing ProStar Polished Aluminum Street Legal Wheels


FUEL SYSTEM
Pro-Street Flat Bottom Poly Fuel Cell
Holley 110 Blue Series Electric Fuel Pump
Holley Chrome Plated Adjustable Fuel Pressure Regulator
Fram HPG1 Fuel Filter

Old Set Up
(2) Mallory Comp 110 Electric Fuel Pumps 110 GPH (5 Amp @ 7PSI) 
(2) Fram HPG1 Fuel Filters
Adjustable Fuel Regulator


IGNITION
MSD 6A Ignition Box #6200
MSD Blaster 2 Coil #8203
MSD Billet Distributor #8461 w/ Magnetic Pick Up

GAUGES 
Autogage Shift Light Monster Tach
Auto Meter Fuel Gauge
Auto Meter Volt Gauge
Auto Meter Fuel Pressure
Auto Meter Water Temp
Auto Meter Oil Pressure (Safe Oil Pressure is 10lb’s per 1000 RPM on idle)
ELECTRIC
Power Master 100 AMP Alternator
Optima Red Top Battery
69-79 350, Motor #3970010, 185 - 370 HP, 2 & 4 Bolt Main, Car, Truck, Vette 

68-79 350 & 327, Motor #3970010, 145-375 HP, 2&4-Bolt Main, Truck, Hi Perf
74-80 350/400 Heads #333882, 76 cc Chamber, 1.94 Intake / 1.5 Exhaust
(These Heads have a decent valve size (1.94/1.50 76cc Chamber) but are smog style heads and crack easy)

Use to run a 671 Weiand Dual Carb Roots Supercharger w/ (2) 625 Carbs

Use to run 33x19.5 Mickey Thompson Sportsman Pro 

AcDelco R45TS gapped at .045
Castrol GTX 20W50

Mobil One Oil Filter
MPH x 1.0 x 4.3 x 336 divided by 31

  65 MPH = 3,029 RPM

  70 MPH = 3,262

  80 MPH = 3,728

  90 MPH = 4,194

100 MPH = 4,660

110 MPH = 5,126

120 MPH = 5,592

130 MPH = 6,058

140 MPH = 6,524

(Original Owner Died)
Jim Author Sold it to Ron

Barry Grant 1282010 Demon Speed Demon 650 cfm carburetor with mechanical secondaries and manual choke.

Designed for engines from 302 to 427 cubic inch with cam profiles between 220 and 240 degrees duration at 0.050".

My Duration at 050 inch Lift = 241 Intake/249 Exhaust  AKA WRONG CARB FOR ME
[image: image1.png]Performance Torque Converter
General Application Chart*
Advertised  Rear Gear ~ Engine RPM _Converter RPM

Camshaft  Ratio Range&  Stall Speeds **
Duration Compression
Rati
Stock0260° Stock03.23 | 10004600 1500 to 1700
8095
Stock10265° Stock03.23 | 14005000 1600 to 1800
81095
265°0280° 3.0010373 16006000 2200 to 2400
9510105
280°10300° 35510456 20006500 3000 to 3400
95t 11
280°00310° 37310488 28007000 3500 to 3800
101011.5
290+ 373+ 3400-8000 3500+

1051012






My Advertised Camshaft Duration = 284 Intake /292 Exhaust
My Camshaft RPM Range = 2,500-6,500   
My Compression Ratio = 10:1  
My Rear Gear Ratio = 4.1  I NEED @3500  

Cam Spec’s / Lunati 60105LK Voodoo Cam & Lifter Kit
Brand Lunati 

Manufacturer's Part Number 60105LK 

Part Type Camshaft and Lifter Kits
Product Line Lunati Voodoo Cam and Lifter Kits
Summit Racing Part Number LUN-60105LK

UPC 090127605462 

Cam Style Hydraulic flat tappet

Basic Operating RPM Range 2,500-6,500

Intake Duration at 050 inch Lift 241

Exhaust Duration at 050 inch Lift 249

Duration at 050 inch Lift 241 int./249 exh.

Advertised Intake Duration 284

Advertised Exhaust Duration 292

Advertised Duration 284 int./292 exh.

Intake Valve Lift with Factory Rocker Arm Ratio 0.525 in.

Exhaust Valve Lift with Factory Rocker Arm Ratio 0.546 in.

Valve Lift with Factory Rocker Arm Ratio 0.525 int./0.546 exh.

Lobe Separation (degrees) 110

Computer-Controlled Compatible No

Lifters Included Yes

Lifter Style Hydraulic Flat Tappet

Valve Springs Included No

Retainers Included No

Locks Included No

Valve Stem Seals Included No

Timing Chain and Gears Included No

Assembly Lubricant Included No

Pushrods Included No

Rocker Arms Included No

Gaskets Included No

Valve Springs Required Yes

Quantity Sold as a kit. 

