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3500 SERIES General Notes: 1. Unit comes with interior piping installed.
1000 GALLON GREASE TRAP 2. Inflow section of unit must be filled with at least 14.5"
SINGLE BAFFLE of clear water prior to use.

Specifications: 1. Concrete has design
strength of 5,000psi @ 28 days. 2.
Steel reinforcement: ASTM A-615,
grade 60 ASTM A-497 welded wire
fabric. 3. Designed for H20 loading. 4.

98"CI Casting: ASTM A-48, class 30/35.
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SUPPORT HANGER REQUIRED IF OUTlET
TEE ASSEMBLY EXTENDS GREATER THAN
12" FROM THE INTERCEPTORISEPARATOR'S
INTERIOR WALL

~r 4° DIAMETER

t
OUTLET DOUBLE Y TEE ASSEMBLY SHALL EXTEND---l
DOWN 50% OF THE WETTED DEPTH OF THE
INTERCEPTOR/SEPARATOR MEASURED FROM THE ounET
PIPE INVERT TO THE BOn-OM OF END CAP (WHOLE) I4 DOUBLE YFrmNG ~

~./

2"X16" OPENING
FACING UP

END CAP (WHOLE)

END CAP HALF CUT
WITH OPENING FACING
DOWN

OUTLET SANITARY TEE FOR USE IN ALL GREASE INTERCEPTOR AND OILlWATER SEPARATORS.

OUTLET SANITARY TEE
,., •• 0101I.2



4.WAYTEE~

INLET -----_ •.
(DISCHARGE FROM KITCHEN)

_____ EMERGENCY OVERFLOW

14· 18 INCHES BELOW
STATIC WATER LEVEL:
DEPENDENT ON
WORKING DEPlli OF
GREASE INTERCEPTOR

2·WAYTEE
(DUAL SWEEP)~

45° ELBOW ANGLED TOWARD
INLET CORNERS OF THE
GREASE INTERCEPTOR-,

INLET SANITARY TEE
N01"TO ICIIU!

INLET-----
(DISCHARGE FROM KITCHEN)

"'-END CAP • HALF CUT
END CAP FOR
OVERFLOW

INLET FLOW DISTRIBUTION TEE FOR USE IN ALL GREASE INTERCEPTORSAND OILJWATERSEPARATORS.

EMERGENCY OVERFLOW CLOSE-UP
NCJ1''T01CIIU!


