
Sardis Baseball Infield Mix Project 

 

1.  The bid price shall include the removal and placement of soil as described below. 
2. A Base bid shall be for a 4” compacted placement. Alternate “A” shall be for a 6” 

compacted placement.  
3. Alternate “B” shall be for the placement of a warning track along the outfield fence 

line with a width of 12 feet, with removal of excess soil. 
4. The company should submit a bid in a sealed envelope on the attached bid sheet 

and labeled “Sardis Baseball Field Infield Mix Project” no later than 4:00 pm on  
December 29, 2025 to: 

Sardis City Hall 

114 West Lee 

Sardis, MS 38666 

5. The mix combination is as follows: 
a. Total Sand:    60-65 percent 
b. Total Silt:    17.1 percent 
c. Total Clay:    22.9 percent 
d. Silt/Clay Ratio:   0.75-1.00 
e. Medium Sand/Total Sand ratio: >=0.50  
f. Sandy Clay Loam 

6. Any variation of the mix combination must be submitted for approval no later than 
4:00 pm by December 22, 2025.  

7. Depth shall be 4 inches compacted. 
8. The company shall provide proof of similar completed projects, along with contact 

information for the references. 
9. Infield mix shall be placed in areas as indicated on the attached drawing (excluding 

the pitcher’s mound) 
10. Bid Price as well as Completion date will be used in selecting the lowest and best 

bid. 

 

 

 

 

 

 



Bid Sheet 

 

Company Name: ________________________________________ 

Address: _____________________________________ 

         ____________________________________ 

Phone: ____________________________________ 

Contact name: _____________________________ 

Similar Prior Project:   ___________________________________ 

  Contact:   ___________________________________ 

  Phone:       ___________________________________ 

Similar Prior Project:   ___________________________________ 

  Contact:   ___________________________________ 

  Phone:       ___________________________________ 

Attach additional sheets if needed 

Base Bid (4” Infield):  ______________________________________ 

Alternate A (6” Infield): _____________________________________ 

Alternate B (warning track): _____________________________________ 

Estimated Completion Date: _____________________ 

 

I certify that the bid amounts include the placement of the mix as described in 
the specifications and the removal of excess soil. 

 

Signature: ___________________________    ________________ 

Printed name: ____________________________   Date 

Title: ____________________________________  



BASE SOILS

Approximate volume infield soil needed (compaction factor 15%)

4" Deep Profile (cu. yds.) Alternate "A" 6" Deep Profile (cu. yds.)

160 (215 tons) 240 (325 tons)

▾ SKIN SOIL MATERIALS WITH GRASS INFIELD 

TOTAL EXPOSED SKIN: 11,296 SQ. FT.

▸ SKIN SOIL MATERIALS FOR TOTALLY SKINNED INFIELD

Skin

6"



CompactedSub-grade

6

13'RADIUS

9'RADIUS

13'RADIUS
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