SECTION 09 65 19 RESILIENT TILE FLOORING 
PART 1- GENERAL 
1.1 	RELATED DOCUMENTS 
A.	Drawings and general provisions of the Contract, including General and Supplementary Conditions and Division 01 Specifications Sections, apply to this Section.
1.2 	SUMMARY
	A.	Section Includes:
	1.	Hybrid Vinyl Tile (HVT)
1.3 	SUBMITTALS 
A. Product Data, SDS, Warranty, Installation Sheets: For each type of product indicated.
B. Samples for Initial Selection: For each type of product indicated
C. Samples for Verification: 3 Samples for each type of product indicated in manufacturer’s standard-size.
1.4 	QUALITY ASSURANCE
A.	Installation Qualification: Contractors for floor covering installation should be experienced in managing commercial flooring projects and have professional installers certified to install the materials specified. Installers are “Certified” if trained or certified by Catalina Product International (CPI).
1.5 	DELIVERY, STORAGE, AND HANDLING
A. Store resilient products and installation materials in dry spaces protected from the weather, with ambient temperatures of 65°-85°F for 48 hours before installation.
1.6 	PROJECT CONDITIONS
A. Install resilient products after other installation is completed with other trades, including painting.
B. Ambient temperatures of 65°-85°F must be maintained in spaces receiving resilient products 48 hours prior, during, and after installation to ensure proper product and adhesive functionality.
C. Minimum temperature of subfloor should not be under 50°F
D. Ambient relative humidity should be between 35% - 60%
E. Sub Floor should be rigid, finished smoothly, flat, level, clean and dust free before installation.
PART 2- PRODUCTS 
2.1 	HYBRID VINYL TILE 
Distributed by: 
Catalina Products International 
1215 N. Redgum Street, Anaheim, CA 92806 Website: www.catalinaproducts.International 
Email: Contact@catalinaproducts.international Phone: 714-716-1667
2.2  	HYBRID VINYL TILE
A. Product Shall Be: (Multilayer, polyvinyl, Heterogenous) 2.5mm Hybrid Vinyl Tile with a Hardened Ceramic Textured Finish. No Substitutions.
B. Sheet Standard: ASTM F 1303
C. Specify wear layer thickness:  20mil, Secondary Ceramic Bead Finish
D. For size specify: [18”x18”]
E. Colors and Patterns: Insert colors and patterns
F. Test Data:
1. Total Thickness (ASTM F386): 0.1inches (2.5mm)
2. Wear Layer Thickenss (ASTM F410): Passes
3. Flexibility (ASTM F137): Passes
4. Chemical Resistance (ASTM F925): Passes
5. Static Load Limit (ASTM F970): Passes
6. Resistance to Heat (ASTM F1514): ΔE ≤ 8
7. Resistance to Light (ASTM F1515): ΔE ≤ 8
8. Flammability (ASTM E648): Class 1 (≥ 0.45 W/cm2)
9. Squareness (ASTM F2055): Maximum 0.010in
10. Dimensional Stability (ASTM F2199): Passes
11. Static Coefficient of Friction (ASTM D2047): ≥ 0.5 SCOF
12. Heavy Commercial Warranty: 10 years
2.3 	INSTALLATION MATERIALS 
A. Patching Compounds: Ardex Feather Finish, Webcrete 95, Custom TechPatch MP
B. Leveling Compounds: Ardex K15, Schonox SL, Custom SILK
C. Adhesives: CPI ALLIANCE, CPI VICTORY, CPI CAMBRIA
PART 3- EXECUTION 
3.1 	EXAMINATION 
A. Examine substrates, with Installer present, for compliance with requirements for maximummoisture content and other conditions affecting performance of the work.
B. Verify that the finish of substrate complies with tolerances specified in other sections. Substratesshould be free of cracks, ridges, depressions, and foreign deposits that will interfere with proper adhesion of resilient products.
C. Only proceed with installation after all unsatisfactory substrate conditions are corrected.
3.2 	PREPARATION
A. Prepare concrete substrates in accordance with ASTM F 710.
1. Concrete floors must be free of dust, solvent, paint, wax, oil, grease, residual adhesive, adhesive removers, film-forming curing compounds, silicate penetrating curing compounds, sealing, hardening or parting compounds, alkaline salts, excessive carbonation or laitance, mold, mildew, and other foreign materials that may affect dissipation rate of moisture from the concrete, discoloration or adhesive bonding.
2. Mechanically remove contamination on the substrate that may cause damage to the resilient flooring material. Permanent and non-permanent markers, pens, crayons, paint, etc., must not be used to write on the back of the flooring material or used to mark the substrate as they could bleed through and stain the flooring material
3. Perform moisture testing as recommended by manufacturer. Proceed with installation only after substrates have been tested and meet the minimum requirements from the manufacturer in accordance with ASTM F1869 Standard Test Method for Measuring Moisture Vapor Emission Rate of Concrete Subfloor Using Anhydrous Calcium Chloride or ASTM F2170 Standard Test Method for Determining Relative Humidity in Concrete Floor Slabs Using in situ Probes
B. Wood subfloors must have a minimum 18” of cross ventilated space beneath the bottom of the joist.
1. The floor must be rigid, free of movement
2. Single wood and tongue and groove subfloors should be covered with ¼" (6.4 mm) or ½" (12.7 mm) APA approved underlayment plywood.
i.	Use ¼" (6.4 mm) thick underlayment panels for boards with a face width of 3" (76 mm) or less. ii.	Use ½" (12.7 mm) thick underlayment panels for boards with a face width wider than 3" (76 mm).
3.	Do not install over OSB (Oriented Strand Board), particle board, chipboard, lauan or composite type underlayment.
C. Fill Cracks, holes, depressions and irregularities with approved patching and leveling compounds listed in installation materials above.
D. Floor Covering shall not be installed over expansion joints
E. Do not install resilient products until properly acclimated to the guidelines listed above.
F. Sweep and vacuum clean substrates to be covered by resilient products immediately before installation.
3.3 	RESILIENT SHEET FLOORING INSTALLATION
A. Comply with manufacturer’s written instructions for installing Hybrid Vinyl Tile
B. Install with approved adhesives specified for site conditions and follow adhesive label for proper use.
C. Install tiles in approved installation pattern methods
D. Roll Flooring in both directions using a 100 pound three-section roller.
3.4 	CLEANING AND PROTECTION 
A. Comply with manufacturer’s written instructions for cleaning and protection of resilient products.
B. Perform the following operations immediately after completing installation:
1. Remove any adhesive residue that occurred during installation.
2. Sweep and vacuum surfaces thoroughly.
3. Damp-mop surfaces to remove marks.
C. Protect resilient products from marks, indentations, and other damage from construction operations and equipment.
1. No traffic for 24 hours after installation.
D. Wait 48 hours after installation for initial cleaning.
E. Regular maintenance program must be started after initial cleaning.
