
EXMH1a

EXMH2b

CULVERT OUTFALLS INTO THE DOWLAIS BROOK.
PIPE CUT TO SUIT BANK PROFILE. NO FORMAL
HEADWALL. REASONABLE FLOW - DYE TRACED
FROM EXMH2.

EXMH1

EXMH2

MH S031
CL 38.37
IL 37.04

MH S032
CL 37.30*
IL 36.87

DRAINAGE TRENCHES TO BE
INSTALLED WITH ROOT PROTECTION
SYSTEM, TERRAM ROOTGUARD OR
EQUIVALENT APPROVED.

MH S033
CL 37.30*
IL 36.85*

30
0Ø

 @
 1

:2
50

300Ø @ 1:197

300Ø
 @

 1:250

350Ø CONC

MH S030
CL 39.02
IL 37.781

MH S030A
CL 38.13
INCOMING IL 37.484
OUTGOING IL 37.239
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3G PITCH DRAINAGE SHOWN
INDICATIVELY ONLY
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MH S031
CL 38.37
IL 37.04

MH S032
CL 37.30*
IL 36.87

DRAINAGE TRENCHES TO BE
INSTALLED WITH ROOT PROTECTION
SYSTEM, TERRAM ROOTGUARD OR
EQUIVALENT APPROVED.
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IL 37.04
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ACO HB305 KERBDRAIN
LENGTH = 56m

ACO M100D 20.0 CHANNEL DRAIN
LENGTH = 36m

ACO MD100 20.0 CHANNEL DRAIN
LENGTH = 30m

ACO MD100 20.0 CHANNEL DRAIN
LENGTH = 19m

SDS GEOLITE CELLULAR
STORAGE
DEPTH = 0.5m
VOLUME = 60m³

RAINGARDEN 1
200mm DEPRESSION
400mm ENGINEERED TOPSOIL
300mm OPEN GRADED DRAINAGE LAYER WITH UNDERDRAIN.
AREA 36m²

RAINGARDEN 2
200mm DEPRESSION
400mm ENGINEERED TOPSOIL
300mm OPEN GRADED DRAINAGE LAYER WITH UNDERDRAIN.
AREA 123m²

HYDROBRAKE FLOW
CONTROL. DISCHARGE

RESTRICTION 6.5 l/s

HYDROBRAKE FLOW
CONTROL. DISCHARGE

RESTRICTION 6.5 l/s
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S8 (HB)
CL:38.300
IL:37.081

S6 (FC)
CL:38.200
IL:37.250

S3 (HB)
CL:38.500
IL:37.540 S4 (FC)

CL:38.250
IL:37.400

S5
CL:38.100
IL:37.330

S1
CL:39.200
IL:38.216

S2
CL:39.100
IL:38.096

S7
CL:38.100
IL:37.181
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S9
CL:38.200
IL:37.305
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KEY:

PROPOSED SURFACE WATER DRAINAGE

EXISTING SURFACE WATER DRAINAGE

KERB DRAIN

KERB DRAIN SUMP OUTLET

CHANNEL DRAIN

CHANNEL DRAIN SUMP OUTLET

CULVERT

HIT AND MISS KERBING

ACO SWALE INLET

SUDS FEATURE

SO

SO

SWALE

NUMBER TOTAL AREA (m²) DEPTH (m) MAX WATER INVERT DEPTH (m) SIDE SLOPE

1 203 0.7 0.55mAOD 38.000 1:3

2 637 0.7 0.55mAOD 38.000 1:3

3 810 0.7 0.55mAOD 38.000 1:3

4 477 0.7 0.55mAOD 38.000 1:3

5 464 0.7 0.55mAOD 38.000 1:3

6 237 0.7 0.55mAOD 38.000 1:3

7 220 0.7 0.55mAOD 37.800 1:3
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LLANTARNAM 3G PITCH

DRAINAGE STRATEGY
PLAN

CC2508 XX XX DR C 0500

PRELIMINARY 1:500 P03

P01
ISSUED FOR COMMENT. DC BW BW

10/05/23

S2

0.0m 50.0m
SCALE 1:500m

20.0m10.0m

NORTH

NOTES:

1. DRAINAGE STRATEGY SUBJECT TO DESIGN
DEVELOPMENT AND SAB CONSULTATION.

2. DESIGN SUBJECT TO SAB APPROVAL.

3. ALL WORKS TO BE DESIGNED AND
INSTALLED IN ACCORDANCE  BRITISH
STANDARDS, BUILDING REGS PART H,
SEWERS FOR ADOPTION, CIRIA SUDS
MANUAL WHERE APPLICABLE.

4. ALL DRAINAGE FEATURES SIZED FOR THE 1
IN 100 YEAR +30% CC EVENT.

P02
ISSUED FOR SAB PRE-APPLICATION. DC BW BW 

11/05/23

P03
ISSUED FOR PAC. DC BW BW 

01/06/23
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