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SIZE 4 SUFFOLK LATCH.

125X38MM STILES.

200MM PADLOCK BOLT.

1.5 PAIRS 400M T HINGES.

ALL IRONMONGERY
GALVANISED.

GROUND LEVEL

100 X 100 CONCRETE POSTS.

CONCRETE POSTS, NOM 2650MM
LONG, SET IN CONCRETE BASE AS
INDICATED AT 2400MM CENTRES.

3 NO. 100X50MM  TREATED SOFTWOOD
RAILS NOTCHED INTO POSTS AND
SPACED EQUALLY.

TREATED SOFTWOOD FEATHER EDGE
INFILL BOARDING EX 150 WIDE TAPERED
FROM 20 TO 6MM GALV. NAILED TO
OVERLAP.

150X25MM TREATED SW GRAVEL
BOARD FIXED TO 600X50X500MM
CENTRE STUMPS.
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58
3

10
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58
2

15
0

GROUND LEVEL

150 X 25MM TREATED
GRAVEL BOARD.

100 X 50 TREATED S.W RAILS
NOTCHED INTO POSTS @
EQUAL CENTRES.

100 X 100 CONCRETE POSTS
NOTCHED TO RECEIVE ARRISS TIMBER
RAILS SET INTO MASS CONCRETE
FOUNDATION.

NOTE: ALL RAILS SHALL FACE PROPERTY
SIDE TO SATISFY "SECURED BY DESIGN"
REQUIREMENTS.
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SINGLE GATE IN CLOSE BOARDED TIMBER FENCE
INSIDE ELEVATION

125X38MM TREATED TOP AND
& BOTTOM RAIL & WEATHERED
BRACING.
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2400 C/S

10X35MM PAINTED GALVANISED
TOP AND BOTTOM SUPPORT FLATS.

50X50MM PAINTED GALVANISED
END SUPPORT POSTS.

10X35MM PAINTED GALVANISED
TOP AND BOTTOM SUPPORT FLATS.

900mm STYLE RAILINGS

GROUND LEVEL

48
7

90
0

10X35MM PAINTED GALVANISED
TOP AND BOTTOM SUPPORT FLATS.

50X50MM PAINTED GALVANISED
END SUPPORT POSTS.

10X35MM PAINTED GALVANISED
TOP AND BOTTOM SUPPORT FLATS.
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F1 QUALITY FACING BRICKWORK TO
BS3921 TO MATCH MAIN HOUSE.
BOND : STRETCHER WITH BUCKET
HANDLE JOINTS.

37
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3

90
0

GROUND LEVEL

FACING BRICKWORK RETAINING
WALL WITH RAILINGS

RE-GRADED GRASS VERGE

45
0

25
0

550

FOUNDATIONS INDICATIVE -
GROUND CONDITIONS DEPENDANT.327

500mm TREATED TIMBER KNEE RAIL

50
0

1500 c/s

50
0

75 x 75mm TREATED TIMBER RAILS
WITH TOP RAILS INTO ARRISS FIXING.
TOP RAILS STRAPPED TO UPRIGHTS
WITH GALV. STRAPS

CONCRETE POSTS, NOM 2650MM
LONG, SET IN CONCRETE BASE AS
INDICATED AT 2400MM CENTRES.

2 NO. 100X50MM  TREATED SOFTWOOD
RAILS NOTCHED INTO POSTS AND
SPACED EQUALLY.

TREATED SOFTWOOD FEATHER EDGE
INFILL BOARDING EX 150 WIDE TAPERED
FROM 20 TO 6MM GALV. NAILED TO
OVERLAP.

2400 c/c

150X25MM TREATED SW GRAVEL
BOARD FIXED TO 600X50X500MM
CENTRE STUMPS.

22
0

10
0

66
5

15
0

GROUND LEVEL

150 X 25MM TREATED
GRAVEL BOARD.

100 X 50 TREATED S.W RAILS
NOTCHED INTO POSTS @
EQUAL CENTRES.

100 X 100 CONCRETE POSTS
NOTCHED TO RECEIVE ARRISS TIMBER
RAILS SET INTO MASS CONCRETE
FOUNDATION.

NOTE: ALL RAILS SHALL FACE PROPERTY
SIDE TO SATISFY "SECURED BY DESIGN"
REQUIREMENTS.
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GROUND LEVEL

CLOSE BOARDED TIMBER FENCE _ 1800MM HIGH
PLAN KEY REFERENCE

CLOSE BOARDED TIMBER FENCE _ 1800MM HIGH
PLAN KEY REFERENCE

PLAN KEY REFERENCE

PLAN KEY REFERENCE

PLAN KEY REFERENCE

PLAN KEY REFERENCE

FENCE POSTS SET IN 300MM DIA. HOLES,
1000MM DEEP SET IN CONCRETE TO
MIN. HALF HOLE DEPTH.

2400 c/c

GROUND LEVEL

150

'WILDLIFE TUNNEL'

CUT ENDS OF GRAVEL BOARD
SUPPORTED BY TIMBER STAKES.

'WILDLIFE TUNNEL' 150MM Ø
PVC-U PIPE, 250MM LONG LAID
THROUGH GAP IN GRAVEL
BOARD.

ONE 'TUNNEL' TO BE PLACED IN
EVERY BOUNDARY FENCE
BETWEEN REAR GARDENS WITHIN
THE FENCE PANEL CLOSEST TO
THE SITE BOUNDARY

WILDLIFE HOLES SET AT MAX 3M
CENTRES ALONG LENGTH OF FENCES

FENCE POSTS SET IN 300MM DIA. HOLES,
1000MM DEEP SET IN CONCRETE TO
MIN. HALF HOLE DEPTH.

2400 c/c

WILDLIFE HOLES SET AT MAX 3M
CENTRES ALONG LENGTH OF FENCES
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215

GL

FOUNDATIONS INDICATIVE -
GROUND CONDITIONS
DEPENDANT.

215MM ENGINEERING BRICK COPING
ON EDGE.

BUFF MULTI F1 QUALITY FACING
BRICKWORK TO BS3921.
BOND : STRETCHER WITH BUCKET
HANDLE JOINTS.
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21
5

FOUNDATIONS INDICATIVE -
GROUND CONDITIONS DEPENDANT.

215MM ENGINEERING BRICK COPING
ON EDGE.

BUFF MULTI F1 QUALITY FACING
BRICKWORK TO BS3921.
BOND : STRETCHER WITH BUCKET
HANDLE JOINTS.

TWICE WEATHERED CONCRETE
COPING STONE OVER BRICK PIERS

GL

750MM HIGH FACING BRICK BOUNDARY WALL
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This drawing is copyright and owned by Sunder Architects
limited. and is for use on this site only unless contractually
stated otherwise.

All other design team elements, where indicated, have
been imported from the consultant's drawings and
reference should be made to the individual consultant's
drawings for exact setting out, size and type of
component.

Discrepancies and/or ambiguities within this drawing,
between it and information given elsewhere, must be
reported immediately to the architect for clarification
before proceeding.

All works carried out in accodance with the latest British
Standards and Codes of Practice unless specifically
directed otherwise in the specification.

Responsibilty for the reproduction of this drawing in paper
form, or if issued in electronic format, lies with the
recepient to check that all information has been
replicated in full and is correct when compared to the
original paper or electronic image. Graphical
representations of equipment on this drawing have been
co-ordinated, but are approximations only, Please refer to
the Specifications and /or Details for actual sizes and/or
spcific contractor contruction information.
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Former Rompney Castle
Wentloog Road,
Cardiff.
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Proposed External Boundary
details

Rompney Castle Estates Ltd

EXTERNAL BOUNDARY DETAILS
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