TPC-16C-16PK
16 CHANNEL POE PLUG-N-PLAY 4K NVR

MAIN FEATURES

- Hi Def NVR Recorder for IP Cameras
- Easy Plug N Play Design: Simply plug the cables in the back and it will send network data and power to the cameras. No separate camera power supply needed!
- Easiest IP system you will ever setup. As soon as you plug the cables in the back of the NVR, you will get video feeds up on the monitor, no IP configurations are needed for each IP camera!
- Records up to 8MP
- 160Mbps Incoming Bandwidth
- 160Mbps Outgoing Bandwidth
- 4 / 1 Alarm Input / Output
- Supports 2 Hard Drives, Up to 8TB each

<table>
<thead>
<tr>
<th>Index</th>
<th>Description</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>AUDIO IN</td>
<td>USB 3.0 Interface</td>
</tr>
<tr>
<td>2</td>
<td>AUDIO OUT</td>
<td>GPIO</td>
</tr>
<tr>
<td>3</td>
<td>VGA Interface</td>
<td>100 to 240 VAC power supply</td>
</tr>
<tr>
<td>4</td>
<td>HDMI Interface</td>
<td>Power Switch</td>
</tr>
<tr>
<td>5</td>
<td>Controller Port, Alarm In/Alarm Out</td>
<td>Network Interfaces with PoE Function</td>
</tr>
<tr>
<td>6</td>
<td>LAN Network Interface</td>
<td></td>
</tr>
</tbody>
</table>

Power

- Supported standard: IEEE 802.3 af/at
- Power supply: 100 to 240 VAC
- Power: ≤ 280 W
- Consumption (without hard disk): ≤ 15 W
- Working temperature: -10 to +55° C (14 to 131° F)
- Working humidity: 10 to 90 %
- Chassis: 385 mm chassis
- Dimensions (W × D × H): 385 × 315× 52 mm (15.2" × 12.4" × 2.0")
- Weight (without hard disk): ≤ 3 kg (6.6 lb)