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Warnings and considerations: 
 

1. Disclaimer - These instructions assume a level of understanding of 

motorcycle repair and maintenance beyond that of a òbeginneró 

and/or ònoviceó and California Sidecar cannot be liable for an 

installerõs failure to understand or follow these instructions as 

written. Likewise, California Sidecar cannot be responsible if any 

of the steps are omitted or shortcuts are taken, or parts other than 

those supplied by California Sidecar, are used in installing this 

trike kit.  

2. òWARNINGSó are all printed in bold type and capitalized. They 

mean to use extreme care in a given step so as not to damage 

the part, motorcycle, and/or yourself. 

3. Always wear safety glasses when using hand and/or power tools. 

4. When working in and around the fuel system, always work in a 

well-ventilated area, free from sparks and open flames.  

5. All directional references to the òright sideó and the òleft sideó are 

as you were seated on the motorcycle. 

6. All directional references to òforwardó mean to the front of the 

motorcycle while òbackó means the rear of the motorcycle unless 

otherwise stated. 
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Recommended Lubricants: 
 

1. 80W-90 GL5 petroleum only, no synthetics. 

2. Fluorinated grease for splines 

3. Thread locking compound (Loctite 242 minimum). 

4. High temperature Silicone sealant. 

 

 

Torque values of fasteners: 
 

1. 3/8ð16 Fasteners 35 FT-LBS  

2. 1/2ð20 x 3 HHCS shock 45 FT-LBS 

 

 

 

HHCS = Hex Head Cap Screw 

SHCS = Socket Head Cap Screw 

BHSCS = Button Head Socket Cap Screw 

FHSCS = Flat Head Socket Cap Screw 
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Disassembly of Motorcycle: 
 

Gold Wing & Gold Wing Tour Models: 

 

 
 

1. Place the motorcycle on the center stand. 

2. Gold Wing models use a flat jack under the center stand area. 

3. Set the shock preload to zero. 

4. Remove both Fog Light covers. 

5. Remove both Engine Covers 

6. Secure bike to lift as shown, 1 on the center stand RED STRAP 

and 1 on each front crash bar BLUE STRAP. 
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7. Remove side panels and 2 Round Grommets. 

8. Remove 2 SHCS from the seat then remove seat. 

 

 
 

9. Remove 1 SHCS and 1 HHCS and 2 push pins on each side for the 

foot rest under covers. 

10. Remove four HHCS and the passenger floorboards. 

11. Remove six BHSCS and the swing arm pivot bolt covers. 
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12. Remove the Side Stand Switch. 

13. Remove the Side Stand. 

14. Unplug the Side Stand Switch from underneath. 

15. Cut the wire 3 inches from the plug, strip the wires and solder 

them together, heat shrink and plug it back into the bike. 

16. Remove both rear crash bar covers. 

17. Remove and Save the upper SHCS and both Exhaust heat shields. 

18. Remove and Save the Rubber Protectors from the mufflers 1 on 

each side. 

19. Remove the 4 bolts from the passenger seat handles, release the 

helmet holder cable, Remove and Save the spring from the cable. 

 

 

Gold Wing Models skip ahead to page 12: 

 

Gold Wing Tour Models go to the next page: 
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2018 ð 2020 Models: 
20. Remove 6 long screws, 2 short screws from the side and 1 plug 

from the Passenger Back rest pad.  

21. Remove 2 screws from the black Tour box front cover. 

 

 
 

22. Remove 3 push clips and 5 screws from each tour box side. 

23. Remove tour box side panel by pulling out on the rear of the 

panel, then pushing it forward. 

24. Remove 4 screws and 1 plug and the rear cover. 



 10 

2021 & Newer Models 
 

25. Remove the 3 upper screws, front push clip and 3 lower push clips 

on floor of tour box for each inside panel. 

26. Remove side panels by pulling the panel straight rearward. 

27. Remove the 2 screws and 1 plug and the rear panel. 

 

 
 

All Models 
28. Remove the 4 screws and the right saddlebag latch assembly. 

29. Now remove the AM/FM antenna and the Tour Box release cable 

from saddle bag. 

30. Unplug the Tour Box wiring 2 plugs. 

31. Remove 4 bolts and the Tour Box. 

32. Remove the key cover. 

33. Remove the rear fender 2 SHCS and 1 plug. 

34. Remove the center lock holder 2 push pins and 2 SHCS. 

35. Remove the 4 screws and the left saddlebag latch assembly. 

36. Remove the BT and GPS antennas, the saddlebag release cable 

and USB connector (if equipped) from right saddlebag. 

37. Disconnect the Battery Negative cable. 
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38. Remove Saddlebags, 3 SHCS inside, 1 HHCS outside, a wire plug 

on top of fender and 2 plugs once pulled away from the stay. 

 

 

 

Gold Wing Tour Models skip ahead to page 15: 

 

Gold Wing Models continue on next page: 
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Gold Wing Models only: 

 

 
 

After preforming steps 1 ð 18 from above the bike will appear as it is 

below. 
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39. Remove the Cap, the key cover, 2 bolts and 2 pins. 

40. Remove the Cap mount 4 bolts and spacers. 

41. Remove the 4 screws and the right saddlebag latch assembly. 

42. Remove the AM/FM antenna. 

43. Remove the 4 screws and the left saddlebag latch assembly. 

44. Remove the BT and GPS antennas also the right saddlebag 

release cable. 

45. Remove 2 Clips and 2 SHCS and the rear fender. 

46. Remove the center cowl cover 

47. Remove 2 Clips and 2 SHCS and the center cowl.  
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48. Remove Saddlebags, 3 SHCS inside, 1 HHCS outside, a wire plug 

on top of fender and 2 plugs once pulled away from the stay. 
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Gold Wing & Gold Wing Tour Models: 

 

49. Once the Saddlebags are removed, Verify that you have removed 

the BT, GPS and AM/FM antennas also the Heated seat 

controller and both Saddlebag Switch Covers for reinstallation. 

 

 
 

50. Remove and discard mufflers. 

51. Unplug radio; remove rear wheel, crash bars and saddlebag stay. 

52. SAVE the 2 longer rear crash guard bolts. 

53. Remove Radio from the stay and save all hardware and spacers 

for reinstallation.  

54. Remove the AM/FM Antenna ground wire. 

55. Remove caliper and ABS sensor along with all attaching bolts 

and clamps from the brake line and ABS sensor wire. Save the 

ABS sensor bolt. 

56. Remove the DCT park brake caliper if equipped. 
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57. Remove and Save the hose holder and bolt RED ARROW for 

shock bolt access. 
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58. Remove the lower linkage arm bolt BLUE ARROW. 

59. Remove the lower shock bolt BLACK ARROW. 

60. Remove the forward linkage arm bolt and nut. Saving for 

reinstalling. YELLOW ARROW. 

61. Unplug the shock wire. 
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62. Remove the Right engine cover 2 SHCS. 

63. Remove the upper shock mount bolt. RED ARROW 

64. Remove the fuel tank right rear mount bolt and plastic bracket, 

then pry up on the tank to remove the upper shock mount from 

the frame. It will pull out rearward. 

65. Remove the fuel tank mount bolt in order to reroute the 

preloader line. 

66. Reinstall both fuel tank bolts. 

67. Rear brake Line removal.  BLUE ARROW 

68. Break the line loose, remove the HHCS from the block, last 

remove the SHCS from the mount. 

69. Unthread the line and leave it with the swingarm. 

70. DO NOT LOOSEN the preloader line for any reason. 

71. Make sure the Battery is Disconnected. 

72. Remove the upper shock clevis. 

73. Cut the spring with your cutoff wheel. 

74. Loosen the 2MM set screw then slide the preloader down in order 

to remove the retaining ring from the shock body. 
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75. Slide the preloader off of the shock. Discard the shock, spring, 

rubber boot and the white plastic spring seat. 

 

 (Image from 

2018 Honda 

Service Manual) 

 

 

 

 

 

 

 

 

 

 

 

 

76. Remove the rubber plug [1], then insert a muffler bolt as [2], 

77. Loosen and remove the left pivot bolt 

78. Remove right pivot bolt. 
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DCT model skip to step 80. Manual shift continue below. 

79. Remove the battery, battery box and the reverse resistor. 

 

 
 

 
 

80. Remove both the mount and the shield saving the HHCS. 
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81. Remove Swing arm, Drive shaft and Differential as an assembly. 

82. Save the Driveshaft Boot. 

83. Pulling Swing arm rearward route the ABS Sensor, Perloader line 

up through the Swing arm. 
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                     Before                                                After 

 

84. Remove the key fob receiver and route the harness forward as 

shown. 
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Modification of Motorcycle Frame: 
 

Skip to step 3 if installing the Auxiliary Fuel Tank. 

 

 
 

1. Mark inner fender as shown. 
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2. Cut inner rear fender as shown. 

 

 
 

3. Drill out threaded holes marked with RED ARROWS 21/64 . 
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*Kits with Auxiliary Fuel Tanks, begin installation here before 

beginning reassembly.  Refer to separate instructions provided. 
 

                        

Frame Mount Installation: 
 

1. Install new CSC rear Brake Line. Secure line and ABS Sensor wire 

to its mount with a zip tie. 

2. Install the Right side CSC Pivot bolt. Torque 80 FT-LBS. 

3. Install the OEM Driveshaft boot on the Right Frame Mount. 

4. Position the Right Frame Mount over the CSC Pivot bolt. 

5. Install the 3/8  X 1 ½ SHCS through the Pivot bolt and thread it 

into the Frame Mount.  Use thread locking agent but leave loose. 

6. Cut the 2 zip ties that hold the cable to the bottom of the battery 

box, remove the clips in order to install the Left Frame Mount. 

 

Manual Transmission Models Only: 

 

 

7. Install the Reverse Resistor 

onto the Left Frame Mount 

reusing 2 OEM HHCS, with 

the wires forward. 

8. Install the BLUE wire with 

eyelet onto the stud of the 

Reverse Resistor. 

9. Route the BLUE wire 

straight up onto the top of 

the rear fender area. 
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ALL Models: 

 

10. Insert the Left Pivot bolt through the frame and thread it into the 

Left Frame Mount. Use thread locking agent but leave loose. 

11. Make sure that the wire harness is between the Motorcycle 

Frame and the CSC Left Frame Mount. 

12. Install the V-Mount into the forward linkage arm position reusing 

the OEM bolt and nut. Leave loose. 

13. Leave the Perloader Line and CSC Brake Line to the outside of 

the Right frame. 

14. Route the ABS Sensor wire and DCT Park Brake cable on the 

inside of the Left Frame Mount. Brake Line to the outside of the 

Right Frame Mount. 

15. Arrows represent Zip ties. 2 up front are only on the ABS wire, 2 

on the Frame Mount are holding the OEM wire harness, DCT 

Cable and the ABS wire. 
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16. Install the Driveshaft after you grease the splines. 

 

DCT Park Brake Caliper if equipped: 

 

 
 

 
 

1. Remove the OEM caliper mount from the caliper, it just slides off. 
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2. Remove the slide pins and the brake pad retainers.  

Note which one goes where. 

3. Install the slide pins and retainers onto the CSC Park Brake 

Caliper Mount. 
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4. Slide OEM caliper onto the CSC Park Brake Caliper Mount. 

 

 
 

5. Shown with ABS Sensor installed. Not necessary at this time. 
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Rear Suspension Unit Installation: 
 

 
 

1. Position trike kit behind prepared motorcycle. 

2. If auxiliary tank is installed, install brake line now. Refer to Brake 

Line Installation. 

3. Raise Suspension to align the Intermediate Mount and the drilled 

frame tabs. 

4. Slide rear suspension unit forward and install two 5/16 X 1 ½ 

HHCS with flat washers through the Intermediate Mount and the 

Motorcycle frame tab. Install flat washers and nyloc nuts, leave 

loose. 
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5. Install two 3/8  X 1 ¾ SHCS into the Lower holes of the Left and 

Right Frame Mounts. 

6. Next install two more SHCS into the V Mount holes. 

7. Now install the last two SHCS into the Upper holes in the Left and 

Right Frame Mounts. 

8. Use flat washers and nyloc nuts on all 6 SHCS. 

 



 32 

 
 

9. Tighten fasteners in this order. 

a. RED Left bolt Pivot 80 FT.LBS. Right SHCS 20 FT.LBS. 

b. BLUE Intermediate Mount HHCS 18 FT.LBS. 

c. GREEN Frame Mount SHCS 30 FT.LBS. 

d. YELLOW OEM Linkage Arm SHCS. 

e. Remove the Center Stand at this time. 

f. If installing GFX, preform steps 1-5 of the GFX instrutions.  

g. Reinstall the Hose Holder and OEM Bolt. YELLOW ARROW area. 


