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Products for simple mixing, blending and precise dispensing of two-component materials direct from 
industrial cartridges and syringes. Hand held air, manual or battery operated cartridge applicator 
guns. A wide range of dual cartridges, static mixer nozzles, luer lock fittings and accessories. Techkit 
plastic cartridges for using with 2k materials of any mix ratio. Industrial grade dispensing solutions 
that eliminate material mess, waste and provide faster output. 
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50ml Dual Cartridge Guns 

Code  Size Colour  Gun Type Type  Mix Ratio Length  Weight  
ADCBA-25D 50ml Black/Silver Pneumatic Square  1:1  328mm  0.720kg 

Manual Dual Cartridge Gun 50ml 

Pneumatic Dual Cartridge Gun 50ml 

Code  Size  Colour  Gun Type Type  Mix Ratio: Length  Weight  
ABM-25M1 50ml  Grey  Manual  Square  1:1/2:1  195mm  0.200kg 
ABM-25MB 50ml  Black  Manual  Square  1:1/2:1  195mm  0.200kg 
ABM-25M4 50ml  Grey  Manual  Square  4:1  195mm  0.200kg 
ABM-25M10 50ml  Grey  Manual  Square  10:1  195mm  0.200kg 
ABM-25M10R 50ml  Grey  Manual  Oval  10:1  195mm  0.200kg 

Pneumatic Dual Cartridge Gun 50ml 

Code  Size Colour  Gun Type Type  Mix Ratio  Length  Weight  
EDS408M 50ml Black/Silver Pneumatic Square  1:1/2:1/4:1/10:1 320mm  0.720kg 

Cartridges slot into the top of the gun and are secured by a latch. Oval shape (round-back) is 
specific to the top of the cartridge.  

Cartridges slide into the hinged retainer. These guns are rod driven. Adjustable regulator for flow 
control. Reverse rod mode for cartridge change. Lightweight balanced applicator gun. 

Cartridges slide into the hinged retainer. These guns are rod driven. Adjustable regulator for flow 
control. Reverse rod mode for cartridge change. Disc end change to switch ratios. Multi ratio gun. 

Battery Dual Cartridge Gun 50ml 

Code  Size Colour  Gun Type Type  Mix Ratio Length  Weight  
ADCBE-50 50ml Black/Silver Battery  Square  1:1/2:1  355mm  1.6kg 
ADCBE-50-4 50ml Black/Silver Battery  Square  4:1  355mm  1.6kg 
ADCBE-50-10 50ml Black/Silver Battery  Square  10:1  355mm  1.6kg 
ADCBE-50R 50ml Black/Silver Battery  Oval  10:1  355mm  1.6kg 

Cartridges slide into the metal retainer. These guns are rod driven. Adjustable speed control.  Rod can be reversed for 
cartridge change. Disc end change to switch ratios. 10.8v rechargeable lithium-ion battery. Dosing system allows a 
repeat deposit to be made for consistency. Shot sizes of 3g to 25g. 1.5kN torque. 100% charge time of 30 minutes. 
Maximum speed of 2.5mm/second.  
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200ml Dual Cartridge Guns 

Manual Dual Cartridge Gun 200ml 

Manual Dual Cartridge Gun 200ml 

Code  Size  Colour  Gun Type Mix Ratio  Length  Weight  
BG200-1 200ml  Green  Manual  1:1/2:1/4:1/10:1 315mm  1.9kg 

Pneumatic Dual Cartridge Gun 200ml 

Cartridges slot into the side of the gun and are secured by the nozzle nut. Switching between the different mix ratio 
cartridges is by changing the rod discs supplied. Versatile and low cost dispensing gun.  Snap-in, snap-out disc 
change. For all 200ml dual cartridge ratios. 

Pneumatic Dual Cartridge Gun 200ml 

Code  Size  Colour  Gun Type Mix Ratio Length  Weight  
DM200-01 200ml  Grey  Manual  1:1/2:1  360mm  1.3kg 
DM200-04 200ml  Grey  Manual  4:1  360mm  1.3kg 
DM200-10 200ml  Grey  Manual  10:1  360mm  1.3kg 

Cartridges slot into the top of the gun. The rod is pulled back by pressing a lever. 
This range of guns are lightweight.  

Code  Size  Colour  Gun Type Mix Ratio  Length  Weight  
CG200-1 200ml  Black  Pneumatic 1:1/2:1   535mm  1.9kg 
CG200-2 200/400ml Black  Pneumatic 1:1/2:1   535mm  1.9kg 
CG200-3 200ml  Black  Pneumatic 1:1/2:1/4:1/10:1 535mm  1.9kg 
CG200-4 200/400ml Black  Pneumatic 1:1/2:1/4:1/10:1 535mm  1.9kg 

Cartridges slot into the side of the gun and are secured by the nozzle nut. Switching between the different mix ratio 
cartridges is by changing the rod discs supplied. An adjustable regulator knob allows flow rate to be set. Nominal 
thrust of 484 lbs. Snap-in, snap-out disc change. 

Code  Size  Colour  Gun Type Mix Ratio Length  Weight  
DP200-70-01 200ml  Black  Pneumatic 1:1/2:1  850mm  1.6kg 
DP200-70-04 200/ml  Black  Pneumatic 1:1/2:1  850mm  1.6kg 
DP200-70-10 200ml  Black  Pneumatic 10:1  850mm  1.6kg 

Cartridges slot into the top of the gun and are secured by the nozzle nut. These are the lightest guns available for 
200ml sized dual cartridges. An adjustable regulator knob allows flow rate to be set.  
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400ml Dual Cartridge Guns 
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Manual Dual Cartridge Gun 400ml 

Manual Dual Cartridge Gun 400ml 

Code  Size  Colour  Gun Type Mix Ratio  Length  Weight  
BG400-1 400ml  Green  Manual  1:1/2:1/4:1/10:1 345mm  1.9kg 

Pneumatic Dual Cartridge Gun 400ml 

Cartridges slot into the side of the gun and are secured by the nozzle nut. Switching between 
the different mix ratio cartridges is by changing the rod discs supplied. Versatile and low cost 
dispensing gun. One gun suits all type cartridges. Snap-in, snap-out disc change. 

Pneumatic Dual Cartridge Gun 400ml 

Code  Size  Colour  Gun Type Mix Ratio Length  Weight  
DM400-01 400ml  Grey  Manual  1:1/2:1  360mm  1.4kg 
DM400-04 400ml  Grey  Manual  4:1  360mm  1.4kg 
DM400-10 400ml  Grey  Manual  10:1  360mm  1.4kg 

Cartridges slot into the top of the gun. The rod is pulled back by pressing a lever. This 
range of guns are lightweight.  

Code  Size  Colour  Gun Type Mix Ratio  Length  Weight  
CG400-1 400ml  Black  Pneumatic 1:1/2:1   535mm  1.9kg 
CG400-2 400ml  Black  Pneumatic 1:1/2:1/4:1/10:1 535mm  1.9kg 

Cartridges slot into the side of the gun and are secured by the nozzle nut. Switching between the 
different mix ratio cartridges is by changing the rod discs supplied. An adjustable regulator knob   
allows flow rate to be set. Nominal thrust of 1100 lbs.  Snap-in, snap-out disc change. 

Code  Size  Colour  Gun Type Mix Ratio  Length  Weight  
DP400-70-01 400ml  Black  Pneumatic 1:1/2:1   850mm  2.3kg 
DP400-70-04 400/ml  Black  Pneumatic 1:1/2:1   850mm  2.3kg 
DP400-70-10 400ml  Black  Pneumatic 10:1   850mm  2.3kg 

Cartridges slot into the top of the gun and are secured by the nozzle nut. These are the lightest guns 
available for 400ml sized dual cartridges. An adjustable regulator knob allows flow rate to be set.  

Battery Dual Cartridge Gun 400ml 
Code   Size  Gun Type Mix Ratio Length  Weight  
DP2-400-50-100 400ml  Battery  1:1  550mm  3.5kg 
DP2-400-50-200 400ml  Battery  2:1  550mm  3.5kg 
DP2-400-50-300 400ml  Battery  4:1  550mm  3.5kg 
DP2-400-50-400 400ml  Battery  10:1  550mm  3.5kg 

Charge time 45 minutes (80%). 10.8V Ah Lion battery. 4.5mm/ second speed. Memory setting for repeat deposits. 

Battery Dual Cartridge Gun 400ml 
Code  Size  Gun Type Mix Ratio Length  Weight  
VBE 400 MR 400ml  Battery  All  470mm  3.8kg 

Charge time 45 minutes (80%). 10.8V Ah Lion battery. 4.5mm/ second speed. Works 
with 1:1, 2:1, 4:1 and 10:1 mix ratio cartridges, 
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Dual Cartridge Guns 
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Manual Dual Cartridge Gun 300ml 
Code  Size  Colour  Gun Type Mix Ratio Length  Weight  
BG300-1 300ml  Green  Manual  1:1/2:1  320mm  1.5kg 
BG300-10 300ml  Green  Manual  10:1  320mm  1.5kg 

Manual Dual Cartridge Gun 600ml 

Code  Size  Colour  Gun Type Mix Ratio Length  Weight  
BG600-1 600ml  Green  Manual  1:1/ 2:1  395mm  1.5kg 

For cartridge sizes 300ml x 300ml (1:1), 300ml x 150ml (2:1). Snap-in, snap out disc change. 

Manual Dual Cartridge Gun 150ml/ 300ml 

BG300-7 for cartridge sizes 150ml x 150ml (1:1), 150ml x 75ml (2:1). BG300-10 for 10:1 ratio only. 
Snap-in, snap out disc change. 

Manual Dual Cartridge Gun 300ml/ 600ml 

Code  Size  Colour  Gun Type Mix Ratio Length  Weight  
BG3600-1 300/600ml Red  Manual  1:1/ 2:1  375mm  1.5kg 

For cartridge sizes 300ml x 300ml (1:1), 300ml x 150ml (2:1). 150ml x 150ml (1:1), 150ml x 75ml (2:1).  
Snap-in, snap out disc change. 

Manual Dual Cartridge Gun 750ml 
Code  Size  Colour  Gun Type Mix Ratio Length  Weight  
BG750-2 750ml  Green  Manual  7.5:1/ 5:1 375mm  1.5kg 

Manual Dual Cartridge Gun 1200ml 

Code  Size  Colour  Gun Type Mix Ratio Length  Weight  
BG300-5 150ml/300ml Black  Manual  1:1/2:1  340mm  1.4kg 

For cartridge sizes 150ml x 150ml (1:1), 150ml x 75ml (2:1), 75ml x 75ml. Snap-in, snap 
out disc change. 

Code  Size  Colour  Gun Type Mix Ratio Length  Weight  
BG750-2 750ml  Green  Manual  1:1/ 2:1  375mm  1.5kg 

Manual Coaxial Cartridge Gun 380ml 

Code  Size  Colour  Gun Type Mix Ratio Length  Weight  
BG680-1 380ml  Red  Manual  10:1  325mm  1.3kg 

For cartridge size 380ml 10:1 ratio only. Coaxial cartridges are a single tube. 

For cartridge sizes 600ml x 600ml, 600ml x 300ml. Snap-in, snap out disc change. 

BG750-2 for cartridge sizes 750ml x 100ml, 750ml x 150ml. BG750-10 for 750ml 10:1 ratio only. 
Snap-in, snap out disc change. 
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Dual Cartridges & Nozzles 

A System Dual Cartridges 50ml 

A System Mixer Nozzles 

Code  Size  Colour  Mix Ratio Material Nozzle Type 
451000  50ml  White  1:1  Polypro  Bayonet 
452013  50ml  White  2:1  Polypro  Bayonet 
454000  50ml  White  4:1  Polypro  Bayonet 
454010  50ml  White  10:1  Polypro  Bayonet 

Set includes moulded cartridge, dual wiper pistons, plunger rod and nozzle cap. 

B System Dual Cartridges 25ml/ 50ml 
Code  Size  Colour  Mix Ratio Material Nozzle Type 
116647  25ml  White  1:1  Polypro  Grey Cap 
116649  25ml  White  1:1  Polyamide Grey Cap 
116924  25ml  White  1:1  Polypro  Grey Cap 

Set includes moulded cartridge, dual wiper pistons and nozzle cap. 

Code  Size  Colour  Mix Ratio Material Nozzle Type 
112511  50ml  White  1:1  Polypro  Grey Cap 
116357  50ml  White  1:1  Polyamide Grey Cap 
114099  50ml  White  2:1  Polypro  Grey Cap 
116354  50ml  White  2:1  Polyamide Grey Cap 
116421  50ml  White  4:1  Polypro  Grey Cap 
116422  50ml  White  4:1  Polyamide Grey Cap 
116423  50ml  White  10:1  Polypro  Grey Cap 
116424  50ml  White  10:1  Polyamide Grey Cap 
116373  50ml  White  10:1  PBT  Grey Cap 
116373  50ml  White  10:1  Polypro  Grey Cap 
116449  75ml  White  10:1  Polypro  Grey Cap 

Codes with “D” indicate straight tip.  
“T” is a stepped tip end.  
“S” is a tapered tip end. 
“L” is a luer lock end. 

Set includes moulded cartridge, dual wiper 
pistons and nozzle cap. 

Code  ID  Elements Length  Mix Ratio Volume Colour  
MA3.0-07S 3.0mm  7  34mm  1:1/2:1  0.24ml  White 
MA3.0-13S 3.0mm  13  51mm  1:1/2:1  0.26ml  White 
MA3.0-17S 3.0mm  17  63mm  1:1/2:1  0.30ml  White 
MA4.0-13D 4.0mm  13  62mm  1:1/2:1  0.60ml  White 
MA4.0-13S 4.0mm  13  66mm  1:1/2:1  0.60ml  White 
MA4.0-17D 4.0mm  17  78mm  1:1/2:1  0.75ml  White 
MA4.0-17S 4.0mm  17  82mm  1:1/2:1  0.80ml  White 
MA5.4-07T 5.4mm  7  56mm  1:1/2:1  0.80ml  White 
MA5.4-13D 5.4mm  13  79mm  1:1/2:1  1.36ml  White 
MA5.4-13T 5.4mm  13  85mm  1:1/2:1  1.40ml  White 
MA5.4-17T 5.4mm  17  104mm  1:1/2:1  1.68ml  White 
MA5.4-21T 5.4mm  21  124mm  1:1/2:1  2.01ml  White 
MA6.3-12D 6.3mm  12  86mm  1:1/2:1  2.08ml  White 
MA6.3-12T 6.3mm  12  97mm  1:1/2:1  2.10ml  White 
MA6.3-17T 6.3mm  17  128mm  1:1/2:1  2.90ml  White 
MA6.3-21L 6.3mm  21  151mm  1:1/2:1  3.33ml  White 
MA6.3-21T 6.3mm  21  153mm  1:1/2:1  3.57ml  White 
MAHX04-17S 4.0mm  17  82mm  4:1/10:1 0.80ml  Orange 
MAHX05-17T 5.4mm  17  103mm  4:1/10:1 1.68ml  Orange 
MAQ05-16L 5.3mm  16  83mm  1:1/2:1  1.30ml  Green 
MAQ05-24L 5.3mm  24  115mm  1:1/2:1  1.90ml  Green 



 

 
ǁǁǁ͘ĂĚŚĞƐŝǀĞĚŝƐƉĞŶƐŝŶŐ͘ĐŽ͘ƵŬ����ƐĂůĞƐΛĂĚŚĞƐŝǀĞĚŝƐƉĞŶƐŝŶŐ͘ĐŽ͘ƵŬ����нϰϰ�;ϬͿ�ϭϵϬϴ�ϲϴϲϲϲϬ 

Dual Cartridges & Nozzles 
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B System Mixer Nozzles  
Code  ID  Elements Length  Mix Ratio Volume Colour  
MBH03-12D 3mm  12  58mm  1:1/2:1  0.49ml  White 
MBH03-12S 3mm  12  63mm  1:1/2:1  0.49ml  White 
MBH03-16D 3mm  16  71mm  1:1/2:1  0.63ml  White 
MBH03-16L 3mm  16  76mm  1:1/2:1  0.63ml  White 
MBH03-16S 3mm  16  77mm  1:1/2:1  0.60ml  White 
MBH04-12D 4mm  12  70mm  1:1/2:1  0.84ml  White 
MBH04-16D 4mm  16  87mm  1:1/2:1  1.04ml  White 
MBH04-16S 4mm  16  96mm  1:1/2:1  1.20ml  White 
MBH05-06T 5.4mm  6  59mm  1:1/2:1  0.94ml  White 
MBH05-12D 5.4mm  12  82mm  1:1/2:1  1.52ml  White 
MBH05-14D 5.4mm  14  112mm  1:1/2:1  1.91ml  White 
MBH05-16T 5.4mm  16  111mm  1:1/2:1  2.10ml  White 
MBH05-20T 5.4mm  20  133mm  1:1/2:1  2.40ml  White 
MBH06-11D 6.5mm  11  89mm  1:1/2:1  2.28ml  White 
MBH06-16T 6.5mm  16  131mm  1:1/2:1  3.10ml  White 
MBH06-20T 6.5mm  20  157mm  1:1/2:1  3.90ml  White 
MBH07-11D 7.5mm  11  92mm  1:1/2:1  3.05ml  White 

MBQ05-16L 5.3mm  16  91mm  1:1/2:1  1.88ml  Green 
MBQ05-24L 5.3mm  24  122mm  1:1/2:1  2.60ml  Green 

MBHX03-16S 3mm  16  77mm  4:1/10:1 0.60ml  Orange 
MBHX04-16D 4mm  16  87mm  4:1/10:1 1.05ml  Orange 
MBHX04-16S 4mm  16  96mm  4:1/10:1 1.20ml  Orange 
MBHX05-12D 5.4mm  12  83mm  4:1/10:1 1.52ml  Orange 
MBHX05-16T 5.4mm  16  111mm  4:1/10:1 2.10ml  Orange 
MBHX05-20T 5.4mm  20  133mm  4:1/10:1 2.40ml  Orange 
MBHX06-16D 6.5mm  16  131mm  4:1/10:1 3.10ml  Orange 
MBHX06-16T 6.5mm  16  131mm  4:1/10:1 3.04ml  Orange 
MBHX06-20T 6.5mm  20  157mm  4:1/10:1 3.79ml  Orange 

MBQX05-16L 5.3mm  16  91mm  4:1/10:1 1.72ml  Orange 
MBQX05-24L 5.3mm  24  122mm  4:1/10:1 2.37mm Orange 

Codes with “D” indicate straight tip. “T” is a stepped tip end. “S” is a tapered tip end and “L” is a luer lock end. 
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C System Dual Cartridge 200ml/ 400ml/ 600ml 

Dual Cartridges & Nozzles 

C System Mixer Nozzles 

Code  ID  Elements Length  Mix Ratio Volume Colour  
MC03-08T 3mm  8  38mm  1:1/2:1  0.19ml  White 
MC05-18T 5mm  18  122mm  1:1/2:1  2.10ml  White 
MC05-24T 5mm  24  150mm  1:1/2:1  2.30ml  White 
MC05-32T 5mm  32  188mm  1:1/2:1  2.60ml  White 
MC06-18T 6mm  18  150mm  1:1/2:1  3.60ml  White 
MC06-24T 6mm  24  187mm  1:1/2:1  4.20ml  White 
MC06-32T 6mm  32  234mm  1:1/2:1  5.00ml  White 
MC08-18T 8mm  18  178mm  1:1/2:1  6.70ml  White 
MC08-24T 8mm  24  225mm  1:1/2:1  8.50ml  White 
MC08-32T 8mm  32  287mm  1:1/2:1  10.90ml White 
MC10-18T 10mm  18  215mm  1:1/2:1  12.30ml White 
MC10-20D 10mm  20  215mm  1:1/2:1  12.60ml White 
MC10-24D 10mm  24  257mm  1:1/2:1  15.30ml White 
MC10-24T 10mm  24  277mm  1:1/2:1  14.60ml White 
MC10-32T 10mm  32  352mm  1:1/2:1  17.70ml White 
MC13-12T 13mm  12  170mm  1:1/2:1  14.70ml White 
MC13-18T 13mm  18  232mm  1:1/2:1  21.00ml White 
MC13-24T 13mm  24  294mm  1:1/2:1  27.30ml White 
MC13-32T 13mm  32  379mm  1:1/2:1  35.70ml White 

MCHX08-18T 8mm  18  183mm  4:1/10:1 6.40ml  Orange 
MCHX08-24T 8mm  24  231mm  4:1/10:1 9.30ml  Orange 
MCHX10-12T 10mm  12  157mm  4:1/10:1 9.60ml  Orange 
MCHX10-18T 10mm  18  216mm  4:1/10:1 11.90ml Orange 
MCHX10-24T 10mm  24  276mm  4:1/10:1 16.20ml Orange 
MCHX13-12T 13mm  12  192mm  4:1/10:1 11.60ml Orange 

MCQ05-24L 5.3mm  24  127mm  1:1/2:1  3.46ml  Green 
MCQ07-24T 7.5mm  24  130mm  1:1/2:1  6.19ml  Green 
MCQ08-24T 8.7mm  24  147mm  1:1/2:1  8.44ml  Green 
MCQ08-32T 8.7mm  32  186mm  1:1/2:1  10.37ml Green 
MCQ10-24T 10.7mm 24  172mm  1:1/2:1  14.04ml Green 
MCQ10-32T 10.7mm 32  220mm  1:1/2:1  18.45ml Green 

MGQ08-18T 8.7mm  18  129mm  ALL   6.70ml  Green 
MGQ08-20D 8.7mm  20  142mm  ALL  7.57ml  Green 
MGQ08-20T 8.7mm  20  142mm  ALL  7.34ml  Green 
MGQ08-24D 8.7mm  24  161mm  ALL  8.61ml  Green 
MGQ08-24T 8.7mm  24  161mm  ALL  8.76ml  Green  
MGQ10-16D 10.7mm 16  158mm  ALL  12.69ml Green 
MGQ10-19D 10.7mm 19  158mm  ALL  12.15ml Green 
MGQ10-24D 10.7mm 24  187mm  ALL  14.49ml Green 

Code  Size  Colour  Mix Ratio Material Nozzle Type 
422026  200ml  White  1:1  Polypro  Bell Mouth 
422001  200ml  White  2:1  Polypro  Bell Mouth 
422401  200ml  White  4:1  Polypro  Bell Mouth 
422033  200ml  White  10:1  Polypro  Bell Mouth 
400011  400ml  White  1:1  Polypro  Bell Mouth 
400021  400ml  White  2:1  Polypro  Bell Mouth 
400041  400ml  White  4:1  Polypro  Bell Mouth 
400101  400ml  White  10:1  Polypro  Bell Mouth 
600011  600ml  White  1:1  Polypro  Bell Mouth 
600101  600ml  White  10:1  Polypro  Bell Mouth 

Set includes moulded 
cartridge, dual wiper 
pistons, plunger rod 
and nozzle cap. 
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F System Dual Cartridge 200ml/ 400ml 
Code  Size  Colour  Mix Ratio Material Nozzle Type 
112390  200ml  White  1:1  Polypro  Dual Hole Cap 
112391  200ml  White  1:1  PA  Dual Hole Cap 
112398  200ml  White  2:1  Polypro  Dual Hole Cap 
112400  200ml  White  2:1  PA  Dual Hole Cap 
112393  200ml  White  4:1  Polypro  Dual Hole Cap 
116319  200ml  White  4:1  PA  Dual Hole Cap 
112402  200ml  White  10:1  Polypro  Dual Hole Cap 
116053  200ml  White  10:1  PA  Dual Hole Cap 

112410  400ml  White  1:1  Polypro  Dual Hole Cap 
128011  400ml  White  1:1  PA  Dual Hole Cap 
112407  400ml  White  2:1  Polypro  Dual Hole Cap 
112408  400ml  White  2:1  PA  Dual Hole Cap 
112397  400ml  White  4:1  Polypro  Dual Hole Cap 
116140  400ml  White  4:1  PA  Dual Hole Cap 
113745  400ml  White  10:1  Polypro  Dual Hole Cap 
116089  400ml  White  10:1  PA  Dual Hole Cap 

F System Mixer Nozzles 

Code  ID  Elements Length  Mix Ratio Volume Colour  
MFH06-18T 6mm  18  156mm  1:1/2:1  4.36ml  White 
MFH06-24T 6mm  24  194mm  1:1/2:1  5.40ml  White 
MFH06-32T 6mm  32  245mm  1:1/2:1  6.65ml  White 
MFH08-18T 8mm  18  178mm  1:1/2:1  6.70ml  White 
MFH08-24T 8mm  24  234mm  1:1/2:1  9.30ml  White 
MFH08-32T 8mm  32  297mm  1:1/2:1  11.85ml White 
MFH10-18T 10mm  18  224mm  1:1/2:1  13.09ml White 
MFH10-24T 10mm  24  283mm  1:1/2:1  16.89ml White 
MFH10-32T 10mm  32  362mm  1:1/2:1  21.94ml White 

MFHX06-18T 6mm  18  156mm  4:1/10:1 4.16ml  Orange 
MFHX06-24T 6mm  24  194mm  4:1/10:1 5.20ml  Orange 
MFHX06-32T 6mm  32  245mm  4:1/10:1 6.56ml  Orange 
MFHX08-18T 8mm  18  187mm  4:1/10:1 7.28ml  Orange 
MFHX08-24T 8mm  24  234mm  4:1/10:1 9.14ml  Orange 
MFHX08-32T 8mm  32  296mm  4:1/10:1 11.55ml Orange 
MFHX10-18T 10mm  18  224mm  4:1/10:1 12.96ml Orange 
MFHX10-24T 10mm  24  283mm  4:1/10:1 16.70ml Orange 
MFHX10-32T 10mm  32  363mm  4:1/10:1 21.22ml Orange 

MFQ05-16L 5.3mm  16  100mm  1:1/2:1  2.90ml  Green 
MFQ05-24L 5.3mm  24  132mm  1:1/2:1  3.52ml  Green 
MFQ07-24T 7.5mm  24  137mm  1:1/2:1  6.11ml  Green 
MFQ08-24T 8.7mm  24  155mm  1:1/2:1  8.69ml  Green 
MFQ10-24T 10.7mm 24  181mm  1:1/2:1  14.75ml Green 

MFQX05-16L 5.3mm  16  101mm  4:1/10:1 3.07ml  Orange 
MFQX05-24L 5.3mm  24  132mm  4:1/10:1 3.69ml  Orange 
MFQX07-24T 7.5mm  24  137mm  4:1/10:1 6.28ml  Orange 
MFQX08-24T 8.7mm  24  155mm  4:1/10:1 8.86ml  Orange 
MFQX10-24T 10.7mm 24  181mm  4:1/10:1 14.92ml Orange 

Dual Cartridges & Nozzles 

Set includes moulded 
cartridge, dual wiper 
pistons, plunger rod 
and nozzle cap. 
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K System Manual Dual Syringe Sets 

Code  Size  Colour  Mix Ratio Material Included 

116436  2.5ml  White  1:1  Polypro  Syringe, Lip Seal Piston, Grey Cap Dust, without plunger 
116437  2.5ml  White  1:1  Polypro  Syringe, Silicone O-Ring Piston, Grey Cap Dust, without plunger 
103128  2.5ml  White  1:1  Polyethylene Plunger Only 

Dual Cartridges & Nozzles 

Code  Size  Colour  Mix Ratio Material Included 

301634  3ml  Clear  1:1  Polypro  Syringe, Plunger Rod, Nozzle 

Code  Size  Colour  Mix Ratio Material Included 

116438  5ml  White  1:1  Polypro  Syringe, Lip Seal Piston, Grey Cap Dust, without plunger 
116439  5ml  White  1:1  Polypro  Syringe, Silicone O-Ring Piston, Grey Cap Dust, without plunger 
113403  5ml  White  1:1  Polyethylene Plunger Only 

Code  Size  Colour  Mix Ratio Material Included 

116440  10ml  White  1:1  Polypro  Syringe, Lip Seal Piston, Grey Cap Dust, without plunger 
116441  10ml  White  1:1  Polypro  Syringe, Silicone O-Ring Piston, Grey Cap Dust, without plunger 
113401  10ml  White  1:1  Polyethylene Plunger Only 

Code  Size  Colour  Mix Ratio Material Included 

116442  10ml  White  10:1  Polypro  Syringe, Lip Seal Piston, Grey Cap Dust, without plunger 
116435  10ml  White  10:1  Polypro  Syringe, Silicone O-Ring Piston, Grey Cap Dust, without plunger 
116571  10ml  White  10:1  PBT  Syringe, Lip Seal Piston, Grey Cap Dust, without plunger 
113371  10ml  White  10:1  Polyethylene Plunger Only 
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K System Manual Mix Nozzles 

Dual Cartridges & Nozzles 

Code  ID  Elements Length  Mix Ratio Volume Colour  Outlet 

114252  2.5mm  8  33.4mm 1:1/2:1  0.14ml  Grey  Straight 
114246  2.5mm  8  39.7mm 1:1/2:1  0.19ml  Grey  Tapered 
114253  2.5mm  12  46.2mm 1:1/2:1  0.23ml  Grey  Straight 
114249  2.5mm  12  49.7mm 1:1/2:1  0.23ml  Grey  Tapered 
115686  2.5mm  16  59.7mm 1:1/2:1  0.27ml  Grey  Tapered 
114254  3.2mm  12  56.0mm 1:1/2:1  0.39ml  Grey  Straight 
114250  3.2mm  12  61.0mm 1:1/2:1  0.39ml  Grey  Tapered 
114251  3.2mm  16  74.0mm 1:1/2:1  0.49ml  Grey  Tapered 

Code  ID  Elements Length  Mix Ratio Volume Colour  Outlet 

114260  2.5mm  8  36.2mm 4:1/10:1 0.19ml  Grey  Straight 
114255  2.5mm  8  39.7mm 4:1/10:1 0.19ml  Grey  Tapered 
114261  2.5mm  12  46.2mm 4:1/10:1 0.23ml  Grey  Straight 
114256  2.5mm  12  49.7mm 4:1/10:1 0.23ml  Grey  Tapered 
114257  2.5mm  16  59.7mm 4:1/10:1 0.27ml  Grey  Tapered 
114262  3.2mm  12  56.0mm 4:1/10:1 0.39ml  Grey  Straight 
114258  3.2mm  12  61.0mm 4:1/10:1 0.39ml  Grey  Tapered 
114259  3.2mm  16  74.0mm 4:1/10:1 0.49ml  Grey  Tapered 

1:1/ 2:1 Ratios 

4:1/ 10:1 Ratios 
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Machine Grade Static Mixer Nozzles 

Dual Cartridges & Nozzles 

ME Series Machine Mixers 

Important: For health and safety reasons, safety shrouds must be used at all times.  

For high pressure, Ø of bell mouth housing 15.9 mm 

Code  Elements ID  Outlet  Length  Max Pressure  

ME05-24T 24  5.0mm  1.5mm  149mm  33 BAR 
ME05-32T 32  5.0mm  1.5mm  188mm  33 BAR 
ME06-24T 24  6.4mm  1.8mm  186mm  33 BAR 
ME06-32T 32  6.4mm  1.8mm  235mm  33 BAR 
ME06-48T 48  6.4mm  2.4mm  334mm  33 BAR 
ME08-24T 24  8.0mm  2.4mm  223mm  33 BAR 
ME08-32T 32  8.0mm  2.4mm  289mm  33 BAR 
ME10-24T 24  10.0mm 3.0mm  276mm  33 BAR 
ME10-32T 32  10.0mm 3.0mm  355mm  33 BAR 
ME13-24T 24  13.0mm 4.0mm  350mm  33 BAR 
ME13-32T 32  13.0mm 4.0mm  378mm  33 BAR 

Code  Elements ID  Outlet  Length  Max Pressure  

102455  12 + 32  10/8mm 2.4mm  409mm  22 BAR 
102458  12 + 32  13/10mm 7.2mm  499mm  17 BAR 

For high pressure with C-interface 4:1/10:1 ME Series Machine Mixers 

MEF Series Machine Mixers For high pressure with F-interface 1:1/2:1 

Code  Elements ID  Outlet  Length  Max Pressure  

MEF06-24T 24  6.4mm  1.8mm  195mm  30 BAR 
MEF06-32T 32  6.4mm  1.8mm  245mm  30 BAR 
MEF08-24T 24  8.0mm  2.4mm  235mm  27 BAR 
MEF08-32T 32  8.0mm  2.4mm  299mm  27 BAR 
MEF10-24T 24  9.9mm  3.0mm  280mm  22 BAR 
MEF10-32T 32  9.9mm  3.0mm  360mm  22 BAR 
MEF13-18T 18  13.0mm 4.0mm  235mm  17 BAR 
MEF13-24T 24  13.0mm 4.0mm  296mm  17 BAR 

MEFX Series Machine Mixers For high pressure with F-interface 4:1/10:1 

Code  Elements ID  Outlet  Length  Max Pressure  

MEFX06-18T 18  6.4mm  1.8mm  157mm  30 BAR 
MEFX08-18T 18  8.0mm  2.4mm  185mm  27 BAR 
MEFX10-18T 18  9.9mm  3.0mm  222mm  22 BAR 
MEFX13-18T 18  13.0mm 4.0mm  235mm  17 BAR 
MEFX13-24T 24  13.0mm 4.0mm  296mm  17 BAR 
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Machine Grade Static Mixer Nozzles 
Dual Cartridges & Nozzles 

MS Series Machine Mixers 

Important: For health and safety reasons, safety shrouds must be used at all times.  

Code  Elements ID  Outlet  Length  Max Pressure  

MS05-24T 24  5.0mm  1.5mm  149mm  33 BAR 
MS05-32T 32  5.0mm  1.5mm  188mm  33 BAR 
MS06-24T 24  6.4mm  1.8mm  186mm  30 BAR 
MS06-32T 32  6.4mm  1.8mm  235mm  30 BAR 
MS06-48T 48  6.4mm  2.4mm  334mm  30 BAR 
MS06-56L 56  6.4mm  4.5mm  378mm  30 BAR 
MS06-56D 56  6.4mm  4.5mm  378mm  30 BAR 
MS08-24T 24  8.0mm  2.4mm  223mm  27 BAR 
MS08-32T 32  8.0mm  2.4mm  289mm  27 BAR 
MS10-18T 18  10.0mm 3.0mm  214mm  22 BAR 
MS10-24T 24  10.0mm 3.0mm  276mm  22 BAR 
MS10-32T 32  10.0mm 3.0mm  355mm  22 BAR 
MS13-12G 12  13.0mm 10.0mm 159mm  17 BAR 
MS13-18G 18  12.8mm 10.0mm 223mm  17 BAR 
MS13-24T 24  13.0mm 4.0mm  293mm  17 BAR 
MS13-32T 32  13.0mm 4.0mm  378mm  17 BAR 
MS13-36T 36  13.0mm 4.0mm  397mm  17 BAR 

For high pressure, Ø of bell mouth housing 16.7 mm 

MR Series Machine Mixers 

Code  Elements ID  Outlet  Length  Max Pressure  

MSR06-12T 12  6.4mm  1.8mm  112mm  30 BAR 
MSR08-12T 12  8.0mm  2.4mm  130mm  27 BAR 
MSR10-12T 12  10.0mm 3.0mm  155mm  22 BAR 
MSR13-12T 12  13.0mm 4.0mm  197mm  17 BAR 

For low viscosity 2-component reactive resin systems / Ø of bell mouth housing 16.7 mm  

Industrial Machine Mixer Safety Shrouds 

Code  Description      ID  OD  Length  

114335  Shroud for MS Mixer, aluminium alloy,  anodized  8.2mm  11.5mm 146mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 14 UNC thread 
114340  Shroud for MS Mixer, aluminium alloy,  anodized  8.2mm  11.5mm 185mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 14 UNC thread 
114336  Shroud for MS Mixer, aluminium alloy,  anodized  10.2mm 14.0mm 180mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 14 UNC thread 
114341  Shroud for MS Mixer, aluminium alloy,  anodized  10.2mm 14.0mm 229mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 14 UNC thread 
114348  Shroud for MS Mixer, aluminium alloy,  anodized  10.7mm 15.0mm 329mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 14 UNC thread 
114347  Shroud for MS Mixer, aluminium alloy,  anodized  10.7mm 15.0mm 384mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 14 UNC thread 

 High quality safety shrouds for MS mixers 
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Dual Cartridges & Nozzles 
Industrial Machine Mixer Safety Shrouds 

Code  Description      ID  OD  Length  
114337  Shroud for MS Mixer, aluminium alloy,  anodized  12.2mm 16.0mm 215mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 14 UNC thread 
114342  Shroud for MS Mixer, aluminium alloy,  anodized  12.2mm 16.0mm 279mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 14 UNC thread 
114338  Shroud for MS Mixer, aluminium alloy,  anodized  14.2mm 19.0mm 266mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 14 UNC thread 
114343  Shroud for MS Mixer, aluminium alloy,  anodized  14.2mm 19.0mm 342mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 14 UNC thread 
114367  Shroud for MS Mixer, aluminium alloy,  anodized  17.2mm 23.0mm 281mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 14 UNC thread 
114369  Shroud for MS Mixer, aluminium alloy,  anodized  17.2mm 23.0mm 366mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 14 UNC thread 

 High quality safety shrouds for MS mixers 

 High quality safety shrouds for ME mixers 

Code  Description      ID  OD  Length  
114351  Shroud for MS Mixer, aluminium alloy,  anodized  8.2mm  11.5mm 146mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 9 UNC thread 
114356  Shroud for MS Mixer, aluminium alloy,  anodized  8.2mm  11.5mm 185mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 9 UNC thread 
114352  Shroud for MS Mixer, aluminium alloy,  anodized  10.2mm 14.0mm 180mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 14 UNC thread 
114357  Shroud for MS Mixer, aluminium alloy,  anodized  10.2mm 14.0mm 229mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 9 UNC thread 
114349  Shroud for MS Mixer, aluminium alloy,  anodized  10.7mm 15.0mm 329mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 9 UNC thread 
114365  Shroud for MS Mixer, aluminium alloy,  anodized  10.7mm 15.0mm 384mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 9 UNC thread 
114353  Shroud for MS Mixer, aluminium alloy,  anodized  12.2mm 16.0mm 215mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 9 UNC thread 
114358  Shroud for MS Mixer, aluminium alloy,  anodized  12.2mm 16.0mm 279mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 9 UNC thread 
114354  Shroud for MS Mixer, aluminium alloy,  anodized  14.2mm 19.0mm 266mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 9 UNC thread 
114359  Shroud for MS Mixer, aluminium alloy,  anodized  14.2mm 19.0mm 342mm 
  finish, nut across flats 27.0 mm (1 1/16"), 
  optional fitting 7/8" - 9 UNC thread 
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TS6500 Auto Series Techkit/ Semkit Mixer 

Techkit Cartridges & Mixers 

The TS6500 Series cartridge mixer machine provides complete automatic mixing 
of two-component material filled in a cartridge kit. The feature rich TS6500 Series 
mixer   accommodates all standard size cartridge kits ranging from 2.5 oz (74ml) 
to 20 oz. (591ml) and is immediately usable anywhere in the world with its      
accompanying tools, accessories and a universal power supply.  

Description 
Size: 15.7”W x 21.2”D x 40.6”H (398mm x 538mm x 1032mm) 
Weight: 80 lb (36kg) 
Internal Voltage: 120-230VAC, 50-60 Hz, 2 Amp 
Motor Speed: 139 RPM 
Air Inlet: 80 psi (5.5 Bar) 
Min. Stroke Speed: 33 Strokes/minute (fully extended) 
Meets or exceeds: CE, cTUV-us 
Warranty: 1 year  

Part number   Description  
TS6500CIM-6   Cartridge Mixer for 2.5 (74ml), 6 oz. (177ml), 8 oz. (237ml) kit 
TS6500CIM-20  Cartridge Mixer for 20 oz. (591ml) kit 
CK6500-6   Conversion Kit for 2.5, 6, 8 oz. kit 
CK6500-10   Conversion kit for 1/10 gal kit 
CK6500-20   Conversion kit for 20 oz. kit 

Key Features:  
• Universal power supply for worldwide use 
• Automatic fluid level sensing device for all kit sizes – No need to set stroke length 
• Automatically injects hardener into resin to provide uniform mixed material 
• Robust, high torque motor to handle high viscosity material 
• Safety features include safety enclosure, emergency stop button and two-hand start 
• User programmable manual and automatic mixing cycle settings 
• 10 programmable memories for storing and recalling most frequently used mix cycle 
• Quick and easy to replace cartridge holder and plunger - No tool needed 
• User friendly firmware for easy setup 
• Robust  and sturdy platform for heavy industrial used 
• RoHS, WEEE compliance 

285E/285A Manual Series Techkit/ Semkit Mixer 

Part number   Description  
234535   Cartridge Mixer 285E 220VAC 
229340    Cartridge Mixer 285A 110VAC 

The model 285 Techkit/ Semkit package mixer assists in mixing filled packages. The drive spindle rotates the mixing 
rod while the operator strokes the cartridge vertically, permitting the rotating dasher to thoroughly mix the materials. 
The bell timer alerts the operator when the mix cycle is completed. Description 

Weight: 10 lb (4.55kg) 
Internal Voltage: 120VAC or 220VAC 
Motor Speed: 130 RPM 
Meets or exceeds: CE 
Warranty: 1 year  

Manual Mixer Tool 
The mini-mixer easily fits into any air or electric drill 
with a 3/8” chuck and will work with both injection 
and barrier style packages. 

Part number   Description  
209941   Stainless Steel Mix Fitting 
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Techkit Dual Cartridges 

Techkits - Two Component Cartridge Packaging and Mixing 
The Techkit is a compact and simple method of packaging two or three component resin systems into a 2 1/2, 6, 8, 20 
ounce or 1/10 gallon cartridge. The kit mechanically separates the base and hardener until they are ready to be used. 
An internal mixing head provides a thorough blend for all types of compounds. When the job has been completed, the 
entire package is disposed of: no clean up or physical contact with the resin. Reliability is increased with accurate   
compound ratios, complete mixing and proper application techniques.  

Barrier Type 
For compounds with a Minimum demand of 23ml Hardener the catalyst and 
base are separated by an aluminium barrier formed over the mixing head. 

Injection Type 
For compounds with a Maximum demand of 12.5ml or less the catalyst is 
contained inside the valved mixing rod while the base is in the cartridge. 

Barrier/Injection Type 
For three component compounds, components of both Injection and Barrier 
are combined. 

Techkit Components 
Mix Heads 
Part Number  Description 
110-340  1/10 gal. (325ml) Mix Head 
110-350  1/10 gal. (325ml) Foiled Mix Head 
600-200  Open Mix Head 
600-300  Wheel Mix Head 
600-310  Foiled Wheel Mix Head 
600-320  Half Closed Circle Mix Head 
600-330  Foiled Half Closed Circle Mix Head 
600-360  20 oz. (591ml) Wheel Mix Head 
600-370  20 oz. (591ml) Foiled Wheel Mix Head 
600-380  20 oz. (591ml) Spoked Wheel Mix Head 

600-360  

600-370  

110-350  

600-330  

110-340 600-200  

600-310  600-300  

Rods 
Part Number  Description 
600-080  8" (203.2mm) Ram Rod 
600-100  6" (152.4mm) Plugged Rod 
610-100A  6" (152.4mm) Valved Rod with Piston 
800-100  8" (203.2mm) Plugged Rod 
810-100A  8" (203.2mm) Valved Rod with Piston 

ϲϬϬ-ϬϴϬ 

ϲϬϬ-ϭϬϬ 

ϲϭϬ-ϭϬϬ� 

ϴϬϬ-ϭϬϬ 

ϴϭϬ-ϭϬϬ� 
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Complete Techkits 

Techkit Dual Cartridges 

WĂƌƚ��ŽĚĞ ^ŝǌĞ�   dǇƉĞ�  �ĂƌƚƌŝĚŐĞ� WůƵŶŐĞƌ� �ĂƉ� Dŝǆ�,ĞĂĚ� ZŽĚ�  ZĂŵ�ZŽĚ 
ϭϭϬ-ϴϬ� ϭͬϭϬ�ŐĂů͘�;ϯϮϱŵůͿ� /ŶũĞĐƟŽŶ� d^ϭϭϬ�� d^ϮWt� d^ϰ�� ϭϭϬ-ϯϰϬ� ϴϭϬ-ϭϬϬ�� ϲϬϬ-ϬϴϬ� 
ϭϭϬ-ϴϭ� ϭͬϭϬ�ŐĂů͘�;ϯϮϱŵůͿ� �ĂƌƌŝĞƌ� d^ϭϭϬ�� d^ϮWt� d^ϰ�� ϭϭϬ-ϯϱϬ� ϴϬϬ-ϭϬϬ�  
ϭϭϬ-ϴϭd� ϭͬϭϬ�ŐĂů͘�;ϯϮϱŵůͿ� dĂƉĞĚ��ĂƌƌŝĞƌ�d^ϭϭϬ�� d^ϮWt� d^ϰ�� ϭϭϬ-ϯϱϬ� ϴϬϬ-ϭϬϬ� 
ϮϱϬ-ϲϬ� Ϯ�ϭͬϮ�Žǌ͘�;ϳϰŵůͿ� /ŶũĞĐƟŽŶ� d^Ϯϱ��  d^ϭtW� d^Ϯ�� ϲϬϬ-ϮϬϬ� ϲϭϬ-ϭϬϬ�� ϲϬϬ-ϬϴϬ� 
ϮϱϬ-ϲϭ� Ϯ�ϭͬϮ�Žǌ͘�;ϳϰŵůͿ� �ĂƌƌŝĞƌ� d^Ϯϱ��  d^ϭtW� d^Ϯ�� ϲϬϬ-ϯϭϬ� ϲϬϬ-ϭϬϬ� 
ϮϱϬ-ϲϭd� Ϯ�ϭͬϮ�Žǌ͘�;ϳϰŵůͿ� dĂƉĞĚ��ĂƌƌŝĞƌ�d^Ϯϱ��  d^ϭtW� d^Ϯ�� ϲϬϬ-ϯϭϬ� ϲϭϬ-ϭϬϬ� 
ϮϱϬ-ϴϬ� Ϯ�ϭͬϮ�Žǌ͘�;ϳϰŵůͿ� /ŶũĞĐƟŽŶ� d^Ϯϱ��  d^ϭtW� d^Ϯ�� ϲϬϬ-ϮϬϬ� ϴϭϬ-ϭϬϬ�� ϲϬϬ-ϬϴϬ� 
ϮϱϬ-ϴϭ� Ϯ�ϭͬϮ�Žǌ͘�;ϳϰŵůͿ� �ĂƌƌŝĞƌ� d^Ϯϱ��  d^ϭtW� d^Ϯ�� ϲϬϬ-ϯϭϬ� ϴϬϬ-ϭϬϬ� 
ϮϱϬ-ϴϭd� Ϯ�ϭͬϮ�Žǌ͘�;ϳϰŵůͿ� dĂƉĞĚ��ĂƌƌŝĞƌ�d^Ϯϱ��  d^ϭtW� d^Ϯ�� ϲϬϬ-ϯϭϬ� ϴϬϬ-ϭϬϬ� 
ϲϬϬ-ϲϬ� ϲ�Žǌ͘�;ϭϳϳŵůͿ�  /ŶũĞĐƟŽŶ� d^ϲϬ��  d^ϭtW� d^Ϯ�� ϲϬϬ-ϮϬϬ� ϲϭϬ-ϭϬϬ�� ϲϬϬ-ϬϴϬ� 
ϲϬϬ-ϲϭ� ϲ�Žǌ͘�;ϭϳϳŵůͿ�  �ĂƌƌŝĞƌ� d^ϲϬ��  d^ϭtW� d^Ϯ�� ϲϬϬ-ϯϭϬ� ϲϬϬ-ϭϬϬ� 
ϲϬϬ-ϲϭd� ϲ�Žǌ͘�;ϭϳϳŵůͿ�  dĂƉĞĚ��ĂƌƌŝĞƌ�d^ϲϬ��  d^ϭtW� d^Ϯ�� ϲϬϬ-ϯϭϬ� ϲϬϬ-ϭϬϬ� 
ϲϬϬ-ϴϬ� ϲ�Žǌ͘�;ϭϳϳŵůͿ�  /ŶũĞĐƟŽŶ� d^ϲϬ��  d^ϭtW� d^Ϯ�� ϲϬϬ-ϮϬϬ� ϴϭϬ-ϭϬϬ�� ϲϬϬ-ϬϴϬ� 
ϲϬϬ-ϴϭ� ϲ�Žǌ͘�;ϭϳϳŵůͿ�  �ĂƌƌŝĞƌ� d^ϲϬ��  d^ϭtW� d^Ϯ�� ϲϬϬ-ϯϭϬ� ϴϬϬ-ϭϬϬ� 
ϲϬϬ-ϴϭd� ϲ�Žǌ͘�;ϭϳϳŵůͿ�  dĂƉĞĚ��ĂƌƌŝĞƌ�d^ϲϬ��  d^ϭtW� d^Ϯ�� ϲϬϬ-ϯϭϬ� ϴϬϬ-ϭϬϬ� 
ϴϬϬ-ϴϬ� ϴ�Žǌ͘�;ϮϯϳŵůͿ�  /ŶũĞĐƟŽŶ� d^ϴϬ��  d^ϭtW� d^Ϯ�� ϲϬϬ-ϮϬϬ� ϴϭϬ-ϭϬϬ�� ϲϬϬ-ϬϴϬ� 
ϴϬϬ-ϴϭ� ϴ�Žǌ͘�;ϮϯϳŵůͿ�  �ĂƌƌŝĞƌ� d^ϴϬ��  d^ϭtW� d^Ϯ�� ϲϬϬ-ϯϭϬ� ϴϬϬ-ϭϬϬ� 
ϴϬϬ-ϴϭd� ϴ�Žǌ͘�;ϮϯϳŵůͿ�  dĂƉĞĚ��ĂƌƌŝĞƌ�d^ϴϬ��  d^ϭtW� d^Ϯ�� ϲϬϬ-ϯϭϬ� ϴϬϬ-ϭϬϬ� 
ϮϬϬ-ϴϬ� ϮϬ�Žǌ͘�;ϱϵϭŵůͿ� /ŶũĞĐƟŽŶ� d^ϮϬ��  d^ϮϬW�  d^ϲ�� ϲϬϬ-ϯϲϬ� ϴϭϬ-ϭϬϬ�� ϲϬϬ-ϬϴϬ� 
ϮϬϬ-ϴϭ� ϮϬ�Žǌ͘�;ϱϵϭŵůͿ� �ĂƌƌŝĞƌ� d^ϮϬ��  d^ϮϬW�  d^ϲ�� ϲϬϬ-ϯϳϬ� ϴϬϬ-ϭϬϬ� 
ϮϬϬ-ϴϭd� ϮϬ�Žǌ͘�;ϱϵϭŵůͿ� dĂƉĞĚ��ĂƌƌŝĞƌ�d^ϮϬ��  d^ϮϬW�  d^ϲ�� ϲϬϬ-ϯϳϬ� ϴϬϬ-ϭϬϬ 

Techkits show the individual parts that make up the complete kit. All parts 
supplied are ready for material transfer, capping and storage. For mixing, 
consider the range or manual and automatic machine options. Once mixed, 
the cartridges are placed into a manual, pneumatic or battery applicator gun 
for controlled dispensing from a range of nozzles or dispense tips. 

Techkit Applicator Guns - for 2.5oz Size Techkits 
Code  Size  Gun Type Colour  Retainer Weight  
AD16-25 2.5oz  Manual  Black  Threaded 0.500kg 
221824  2.5oz  Manual  Silver  Threaded 0.450kg 
TS16-25 2.5oz  Manual  Black  Bayonet 0.500kg 
100A-25 2.5oz  Pneumatic Black  Threaded 0.650kg 
250255  2.5oz  Pneumatic Silver  Bayonet 0.550kg 
TS950-25-HA 2.5oz  Pneumatic Black  Bayonet 0.550kg 
250250B 2.5oz  Pneumatic Silver  Bayonet 0.450kg 
AD600-25 2.5oz  Battery  Black  Threaded 1.250kg 
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Techkit Dual Cartridge Applicators 

Techkit Applicator Guns - for 6oz Size Techkits 

Code  Size  Gun Type Colour  Retainer Weight  
AD16-60 6oz  Manual  Black  Threaded 0.500kg 
221830  6oz  Manual  Silver  Threaded 0.450kg 
TS16-60 6oz  Manual  Black  Bayonet 0.500kg 
100A-60 6oz  Pneumatic Black  Threaded 0.650kg 
250065  6oz  Pneumatic Silver  Bayonet 0.550kg 
TS950-60-HA 6oz  Pneumatic Black  Bayonet 0.550kg 
250060B 6oz  Pneumatic Silver  Bayonet 0.500kg 
AD600-60 6oz  Battery  Black  Threaded 1.250kg 

Techkit Applicator Guns - for 8oz Size Techkits 

Code  Size  Gun Type Colour  Retainer Weight  
AD16-80 8oz  Manual  Black  Threaded 0.525kg 
221832  8oz  Manual  Silver  Threaded 0.500kg 
TS16-80 8oz  Manual  Black  Bayonet 0.525kg 
100A-80 8oz  Pneumatic Black  Threaded 0.650kg 
250085  8oz  Pneumatic Silver  Bayonet 0.550kg 
TS950-60-HA 8oz  Pneumatic Black  Bayonet 0.550kg 
250080B 8oz  Pneumatic Silver  Bayonet 0.500kg 
AD600-80 8oz  Battery  Black  Threaded 1.250kg 

Techkit Applicator Guns - for 1/10 Gallon Size Techkits 

Code  Size  Gun Type Colour  Retainer Weight  
AD16-110 10oz  Manual  Black  Threaded 0.525kg 
H40PS  10oz  Manual  Red  Open  0.350kg 
100A-10 10oz  Pneumatic Black  Threaded 0.650kg 
C-110CXO 10oz  Pneumatic Silver  Threaded 0.550kg 
AD600-110 10oz  Battery  Black  Threaded 1.250kg 
AD300CCG 10oz  Battery  Orange  Threaded 1.150kg 

Techkit Applicator Guns - for 20oz Size Techkits 
Code  Size  Gun Type Colour  Retainer Weight  
230274  10oz  Manual  Silver  Threaded 1.050kg 
231218  20oz  Pneumatic Black  Threaded 1.300kg 

Sealant Scrapers, Smoothing Tools and Spatulas 
Code  Type  Colour  Width  Length  Thickness 
TS175-4 Scraper Red  3/4”  5-34”  3/16” 
1275-000-003 Spatula  Blue  0.28”  7.2”   
1275-000-002 Spatula  Blue  0.38”/0.19” 7.2” 
1275-000-001 Spatula  Blue  0.38”/0.50” 7.2” 
TS1275-KP Spatula Kit Blue  3 Sizes  7.2” 
AD-SR3KIT Spatula Kit Orange  3 Sizes  7.0” 
AD16582 Spatula Kit Yellow  3 Sizes  7.2” 

Red Celcon scrapers for the removal of sealants, epoxies, silicones, etc. 
from surfaces. Spatulas for smoothing materials. 
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