PRE-WIRED 3 WAY TOGGLE SWITCH HOOKUP INSTRUCLTIONS

THANK YOU FOR YOUR PURCHASE OF DUR 5TRANDED CORE WIRE PRE-WIRED 3 WAY TOGGLE SWITCH FOR EMG PICKUPS BY THE 24 VOLT MDD™.
INSTALLATION IS FAST AND EASY. YOU CAN USE THE PUSH ON CONNECTORS OR SCREW TERMINAL CONNECTION. THIS PROVIDES 2 EASY OPTIONS FOR HOOKUP.

OPTION # 1: (RECOMMENDED) TAKE EACH [Illllll]-WIIlE AND PUSH IT FIRMLY ONTO THE CORRESPONDING PIN ON THE POWER BUSS.
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OPTION # 2: (SEENOTE) CUT OFF THE DUPONT CONNECTORS FROM EACH WIRE AND STRIP BACK THE END OF EACH WIRE.
LOOSEN THE CORRESPONDING SCREWS ON THE POWER BUSS5 AND INSERT EACH COLORED WIRE INTO THE CORRESPONDING SCREW HOLE AND TIGHTEN FIRMLY.
* PLEASE NOTE: IF YOU CHODSE TO CUT OFF THE CONNECTORS, YOU WILL NOT BE ABLE TO REUSE OR ATTACH THEM BACK TO THE SWITCH.

WITH EITHER INSTALLATION OPTION YOU CAN REVERSE THE RED OR YELLOW WIRE TO CHANGE THE SELECTOR SWITCH ORIENTATION WITHOUT THE NEED TO REMOVE IT FROM THE GUITAR.
DUR SWITCHES ARE METRIC AND PROVIDE A UNIVERSAL FIT FOR AMERICAN & IMPORT GUITARS THAT USE A TOGGLE STYLE SELECTOR SWITCH.
EACH SWITCH IS HAND ASSEMBLED AND TESTED PRIOR TO SHIPPING.

AWARNING:A
| CHOKING ANDSUFFOCATION HAZARD!

CONTAINS SMALL PARTS WHICH POSE A CHOKING HAZARD. PLASTIC WRAP POSES A SUFFOCATION RISK.

KEEP AWAY FROM CHILOREN AND PETS!

VISIT OUR WEBSITE FOR EVEN MORE GREAT PRODUCTS.
WWW.24vOLTMOD.CON

Use of this product is done so at the users own risk. We are not responsible for any damages accidental or incidental from use of the this product and all liability lies solely with the user.




