
Barkers Heritage Restoration 

The Facelift experts 

Façade 
restoration
Barker’s Heritage Restoration specialises 
in the repair and restoration of historic, 
period and listed buildings.
Including façade refurbishment, repair & 
renovation. We work with a number of 
prominent clients and have delivered 
conservation projects throughout Essex, 
London and the surrounding counties.

Our Brochure provide’s a complete priced 
package for either your Victorian, 
Edwardian or Georgian facade. 
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Barkers Heritage Restoration 

Our approach?  
Every project has its own unique building 
restoration specification, brick/stone repair match 
solution (both in colour and texture), and repointing 
approach (whether that be flush, weather struck, 
penny roll or tuck finish). Where required, we work 
within listed building and conservation guidelines to 
provide you with a building refurbishment solution 
that you can be proud of. We use the best 
technology, access methods, traditional skills and 
craftsmanship, to stabilise, clean, repair, fix and 
restore your building.  

2Barker’s completed facade refurbishment in South Woodford, London. 



Barkers Heritage Restoration 

Why restore my 
facade?  

1 Increase your curb  
appeal and value.  

2 Increase your 
homes 
breathability.  

3Preserve your 
homes heritage & 
integrity. 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Barkers Heritage Restoration 

Build your own 
package 

In our facelift package, price reflect’s on the labour 
intensity of each option. We provide 20 brick 
replacements free of charge with every job any 
further replacements will incur an extra cost of 
£10. 

Any brick piers or arches which need rebuilding 
will be priced accordingly.

Access 

We install fully sheeted access scaffolding to 
minimise dust extraction to provide peace of mind 
for you and your neighbours. Preparation works 
include protective sheeting of all windows and 
door’s prior to commencing.

Price - £700
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Barkers Heritage Restoration 

Cleaning and Removal 

Option 1 - Brick cleaning  

If your property is covered in paint or simply 
needs a good Clean our specialist Machine is 
unique in achieving temperatures up to 150 
degrees at the nozzle end - Making it a 
superheated water system 

Our system cleans stonework and masonry using 
high-temperature steam. Whilst the temperature 
in the system is high, the pressure on the surface 
being cleaned is very gentle and the volume of 
water is low. The surface is therefore not 
saturated and will be dry within minutes.

Price - £800

Option 2 - Pebbledash removal & Clean   
If your property is covered in pebbledash or 
render our experienced team can remove the 
substrate and clean the underlying brickwork. 
This method is by sanding back the brick by a few 
millimetres to provide the most deepest clean 
available.

Price - £3000
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Barkers Heritage Restoration 

Pointing  

Option 1 - Flush pointing  

Re-pointing your facade in a natural lime mortar 
complete with flush finish.

Price - £2500

Option 2 - Weather struck pointing  

Re-pointing your facade in a natural lime mortar 
complete with weather struck finish.

Price - £4000

Option 3 - Tuck pointing  

Re-pointing your facade in a natural lime mortar 
complete with a decorative tuck finish.

Price - £7000
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Barkers Heritage Restoration 

Stonework/Woodwork  

Option 1 - Touch up stonework  

Rub down stonework, masonry filler applied and 
painted with 3 coats of deluxe masonry paint.

Price - £1000

Option 2 - Lime rendered plinth  

Installation of a breathable lime rendered plinth 
and new air brick applied to lower level

Price - £1000
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Barkers Heritage Restoration 

Option 4 - Full stonework restoration  

Burn off paint to all stone including mullions, 
capitals, bases, and sills to all stone work to front. 
Once all paint is removed stone work to be 
rubbed down and filled with toupret, Edges of 
stone sills to be filled with toupret and profiles 
brought back. Profiles of base mouldings of all 
columns brought back to sharp profiles.Apply 3 
coats of masonry paint. This option will result in a 
longer lasting finish. 

Price - £2000

Option 4 - Woodwork 

Rub down and remove all loose paint, fill where 
necessary and paint (1 undercoat and 2 gloss/
eggshell) any further restoration works will be 
priced accordingly. - Door included.

Price - £1000
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We also offer…. 

1ROOF WORKS  

2 VICTORIAN 
TILED PATHS 

3Driveways & 
Landscape 
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Barkers Heritage Restoration 

Book a free site 
visit… 
Simply visit www.barkersheritage.co.uk 
and fill in our online form.

Alternatively,

Contact Aaron on 07971 347563
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