
WALL SECTION AT PLATFORM ACCESS
SCALE: 3/4" = 1'-0"213.1
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ON BOTH SIDES

EACH STAIR IF WALLS

TREADS FOR ACCESS.

PROVIDE (3) BOLT-ON

1 1/2" DIA. STEEL PIPE HANDRAIL

SEE STRUCTURAL DRAWINGS

CONTINUOUS EDGE ANGLE

3" HOOK ANCHOR BOLTS

WITH ¾" DIA. x 1'-0" WITH

3" x 2 ½" x ¼" x 0'-6"

CLIP ANGLE

WITH (2)½" NELSON STUD

4" x 4" x⅜" PLATE

WELD TO PLATE

     FOR STAIR DESIGN AND CONSTRUCTION.
     PERFORMANCE REQUIREMENTS OF SPECS

NOTE: GENERAL CONTRACTOR SHALL COMPLY WITH

PLATE TREAD �" THICK MINIMUM

BENT CHECKERED STEEL

MC10 STRINGER

PRIME AND PAINT

1"

7 5/8 "

7
 9

/1
6

 "

3
'-
0

"

STRUCTURAL DRAWINGS

METAL DECK - SEE

6" THICK CONCRETE OVER

1'-0"

3
'-
0

"

FLOOR WITH (2) 3/4" x 3"

3" x 3" x 1/4" x 0'-6"
STEEL ANGLE. BOLT TO

HEX HEAD EXPANSION BOLTS

ATTACHED EACH STRINGER WITH

BOTH SIDES

WELD-ON ANCHORS AT 16" O.C.

STRUCTURAL DRAWINGS

STEEL BEAM - SEE

4
'-
0

"
3
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4

"

Office

Access

Platform

CEILING SYSTEM

LAY-IN ACCOUSTICAL TILE

8" CMU - SEE STRUCTURAL FOR REINFORCING

PAINT WALLS AS SPECIFIED

4" RUBBER BASE

¼" EXPANSION JOINT MATERIAL

SEE STRUCTURAL FOR REINFORCING

4" THICK CONCRETE SLAB ON GRADE

FINISH FLOOR AS SCHEDULED

COMPACTED EARTH

SUB BASE AS SPECIFIED

LAP JOINTS 12" MINIMUM AND TAPE CONT.

15 MIL POLYETHYLENE VAPOR BARRIER

CONCRETE FOOTING - SEE STRUCTURAL DRAWINGS

SEE STRUCTURAL DRAWINGS FOR REINFORCING

TEMPERED GLASS IN STEEL FRAME

ICE AND WATER SHEILD OVER ENTIRE ROOF

(2) LAYERS ROOF INSULATION AS SPECIFIED

SEAM METAL ROOF

24 GA. STANDING

SOLID TO ROOF DECK

GROUT CMU WALL

PAINT WALLS AS SPECIFIED

PAINT AS SPECIFIED

ABOVE STORAGE AS SHOWN

STEEL RISERS/CLOSURES

UNDERSIDE OF STAIRS

CMU TIGHT TO

PAINT WALLS AS SPECIFIED

SEE STRUCTURAL DRAWINGS

CMU BOND BEAM

DOOR AND FRAME AS SCHEDULED

ICE AND WATER SHEILD OVER ENTIRE ROOF

SEAM METAL ROOF

24 GA. STANDING

(2) LAYERS ROOF INSULATION AS SPECIFIED

METAL DECK

BAR JOIST

8" CMU - SEE STRUCTURAL FOR REINFORCING

SEE STRUCTURAL DRAWINGS

STEEL BEAM WITH BOTTOM PLATE

LAY-IN ACCOUSTICAL TILE AND GRID

BAR JOIST EXTENSION

16 GA. GUTTER BRACKET AS SPECIFIED

BENT PLATE - SEE STRUCTURAL

24 GA. PREFINISHED GUTTER

7/8" HAT CHANNELS AT 16" O.C.

(MATCHING COLOR)

GALVALUME FLAT SOFFIT PANELS

22 GA x 12" PREFINISHED

DOWNSPOUTS - SEE DETAIL

TRANSITION FROM 24 GA. TO 20 GA.

DOWNSPOUTS - SEE DETAILS

20 GA. PRE-FINISH

INSULATION AS SPECIFIED

2" THICK SPRAY POLYURETHANE FOAM

MASONRY TIES WITH DRIP AT 16" O.C.

HORIZONTAL TRUSS-TYPE GALVANIZED

AIR SPACE - KEEP CLEAR OF MORTAR

WITH PLASTIC WEEP INSERTS @ 32" O.C.

THRU-WALL FLASHING AS SPECIFIED.

ALUMINUM STOREFRONT FRAMING

1" INSULATING GLASS IN

1/2 " BRICK REVEAL

(SQUARE TO ROUND)

GROUT INTO SPECIAL BOOT

WITH PLASTIC WEEP INSERTS @ 32" O.C.

THRU-WALL FLASHING AS SPECIFIED.

WITH PLASTIC WEEP INSERTS @ 32" O.C.

THRU-WALL FLASHING AS SPECIFIED.

FINISH GRADE (SEE SITE PLAN)

FILL VOID SOLID BELOW FLASHING

SHOWN. BY GENERAL CONTRACTOR

TO STORM DRAINAGE SYSTEM AS

ROOF DRAIN LEADER CONNECTED

CONCRETE FOOTING - SEE STRUCTURAL DRAWINGS

SEE STRUCTURAL DRAWINGS FOR REINFORCING

COMPACTED EARTH

SUB BASE AS SPECIFIED

LAP JOINTS 12" MINIMUM AND TAPE CONT.

15 MIL POLYETHYLENE VAPOR BARRIER

SEE STRUCTURAL DRAWINGS

COLUMN FOOTER BEYOND

4" RUBBER BASE

¼" EXPANSION JOINT MATERIAL

SEE STRUCTURAL FOR REINFORCING

4" THICK CONCRETE SLAB ON GRADE

FINISH FLOOR AS SCHEDULED

1" BLUESTONE SILL

PAINT WALLS AS SPECIFIED

SEE DETAIL 303.3

SEE DETAIL 303.1

SEE DETAIL 003.1

CONDUITS ETC. AND PAINT WHITE

JOIST GIRDER EXPOSED STRUCTURAL MEMBERS,

SPRAY ROOF DECK ONLY. MASK BAR JOISTS,

AND ACOUSTICAL TREATMENT AS SPECIFIED.

WHITE K-13 SPRAY APPLIED THERMAL
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(MAXIMIZE)

CLEAR WALKING SPACE

HATCHED AREA INDICATES

5'-0"

SERVICE CLEARANCE

MAINTAIN MAXIMUM

BAR JOIST

METAL DECK

BOTH SIDES

WELD-ON ANCHORS AT 16" O.C.

STRUCTURAL DRAWINGS

STEEL BEAM - SEE

PAINT WALLS AS SPECIFIED

SOLID TO ROOF DECK

GROUT CMU WALL

 SPECIFIED (UNFACED BATTS)

ACOUSTICAL INSULATION AS

SPECIFIED (UNFACED BATTS)

ACOUSTICAL INSULATION AS 


