
WALL SECTION AT WINDOW
SCALE: 3/4" = 1'-0"204.2 TYPICAL WALL SECTION
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TYPICAL WALL SECTION AT SOLID WHITE BAND
SCALE: 3/4" = 1'-0"204.3
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SUSPENDED CEILING SYSTEM

⅝" GYPBOARD PAINTED AS SPECIFIED

ICE AND WATER SHEILD OVER ENTIRE ROOF

(2) LAYERS ROOF INSULATION AS SPECIFIED

SEAM METAL ROOF

24 GA. STANDING

BAR JOIST EXTENSION

16 GA. GUTTER BRACKET AS SPECIFIED

24 GA. PREFINISHED GUTTER

BENT PLATE - SEE STRUCTURAL

(MATCHING COLOR)

GALVALUME FLAT SOFFIT PANELS

22 GA x 12" PREFINISHED

7/8" HAT CHANNELS AT 16" O.C.

DOWNSPOUTS - SEE DETAIL

TRANSITION FROM 24 GA. TO 20 GA.

DOWNSPOUTS - SEE DETAILS

20 GA. PRE-FINISH

METAL DECK

BAR JOIST

8" CMU - SEE STRUCTURAL FOR REINFORCING

4" RUBBER BASE

¼" EXPANSION JOINT MATERIAL

SEE STRUCTURAL FOR REINFORCING

4" THICK CONCRETE SLAB ON GRADE

FINISH FLOOR AS SCHEDULED

COMPACTED EARTH

SUB BASE AS SPECIFIED

LAP JOINTS 12" MINIMUM AND TAPE CONT.

15 MIL POLYETHYLENE VAPOR BARRIER

SEE STRUCTURAL DRAWINGS

COLUMN FOOTER BEYOND

AIR SPACE - KEEP CLEAR OF MORTAR

MASONRY TIES WITH DRIP AT 16" O.C.

HORIZONTAL TRUSS-TYPE GALVANIZED

WITH PLASTIC WEEP INSERTS @ 32" O.C.

THRU-WALL FLASHING AS SPECIFIED.

1/2 " BRICK REVEAL

(SQUARE TO ROUND)

GROUT INTO SPECIAL BOOT

FINISH GRADE (SEE SITE PLAN)

FILL VOID SOLID BELOW FLASHING

SHOWN. BY GENERAL CONTRACTOR

TO STORM DRAINAGE SYSTEM AS

ROOF DRAIN LEADER CONNECTED

CONCRETE FOOTING - SEE STRUCTURAL DRAWINGS

SEE STRUCTURAL DRAWINGS FOR REINFORCING

WITH PLASTIC WEEP INSERTS @ 32" O.C.

THRU-WALL FLASHING AS SPECIFIED.

SEE STRUCTURAL DRAWINGS

STEEL BEAM WITH BOTTOM PLATE

ALUMINUM STOREFRONT FRAMING

1" INSULATING GLASS IN

INSULATION AS SPECIFIED

2" THICK SPRAY POLYURETHANE FOAM

1" BLUESTONE SILL

BULLNOSE JAMB BEYOND

LAY-IN ACCOUSTICAL TILE AND GRID

SEE DETAIL 303.6

SEE DETAIL 303.4

SEE DETAIL 003.1

SOLID TO ROOF DECK

GROUT CMU WALL

BOTH SIDES

WELD-ON ANCHORS AT 16" O.C.
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