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1. Assembly 
 
 

Communication LEDs

Power LED (inside)

Modbus RTU (EIA-485) Network

Power Input 10-30VDC, 24VAC
Common

 2.75" 
4.0"

 
 

1.1 Power Supplies (Optional) 

1.1.1 120VAC 

The 120VAC power supply is the Meanwell HDR-60-24.  Refer to https://www.meanwell.com/productPdf.aspx?i=753 for 

specifications. 

1.1.2 24VAC 

The 24VAC power supply is the Kele DCP-1.5-W.  Refer to https://www.kele.com/Catalog/18%20PowerSupplies/PDFs/DCP-1.5-
W%20Catalog%20Page.pdf for specifications. 

  

https://www.meanwell.com/productPdf.aspx?i=753
https://www.kele.com/Catalog/18%20PowerSupplies/PDFs/DCP-1.5-W%20Catalog%20Page.pdf
https://www.kele.com/Catalog/18%20PowerSupplies/PDFs/DCP-1.5-W%20Catalog%20Page.pdf
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2. Network Connection 
The default user is “root”.  The default password is “MS0admin”.  Note:  It is a number “0” after the “s”.  Configure your laptop or 

desktop PC with an address on the same logical subnet as noted below.   

 

Default IP Address: 10.0.0.101, 255.255.255.0 

2.1 IP Address Configuration 

Click “System” tab and then “Local Host” tab and refer to the “Quick Help” section at the bottom of the tab page. 

 

2.2 Users 

To add or modify users, click on the “User” tab and refer to the “Quick Help” section at the bottom of the tab page. 

 
 


