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Corso Lombardia, 11
10099 San Mauro Torinese - TO - ITALY
Tel. +39 011 2227111
Fax +39 011 2238202
info@fidia.it
www.fidia.com

Always looking ahead

Manufacturing plants:

 FIDIA S.p.A. 
Via Balzella, 76
47100 Forlì 
ITALY
Tel. +39 0543 770511
Fax +39 0543 795573
info@fidia.it

 SHENYANG FIDIA NC & MACHINE CO., LTD.
No. 1 17 Jia Kaifa Rd. 
Shenyang Economic & Technological Development Zone
110141 Shenyang - P.R. CHINA
Tel. +86 24 25191218/9 
Fax +86 24 25191217
info@fidia.com.cn

 FIDIA GmbH
Robert-Bosch-Strasse 18
63303 Dreieich-Sprendlingen - GERMANY 
Tel. +49 6103 4858700
Fax +49 6103 4858777
info@fidia.de

 FIDIA Co.
3098 Research Drive
Rochester Hills MI 48309 - USA 
Tel. +1 248 6800700
Fax +1 248 6800135 
info@fidia.com

 FIDIA Sarl
47 bis, Avenue de l’Europe
B.P. 3 - Emerainville 
77313 Marne La Vallee Cedex 2 - FRANCE
Tel. +33 1 64616824
Fax +33 1 64616794
info@fidia.fr

 FIDIA Iberica S.A.
Parque Tecnológico
Laida Bidea, Edificio 208
48170 Zamudio - Bizkaia - SPAIN
Tel. +34 94 4209820
Fax +34 94 4209825
info@fidia.es

 FIDIA DO BRASIL LTDA
Av. Padre Anchieta, 161 - Jordanopolis
São Bernardo do Campo
09891-420 - SP - BRASIL
Tel. +55 11 3996-2925 
info@fidia.com.br

 FIDIA JVE
Beijing Fidia Machinery & Electronics Co., Ltd
Room 1509, 15/F Tower A. TYG Center Mansion
C2 North Road East Third Ring Road,
Chaoyang District - 100027 BEIJING - P.R. CHINA
Tel. +86 10 64605813/4/5
Fax +86 10 64605812
info@fidia.com.cn

 FIDIA JVE
Shanghai Office 
28/D, No.1076, Jiangning Road 
Putuo District - Shanghai 200060 - CHINA 
Tel. +86 21 52521635
Fax +86 21 62760873 
shanghai@fidia.com.cn

Service centres:

FIDIA GmbH - SERVICE CZ
CZ- 74706 Opava
Tel/Fax +420 553 654 402
sales.cz@fidia.it

3H MAKINA
Atasehir Bulvari, Ata 2/3
Plaza, Kat: 3 No: 34
Atasehir - Istanbul - TURKEY
Tel.: +90 216 456 10 43
Fax: +90 216 456 75 23
sales.tr@fidia.it 
service.tr@fidia.it

AXIS SYSTEMS
# T8 ~ T9 ~ T20, “INSPIRIA”
Old Mumbai - Pune Highway, 
Pune – 411044, India
Cell : +91 9881245460
service.in@fidia.it

P.V. ELECTRONIC SERVICES C.C.
P.O. Box 96 
Hunters Retreat 6017
Port Elisabeth SOUTH AFRICA 
Tel. +27 41 3715143 
Fax +27 41 3715143
sales.za@fidia.it

SHIYAN FIDIA SERVICE CENTRE
N.84 Dong Yue Road,
Shiyan, Hubei - CHINA
Tel. +86 719 8225781
Fax +86 719 8228241

CHENGDU FIDIA SERVICE CENTRE
Huang Tian Ba
Chengdu, Sichuan - CHINA
Tel. +86 28 87406091
Fax +86 28 87406091

IE-MAT s.r.l.
Bv. De Los Calabreses 3706
Barrio: Boulevares.
Córdoba - ARGENTINA
CP: X5022EWW
Tel. +54 351 5891717
sales.ar@fidia.it

The M5A 5-axes head
 
The Fidia M5A is a standard equipment 
for DL321. Its compactness and 
wedge shape geometry allows for 
penetrability and versatility of use. 
Can be alternatively utilized in both 
3+2 indexed, 4 and 5 continuous 
axis machining, always with 0,001° 
positioning resolution.

The M5S 5-axes head
 
The Fidia M5S features a symmetric 
design particularly suitable for its 
high dynamic, it’s the best choice for 
machining Aerospace components.

Can be utilized in both 3+2 indexed, 
and 5 continuous axis.

The C20/C20-Vision Fidia CNCs
 
The DL321 is equipped with the C20/C20-Vision Fidia 
CNCs, the multi-processor CNCs specifically developed 
for the 5-Axes High-Speed-Milling industrial applications. 
The PC-based standard Windows architecture eases the 
interaction  with the system. 

DL321
 

The Compact Gantry
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Axes X Y Z

Strokes (mm) 3.000 2.200 1.250

Working area (mm) 2.530 1.730 1.530
Speed (m/min) 60 60 30
Spindle

Speed (1/min) 24.000 15.000

Power (kW) 55 65

Tool Holder HSK63A HSK100A

Workpiece Table size
(mm) 3.000 x  2.000

Layout

Two basic versions are available:

Technical details

Particular attention is taken to the overall design 
allowing for the optimization of the footprint of the 
standard machines.

DL321/Q with workpiece 
table separate from the 
side walls, offering the 
possibility of various Z 
clearance to adapt to 
high or flat parts.

The working table is 
made of cast iron as 
an independent part, 
fastened to the floor.

DL321/M with monolithic 
base, allowing to install the 
machine on a simplified 
foundation or directly on 
a industrial floor.

The working table is 
integrated into the 
monolithic structure of 
the machine.

Compact 5-axis upper gantry solution with axes strokes covering a wide range of 
applications.
Its structure that includes polymeric concrete side walls, allowing for the machining 
of different kind of materials, like aluminum alloys and steel, for both automotive and 
aerospace fields.

Innovative XZ design
 
Equipped with dynamic linear motors on both X and 
Y axis, is characterized by the innovative XZ, patent 
pending, assembly design (45° revolved RAM) 
allowing for high rigidity and best thermo-simmetric 
behaviour with reference to the RAM section.

The DL321 
machines 
combine a 
compact 
footprint with 
a remarkable 
working area
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