RBSO00

Soft Ring Binder SRB300
The SRB300 soft ring punching and
binding machine is the first of its
kind in the world, designed for the
large-scale production of soft ring
notebooks and books. It uses our
company’s exclusive patented
technologies to provide an
effective and flawless solution for
soft ring binding products.

The raw material is a high-elastic
polyolefin resin that is soft and
durable. It feels smooth and
comfortable to the touch.
The corners are rounded, so there
is no risk of hurting the hands. It is
safe for customers, especially for
children.

The coil can bounce back to its
original shape quickly after being
bent, which makes it easy to store
and prevents tangling.

The design is modern and stylish,
and there are many colors to
choose from, which complement
the cover design.

The SRB300 soft ring punching and binding machine is the first of its kind in the world, designed for the large-scale
production of soft ring notebooks and books. It uses our company’s exclusive patented technologies to provide an
effective and flawless solution for soft ring binding products.

The raw material is a high-elastic polyolefin resin that is soft and durable. It feels smooth and comfortable to the
touch.

The corners are rounded, so there is no risk of hurting the hands. It is safe for customers, especially for children.
The coil can bounce back to its original shape quickly after being bent, which makes it easy to store and prevents
tangling.

The design is modern and stylish, and there are many colors to choose from, which complement the cover design.

Type Size Pilch Binding Thickness Hole Pages for binding (sofl cover booklel)
05 516 31 5 4x4 ANT¥pages
6 A8 31 6.5 4x4 50 pages
07 7116 31 8 dx4 &0 pages
08 12 31 6.5 4dx4 80 pages
09 9116 31 M Ax4 1000/ pages
10 &8 31 12.5 4x4 12053/ pages
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Feature Feeding, punching, inserting ring, welding, cutting 5 procedures

T2=300rmm | AT-A4)

Binding range Binding edge 72-300mm [ A7-Ad booklet |
0510 Bl16—-b/8)

Ring size Type 0510 [ Size: 5/16—-5/8 )

plh}h |3|'_:.I 3.1

Speed Upto 1200 books/hour
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Dimension
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RBSO01

Double wire punch and bind machine PBW-580/PBW-580S

PBW-580 & 580s are double wire punching and binding
machines that can make various products such as desk
calendars, wall calendars, exercise-books, wire-o books
and more. They have paper separation, punching,
closing and collection functions in ONE MACHINE. They
can also work with optional devices such as collator,
calendar hanger inserter, hard-cover manual punch to
increase the production efficiency for customers.

Size Pitch Wire Dia (mm) Binding Thickness (mm) Hole(mm)
1/4 31 e 4 3.5 4xd
516 3:1 7.9 5 4xd
3/8 3:1 ©9.5 6.5 x4
THMB6 3:1 ®11.1 8.5 4. 5x4 5
1/2 3:1 P12.7 10 4.5%4.5
216 3:1 14,3 11.5 4.5=4.5
5/8 2:1 P15.9 13 x5
3f4 2:1 @191 16 x5

Technical Data

580 5805
Feature Punching, aligning, closing 3stations Feeding, Punching, aligning, closing 4 stations
Application Mid-production, easy to change size Mass-production, high efficiency
Without feeding:
S80mm 580mmx=360mm(unpunch edge)
Binding range {punch edge)=x800mm Without feeding:
580mm=800mm(unpunch edge)
Ring size 1/4--3/4 1/4--3/4
Speed Up to 1100 books/h Up to 1500 books/h
Dimension Am=1.3m=x1.6m bm=1.3m=1.6m
Weight 1000Kg 1150Kg
Electric power 3ph, 380V 3ph, 380V
5-8kgf 5-8kgf

Compressed air
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RBS002
Spiral punch and bind machine PBS-420

Spiral punching and binding machine is ideal for mass-
production of spiral books, magazines, and other print
materials. The machine combines several functions such as
automatic layer punching, automatic paper core bending,
and spiral forming, looping, hooking, and folding, which
greatly enhances the production efficiency of spiral
binding. G-type back hook scissors can be chosen to make
high-end books. It can bind medium and thick books, with a
maximum binding thickness of 20mm. It is used in the
production of hard cover books that have a larger binding
cover than the inner core

Binding Thickness inner dia(mm) wire dia(mm) recommend hole dia
(mm) (mm)
5 8 0.7-0.8 3
7 10 0.8-0.9 3
9 12 0.9-1.0 4
1 14 1.0-1.1 <
12 16 1.0-1.1 4
14 18 1.1-1.2 4
16 20 1.1-1.2 4
18 22 1.1-1.2 5
20 25 1.1-1.2 5

Technical Data

Binding format Max 420mm Mini 70mm

Binding coil diameter Max 25 mm Mini Bmm

5,6,6.35,8,8.4TMM
Binding hole spacing 5,6,6.35,8,8.47Tmm
optional range

Circle diameter range of 14-25mm (customized if less than 14mm)
G-type back hook scissors

8-25MM
Circle diameter range of 8-25mm
ordinary scissors

6X1.3X1.T
Overall dimension 6x1.3x1.7m
Weight 1800KG
Voltage 3PH 380V

5-8 KGF

Air pressure
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RBS003
High speed punching machine SPB-550

This machine can punch holes in various
types of paper, such as notebooks,
books, magazines, calendars, and
tutorial papers, in large quantities. It is
especially good for wide paper and press
paper. This machine has the benefits of
being efficient, safe, easy to use, and
versatile. It can boost your production
efficiency

¢ It's wide applied for punching different paper size, max punching
width 600mm and 3mm thickness of presspaper.

¢ Easy operation and high safety.

¢ To make special punching hole moudle is available for the customer's
request within the size of paper.

¢ High quality for punching without deckle edge and accurate punching
position.

Technical Data

Max. sheet 550=600mm

Min. sheet 120x100mm

Max. punching thickness 3 mm

Weight of paper 60-350gam

Punching speed Up to 7200 punch times/hour

The max height of paper 500mm

Power JPH 380V 50Hz (other voltage on request)
Main motor power Thw

Dimension(LxW=xH) 2200x1300x1200 mm

Net weight 1600Kg
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RBSO004
Spiral bind machine SSB-420M

This machine can bind various items
such as notebooks, exercise books,
hanging calendars, desk calendars,

loose-leaf, and more. It has automatic
functions for forming spirals, clustering
books, closing up, dropping books, and
collecting books. It is an ideal high speed
spiral binding machine.

Diameter (mm) Line Diameter Aperture (mm) Binding thickness
{mm}) {mm)
8 0.7-0.8 ®3.0 5
10 0.7-0.8 ®3.0 7
12 0.8-0.9 ©3.5 8
14 1.0-1.1 ©4.0 11
16 1.0-1.1 4.0 12
18 1.0-1.1 ©4.0 14
20 1.1-1.2 ®©4.0 15
22 1.1-1.2 $5.0 17
25 1.1-1.2 ®5.0 20
28 1.2-1.3 ®5.0 23
32 1.2-1.4 $5.0 26

¢ Forming different wires to spiral and binding onto the book at the same time.

» Through mould and tooth pitch can run different spec requirements.

¢ Book binding and wire forming spiral finished at the same time, convenience and

efficiency.

& After book binding complete both ends can cut off and close up automatically.

¢ Books auto drop onto the collection tank after binding complete, operator only

leads itto the orientation.

Technical Data

Speed 600~1200 books/hour
Air Pressure 5~8 Kgf
Wire Diameter 8~32mm

Binding size

T5mm~420mm

Power 1PH 220V S0/60HZ (other voltage on request)
Size 1900mm=x1500m=x1600mm
Met weight 600Kg
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RBSO05-A

Double wire bind machine DCB-360

diameters.

Controlled by PLC. Easy to set and adjust.
There are no tools to change as the closing press is adjustable for all the

This machine can bind
books, notebooks, wall
calendars, and more
with double wire. It
can bind from %” to 1
%” with the same
binding tools. It has
automatic functions
for unwinding the
spool, cutting loops,
conveying and closing.
It improves the
efficiency and reduces
the cost significantly.

Especially suitable for binding the notebooks which the cover is bigger
thaninner sheet.

Technical Data

Speed

Air Pressure

Wire Diameter

The max width of binding

Power

Machine Dimensions E#1 Main machine
Machine Dimensions &22Feeding reel
Machine Dimensions ##iX% Conveyor

Met weight

o

up to 1000 Volume/hour

5-8Kgf

1/4"-11/4"

360mm (14.2")

1PH 220V 50/60Hz (other voltage on request)
2020x950%1250 mm

780x560x1200 mm

2160x370=x700 mm

300Kg
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RBSO05-B
Double wire bind machine DCA-520

This machine can
bind books,
notebooks,

calendars, and
more with
double wire. It
has automatic
functions for
cutting, counting,
loop-counting,
skip binding and
closing. It is an
ideal machine for

double wire
bookbinding.

Size Pitch Back Ground (mm) Wire Dia (mm) Binding Thickness (mm) Binding Page (Page)

1/4 31 4.0X4.0 6.4 4.9 45

516 3:1 4.0x4.0 7.9 6.3 60

3ra 3:1 4.0X4.0 9.5 7.9 i1

7116 3:1 4. 5¥4.5 11.1 9.3 85

112 3:1 4.5X%4.5 12.7 10.9 100

aMe 3:1 4.5X4.5 14.3 12.2 120

5/8 2:1 5.0X5.0 15.9 13.4 130

314 2:1 5.0X5.0 191 16.6 160

Controlled by PLC. Easily to setting and adjusting.

Designing and manufacturing for normal wire and paper, so the
machine is very efficiently and reliably.

By changing the individually size closing moulds various loops

diameters can be processed, and the changing of the moulds is fast
and easy.
Optional hanger attachment.

Technical Data

Speed 1500 volume/hour

Air Pressure 5-8Kgf

Wire Diameter 1/47-3/4°

Workbench Dimension 680x310mm

The max width of binding 520mm

Power 1PH 220V 50/60Hz (other voltage on request)
Dimension ZE#1 Main machine 780%x730x1150 mm

Dimension %28 Feeding reel 600x500x1320 mm

Net weight 300Kg
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RBS006

Double wire form and bind machine

The machine is designed for the
binding of double wire books,
notebooks, calendars, and
similar items. By incorporating
automatic cutting, loop counting,
skip binding, and closing
features, it enhances production
efficiency and significantly
lowers costs. Opting for this
machine is the ideal choice for
double wire binding.

Size Pitch Back Ground (mm) Wire Dia {(mm) Binding Thickness (mm) Binding Page (Page)
174 3:1 4.0X4.0 6.4 4.9 45
516 3:1 4.0x4.0 7.9 6.3 G0
318 3:1 4.0x4.0 9.5 7.9 70
TG 3:1 4.5X4.5 11.1 8.3 8BS
172 31 4.5X4.5 12.7 10.8 100
916 3:1 4,545 14.3 12.2 120
578 2:1 5.0X5.0 13.9 13.4 130
3r4 2:1 5.0x5.0 19.1 16.6 160

The machine is designed for normal wire and paper, with a high
reliability and low loss.

Various loops diameters can be processed by changing the
individually closing moulds. It's easy and fast.

The machine is made up of double wire forming machine and double
wire binding machine, it increases the production efficiency and
reduces the cost remarkably.

Optional hanger attachment is available.

Technical Data

Speed 1500 (Volume/hour)

Air Pressure 5-8Kgf

Workbench Dimension 680x310 mm

The max width of binding 520mm

Fower 1PH 220V 50/60Hz (other voltage on request)
Net weight 800Kg
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RBS007

Spiral form machine SFA-1

The machine is utilized in the
industrial production of spiral
binding, a method widely
employed for binding
notebooks, workbooks,
calendars, and other similar
items.

Line Diameter Binding thickness

Diameter (mm) Aperture (mm)

{mm) {mm)})
6 0.7-0.8 $3.0 3
g 0.7-0.8 O30 5
10 0.7-0.8 ®3.0 7
12 0.8-0.9 $3.5 9
14 1.0-1.1 .0 11
16 1.0-1.1 4.0 12
18 1.0-1.1 4.0 14
20 1.1-1.2 4.0 15
22 1.1-1.2 $5.0 17
25 1.1-1.2 $5.0 20

Professional designing for nylon—coated wire,no damage to coated
layer of the wire.

Automatically cutting when the spiral reaches to the random setted
length.

Easy operation and high efficiency.

The changing of the mould is quick and easy;all sizes of spiral can be
produced only in one machine

Technical Data

Wire EEaE Nylon Coated Wire

Wire side 0. 7—1.5mm

Spiral diameter G=40mm

Speed up to 1000 Loops/min

Total power 1.5kw

Air pressure G6—8kogf

Dimension 1200X600X1800mm

Met weight 100KG

Power 1PH 200% 50/60HZ (other voltage on request)
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RBS0O08
Double wire form machine DFA31/21

This machine is employed in
the mass production of

& . .
i | double wire loops, which
R LA
— L i _ find extensive use in
l LR — “‘J 5
= notebooks, workbooks,
calendars, and other related
products.
Size Pitch Back Ground Tinned Wire Wire Dia Binding Thickness Binding Page
(mm}) (mm) (mmy) mm) (Page)

1/4 3:1 0.70 0.65 6.4 4.9 45
5/16 3:1 0.80 0.70 7.9 6.3 60
3/8 3:1 0.80 0.75 9.5 7.9 70
7116 3:1 0.90 0.80 11.1 9.3 85

1/2 3:1 0.90 0.85 12.7 10.9 100
9/16 3:1 1.00 0.90 14.3 122 120
5/8 2:1 1.10 1.00 15.9 13.4 130
314 2:1 1.20 1.10 19.1 16.6 160
7/8 2:1 1.20 1.20 22.2 19.7 190

1 2:1 1.25 1.20 25.4 22.9 225
11/4 2:1 1.50 1.45 31.8 27.8 270

Fast and effective, applicable to nylon-coated wire, tinned wire and galvanized wire.

High quality products, and no damage in coated layer of the wire .

Different size of coils in the same pitch can be produced by replacing the forming mold.
Accurate pitch,standard shape

Reliable operation,high versatility.

Technical Data

Speed 350-550 Loops/min

Total Poewer BiHZ4/L  Forming machine 0.75Kw

Total Poewer %4, Spooling machine 0.37Kw

Total Poewer  F4E#1  Paper cutting machine 0.25Kw
Power 3PH 380V 50/60Hz (other voltage on request)
Net weight 500Kg

Dimension BYHZA, Forming machine 2400x650x1700 mm

Dimension 7541, Spooling machine 1300x1000%x1200 mm

Dimension FREEAHN Paper cutting machine 600x500x1400 mm

2, 0y
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