
• BUILT IN THE USA TO THE HIGHEST STANDARDS

WATT

250 - 1000  (277-120)

WATTAGE
PART NUMBER

PRIMARY VOLTAGE
OUTPUT VOLTAGE

FREQUENCY
DIMENSIONS

WEIGHT

J1180! ! !      ! J1181! ! !     ! J1182    
277VAC! ! ! 277VAC! ! ! 277VAC    
120VAC! ! ! 120VAC! ! ! 120VAC      !            
60Hz! ! ! ! 60 Hz! ! ! ! 60 Hz! !           
8.03” x 3.31” x 3.08”! ! 10.19” x 5.06” x 4.59”!! 10.19” x 5.06” x 4.59”       
6 LBS ! ! ! ! 15 LBS.! ! ! 19 LBS.!            

250 WATT! ! ! 500 WATT! !             1000 WATT 

• 10 YEAR FREE REPLACEMENT WARRANTY

• ENCAPSULATED WITH ELECTRICAL GRADE RESIN

• 1/8” STEEL, POWDER COATED NEMA 3R CASE

• SLOTTED MOUNTING HOLES FOR QUICK / EASY INSTALLATION

• CORES OF HIGH QUALITY ELECTRICAL STEEL

• MEETS OR EXCEEDS ALL UL, CUL, ANSI/UL, CSA REQUIREMENTS.

• UL LISTED  

FEATURES

SEBCO INDUSTRIES, INC    |    PH.  714.557.1710    |    FAX.  714.557.8956    |    WWW.SEBCOINDUSTRIES.COM

SPECIFICATION  SHEET


