Standard Traffic Pattern
Cessna 182 Skylane

Before Landing

@ 15 miles determine
Checklist

Active Runway (ATIS/AWOS/CTAF
TPA and traffic direction (charts)

@ 10 miles radio contact receive entry
“Enter Base”

instructions or announce entry intentions
@TPA and 90 KIAS within 2 miles

Enter midpoint
Downwind

Turn Base @ 45°
RWY threshhold

Look for | Reduce power | Report midfield/-point » ind Turn Downwind @ 45°
I traffic on | for 85 KIAS downwind and/or Crosswind RWY threshhold
Flaps 20° Base Flaps 10° receive landing departure o - |
“Downwind [ Startstandard | clearance 250 ancle @ Ext Look for traffic on entry leg
denarture” I rate descend angle @ Enter
P RWY threshhold, enter midpoint () set power for 90 KIAS
4 180° DOWNWIND S
Look for traffic on Final \ o Standard 30 Level off @ TPA
e B 0.5 -1 mile distance Bank Turns
£ \ ‘Abeam the

Q

(emergency return glide)
numbers”

(usually 1000 ft AGL)
“Straight-in”

“Enter Final”

Turn @ 500ft AGL
75 KIAS (if not otherwise
depicted)
. “North West
Climb at Vy @ 80 KIAS departure”
Keep RWY course
“Straight out
FINAL360° ¥ () ~~~°°°°°° UPWIND 360° departure”
Run-up and Before gy Desired GROUND track “North East
Takeoff Checklist (requires appropriate wind departure

correction for each leg) Enroute Climb Checklist

@ 85-95KIAS
Yoke wind

correction
Preflight and
Startup Checklist
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