Meditec 1700

Ventilator

Ideal for use in an ICU, Intra-Hospital transport,
Air and Ground transport. Simplicity, In-built air
supply, versatility and affordable cost



The Meditec 1700 is designed to work in a highly versatile environment,
whether you need Invasive or Non-Invasive ventilation, it delivers both.
Meditec 1700 is micro-processor controlled design with wide range of
Ventilation modes to suit individual preferences.

e Suitable for adult and paediatric patients

e Built-in turbine technology

e Pressure & Flow waveforms with Trends Facility

o FiO, Measurement

e Suitable with both dual as well as single limb breathing circuits
e Patient History storage capability

e Automatic Parameters adjustment of patient according to Height &
Weight

e Touch screen as well as knob operated

e Provision for 100% oxygen for a period of 2 mins. before
disconnecting for suctioning

e Inspiration hold: Measures patient's lung compliance and resistance,
Elasticity, Time constant

e Key lock: Key & LCD Radiogram Touch Screen Lock

e Waveform freeze: Freezes the waveform with scrolling facility
e Alarm silence: Mutes audible alarms for 2 mins.

e Alarm reset: Clears visual indicators and messages

e FEasily detachable from trolley and moves with patients

e Mobile stand with quick-release

e APNEA backup with option PACV, VACV with pressure limit

e Shock Resistant (Drop Test certified)

e Altitude compensation

e 2000 Events storage
e High pressure O, supply inlet - To connect to wall outlet, O, cylinder
e Low flow O, supply inlet - To connect to O, concentrator
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Military tough, drop test certified.

Compliance with wide variety of aviation
standards (e.g. RTCA DO160F, EN 60601-1-1-2
& EN 13718-1) to ensure a smooth air
worthiness approval process for medical air
transport requirements.

Non-Invasive
Ventilation

Meditec 1700 comes in a full range of clinical
requirements with invasive ventilation, automated
ventilation and non-invasive mask ventilation.
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Performance Data Operating Data

* Valve response time <5 ms * Power consumption Approx. 105W

* Control principle Time cycled, volume constant, e O, supply pressure range : 2.4 - 6.9 bar / 35-
pressure-controlled 90 psig

» Safety relief valve 100 mbar/cmH,O
» Automatic Leakage compensation

Breathing hose & D i l ti Yeaing
Feeiiing ioses & ynamiecomplanes; compensaiion * 0, Streaming assisted therapy for weaning patients
* Max. flow for pressure support and spontaneous

breathing 180 L/min . Ex-seng & En-sens, W.O.B. of patient
» SIGH with interval 30, 60, 90, 120 / breath
» BTPS reduces Tidal Volume error
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