RUN YOUR JUNK  

1) SSCRA Mini Stocks will be allowed to run in this division. Cars may maintain the additional safety equipment of a Mini Stock. However, all of the suspension, tires, wheels, etc. must revert to stock for that car as per our Run-Your-Junk rules. 
2) Open to: 4 or 6 cylinder vehicles o 116” maximum wheel base, front or rear wheel drive allowed, no all-wheel drive vehicles 
3) NO trucks, NO vans, NO convertibles.
4) If the vehicle has a sunroof it has to be replaced with a metal patch panel in the same thickness as the roof to fill the hole. 
5) Absolutely ZERO modifications to suspension or engine . If it didn’t come from the factory with it … it is not allowed. 
6) No aftermarket parts allowed. 
7) No intercoolers sticking out of hood. Stock hoods. 
8) Factory Street tires / street wheels – nothing over 8 inches wide. All 4 tires must be the same size on the car (No Staggering tires allowed - subject to Tech Official’s discretion)
9) No gutting or reinforcing – except to allow for roll cage / roll over posts or Flat Bar/ grader blade along driver’s door/passenger door. 
10) TWO 4” X 1/2” Flat bar, or grader blade, along driver’s side, securely fastened from “a” pillar to ahead of rear wheel well. SPACED 12” APART from CENTER of door. NO “C” Channel. ½” bolts minimum with 4”x4” steel plate on inside. Bolts cut off, not sticking out. 
11) ONE 4” X ½” Flat bar, or grader blade, along passenger side, securely fastened from “a” pillar to ahead of rear wheel well. Attached at CENTER of door. NO “C” Channel. ½” bolts minimum with 4”x4” steel plate on inside. Bolts cut off, not sticking out.
12) Mandatory no welding flat bar or grader blades to car. 
13) Cage is not mandatory, but if you so decide, 4 point only with NO bars extended thru the front or rear firewalls 
14) TWO Roll over posts to be a minimum of 1 ¾, .095 pipe, with a 6” X 6” ¼” plate minimum welded on both sides, then welded or bolted (3/8” bolts minimum) to the roof and floor. ONE POST on either side of the driver; spaced a minimum of two feet apart. “b” pillar horizontal pipe to be a minimum of 1 ¾”, .095 pipe. This pipe welded between both rollover posts at shoulder height. This pipe MUST be at the level of your shoulders or above slightly to accommodate the five point seat belt mounting. (see diagram). Pipe from door to door suggested, but not mandatory. 
15) Recommended to have a mat on inside of driver’s door from bottom of window going down, as a layer of protection. EXAMPLE – Princess Auto Mat #SKU8880015. 
16) No locked rear diff’s 
17) Driver’s side window net MANDITORY and is in WORKING ORDER (quick release latch MANADATORY), able to be taken down to get out in emergency. 
18) Fire extinguisher mounted within driver’s reach 
19) Disable driver’s side air bag 
20) Fuel cells permitted; however, rear firewall is required - seal all openings to the trunk (rear seat area) Must be securely fastened in trunk, with minimum two solid steel straps around entire cell, two inches wide and 0.125 inches thick.
21) Only pump fuel available at your local consumer outlets will be permitted. No oxygenation, aviation fuel or race fuel will be permitted. Octane boost is permitted. • Factory gas tank can remain in its location & must not leak; if using a factory tank, no firewall is necessary 
22) Remove all: Plastics, burnables, glass (except windshield), unnecessary rubber, exterior mirrors, headlights, taillights, and cladding. ALL VEHICLES MUST BE CLEAN INSIDE the DRIVERS COMPARTMENT AND IN the TRUNK. This is a MUST; it not, you will not be allowed on the track. 
23) Plastic outer body panels to remain 
24) You may need to modify fender to accommodate driver’s side 4” Bar/grader blade on some vehicles 
25) Dash to remain intact 
26) Required circle track aluminum racing seat. This is critical to your safety. Mounting and installation is critical to you being safe. No rusty seat mounts and floor must not be rusted out. Make sure there is room between YOU and the STEERING Wheel. If you are a tall or big person and you have no room, this is not the right car for you 
27) Five POINT RACING SEAT BELT MANDATORY, (mounted to “b” pillar horizontal pipe, factory floor mounts, and add a mount in front of seat) will be checked by tech officials before heading on to track. Maximum of 8 years from manufacture date or if in poor condition, as determined by our technical inspectors, they must be replaced sooner. 
28) Weld or chain doors shut 
29) Hood chained or hood pins installed – remove the factory latch 
30) Battery can be relocated but must be in a plastic or rubber container securely fastened and covered. No Lithium batteries. 
31) Fire retardant coveralls MUST be worn by drivers – no ordinary coveralls. 
32) D.O.T. or Snell approved helmets. SA2015 helmets are mandatory. 
33) Hans type device highly recommended. 
34) Must fully comply with all General Safety Rules before going onto the track
35) Electronics: No traction control. No electronic data logging. No go pros or sport cameras may be used to record any driver performance or chassis dynamics. Any exotic or unapproved electronics must be submitted for approval 30 days prior to use. Cell phone use must be approved prior to use. 

IF ANY QUESTIONS, PLEASE ASK. MANDATORY 

Run Your Junk cars must pass pre race tech inspection before going on the track.


