
Visit our e-store at fintechmfg.com if you need to purchase a new control board for your 
generator.

If you have any questions, please email to info@fintechmfg.com.

4) Pull the End Bell forward to reveal the plug for the Stator connections (Unplug the Stator 
connections), then remove the End Bell.

12) Re-install the new Rectifier Assembly and re-assemble the unit in the reverse order.

9) Remove the Rectifier Assembly.

7) Remove the 3 screws that mount the Rectifier Assembly to the hub of the End Bell

8) Pull up the Rectifier Assembly enough to access the brush leads (Remove these Terminals)

10) Inspect the Stator and Rotor for sign of burnt wires, do an Ohm reading on both. Clean 
the Rotor Slip Ring (what makes contact with the brushes) with emery cloth. Inspect the End Bell 
bearing for sign of wear (occasionally the bearing pocket will melt in the End Bell, if this is the case you will need 
to replace the End Bell.) 
11) If needed, replace the brushes by removing the brush cover to access the brush 
screws. Remove and reinstall brushes and brush cover.
Note: Replacement brushes are available on www.fintechmfg.com    part #0050439

6) Remove the two terminal plug that is located at the bottom of Rectifier Assembly
Note: Replacement plug is available on www.fintechmfg.com    part #S0064066

3) Locate the generator head End Bell and unscrew the four bolts that secure the End Bell.

5) Flip the End Bell over to reveal the Rectifier Assembly located on the inside of End Bell.

2) Turn off generator and unplug any external loads to the generator.

1) Identify location of the Rectifier Assembly: The Generator Head Unit (Alternator) may 
differ in apperance from model to model, but the location of the Rectifier Assembly remains 
the same. 

Removal and installation of the 0063525 Rectifier Assembly in your generator is an easy 
task. This Rectifier Assembly is used in most non-regulated Coleman Powermate model 
generators. When this Rectifier fails, the generator will commonly have ‘No Charging’ 

How To Remove & Install 0063525 Rectifier Assembly

Example shows Powermate PM0525312:

The Rectifier Assembly is 
located behind the 
Generator Head End Bell

Close up view of the 
Power Regulator 
Location


