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SAHARA II 

LOCATING THE SAHARA II: 

The SAHARA II is normally located close to the dry cleaning machine to re-
duce water handling. However, it may be located wherever convenient. The 
left side and front of the unit should be easily accessible. Leave a few feet 
of extra tubing in order to be able to move the unit for cleaning. DO NOT 
COIL SEVERAL FEET OF EXTRA TUBING IT WILL CAUSE MISTING 
PROBLEMS. 

 

ROUTING THE TUBING FROM THE NOZZLE: 

The SAHARA II   has been designed to mist OUTSIDE the plant preferably 
on the roof or an exterior wall. To accomplish this the SAHARA II is sup-
plied with 50õ of twin all weather poly tubing. It is much easier to route the 
tubing from the nozzle to the SAHARA II. Point the nozzle towards the cen-
ter of the roof, or if mounted on a wall, as straight up as possible, DO NOT 
POINT IT OVER PATHWAYS OR PARKING LOTS. The twin 1/4ó tubing 
will pass through a hole slightly larger than 1/2ó. Ventilation ductwork, boiler 
room makeup air vents, evaporative cooler drops, along side of water tower 
piping and unused dry cleaning machine or dryer vents are all excellent candi-
dates for entry of the tubing into the building. When passing the tubing 
through a hole be sure there are no sharp edges that might cut or fray the 
tubing and avoid pulling tubing around sharp corners. Care must be taken to 
avoid the tubing from contacting hot surfaces, steam piping, or being subject 
to abrasion.  

 

COLD CLIMATE CONSIDERATIONS: 

In areas where freezing regularly occurs, your SAHARA II is shipped with a 
12 VDC nozzle heater, the installation of which is shown  in following pages. 
When running the twin tubing run the supplied nozzle heater wire along with 
it. Keep in mind that from the nozzle to where the tubing enters the building 
should be run downhill and the portion of tubing exposed to the weather 
should be kept as short as possible. Tilt the side of the nozzle marked liquid 
down, to insure proper drainage. 
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SAHARA II 

FRONT VIEW 

REAR VIEW 

COMPONENT 

IDENTIFICATION 

IMPORTANT! 
BE SURE TO USE A KNIFE TO 
CUT AND REMOVE THE VINYL 
TUBING PLUG FROM THE SOL-
VENT OUTLET HOSE BARB AND 
THEN CONNECT A PIECE OF 
TUBING AND RUN IT INTO A 
CONTAINER TO CATCH THE 
SEPARATED SOLVENT 

THE VERTICAL NIPPLE ON THE 
WATER INLET CONNECTION IS 

 

IMPORTANT! 
IF YOU ARE PIPING THE 

HOSE BARB TO THE OUTLET 
OF THE WATER SEPARATOR, 
DO NOT ATTEMPT TO PULL 
THE VINYL TUBING OFF OF 
THE HOSE BARB, USE A 
KNIFE TO CUT THE VINYL 

TUBING. 
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SAHARA II 

LID 

TANK WITH LID IN 

PLACING THE LID 

PLACING THE  NOZZLE PUMP, WATER INLET, 

NOZZLE PUMP 

WATER INLET 

NOZZLE PUMP, WATER INLET 
AND FILTER IN PLACE 

FILTER 

NOZZLE        
PUMP 

FILTER 

LABELS INDICATE 
WHICH COMPONENTS 
GO INTO THE HOLES 

NOZZLE 

   PUMP 

CYLINDER 

FILTER 

WATER 
INLET 
SEPARATOR 

 

INSTALLING THE 

CHECK VALVE 
STEP 1: 

Screw the check 
valve onto the 
NOZZLE PUMP. 

CHECK VALVE INSTALLED 

WATER INLET 
 SEPARATOR 

NOZZLE 
PUMP 

CHECK VALVE  

CHECK VALVE  
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INSTALLING THE AIR INLET MAST 

AIR INLET MAST 

COUPLING 

NOZZLE PUMP 

AIR SUPPLY LINE 

NOZZLE PUMP AIR 
SUPPLY LINE 

INSTALLING THE NOZZLE PUMP AIR SUPPLY LINE 

PUSH-IN  

FITTING 

AIR INLET MAST 

STEP 1: 

Insert 1/4ó blue nylon tube into the 
push-in-fitting on the NOZZLE PUMP 
body. 

STEP 2: 

Gently push the AIR INLET MAST into 
the coupling on the NOZZLE PUMP 
then rotate until the red and green ad-
justment screws are facing forward. 

STEP 1: 

Insert the 1/4ó white nylon tube that 
comes through the hole in the cap of 
the NOZZLE PUMP into the push-in-
fitting on the NOZZLE PUMP AIR 
SUPPLY LINE TEE. 
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NOZZLE        
PUMP 

FILTER 

WATER 
INLET 

 

LONG END OF 
FILTER LIFT 
PUMP 

SHORT END 

LEVEL SENSOR TUBE 

FILTER 
LIFT  
PUMP 

NOZZLE 
LIFT PUMP 

INSTALLING THE LIFT PUMPS, INLET AND OUTLET  CONNECTIONS 

LIFT PUMP LOCATIONS AS VIEWED FROM THE REAR OF THE SAHARA II 

HOLE FOR 
LEVEL 
SENSOR 
TUBE 

NOZZLE 
LIFT PUMP 

REAR VIEW 

STEP 1: 

Insert the long end of the filter lift 
pump into the hole on the left side 
of the TANK LID (AS SEEN FROM 
THE REAR OF TANK) and the short 
end of the filter lift pump into the 
hole in the FILTER LID. Repeat the 
procedure for the NOZZLE LIFT 
PUMP. 

STEP 3: 

Screw in the WATER INLET  FITTING 
through the hole in the rear of the 
TANK. 

STEP 4: 

Screw the SOLVENT OUTLET FITTING 
into the hole on right side of the TANK. 
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SAHARA II 

INSTALLING THE ELECTRONICS PACKAGE  

LEVEL SENSOR TUBE 

CONTROL BOX 
LID 

NOZZLE SOLENOID 
PLUG 

STEP 1: 

Gently push the control box 
assembly onto the end of the 
AIR INLET MAST and position 
it so the  CONTROL BOX is 
facing forward. 

STEP 2: 

Insert the LEVEL 
SENSOR TUBE 
into the middle 
hole in the LID 
and gently push it 
down until itõs 
seated on the 
LID. 

STEP 3: 

Connect the white NOZZLE 
SOLENOID PLUG. 
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