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Side Extension Trailers 
 

STANDARD FEATURES                                                                      
 

• 14’ Flat Deck with 3’ Beavertail Vertical Travel Ladder Ramps 

• Height Adjustable Hitch 4” Drive Over Diamond Plate Fender 

• Electric Brakes on Both Axles Radial Tires on White Spoke Wheels 

• 7000 lb. Tongue Jack Re-Charging Break-away Kit 

• L.E.D. Rubber Mounted Lights Slipper Spring Suspension 

• 2” x 8” Treated Plank Deck Three D-Rings per side 

• Sealed Wiring in Loom Conduit EZ Lube Hubs 

 

SPECIFICATIONS                                                                                 
 
 5HD817SE 6HD817SE 7HD817SE 

    

G.V.W.R. 11684 lbs. 13800 lbs. 16100 lbs. 

Empty Weight 2440 lbs. 2960 lbs. 2990 lbs. 

Capacity 9244 lbs. 10840 lbs. 13110 lbs. 

Overall Width 102" 102" 102” 

Deck Length 14' flat, 3' BT 14' flat, 3' BT 14’ flat, 3’ BT 

Usable Deck Width 102" 102" 102” 

Deck Height 30" 31" 31” 

Tire Size ST225/75R15D ST235/80R16E ST235/80R16E 

Hitch 2 5/16" or Pintle Pintle Pintle 

Axle Tandem 5200# Tandem 6000# Tandem 7000# 

Main Frame 8" channel 8" heavy channel 8” heavy channel 

 

 

AVAILABLE OPTIONS                                                                            
 

• 10000 lb. Tongue jack Extra Deck Length (up to 24’) 

• Spring Assist Landscape Ramp Hydraulic Surge Brakes – Free Backing 

• Gooseneck Hitch Extra Tie Downs 

• Oak Decking Locking Poly Toolbox 

• Spare Tire Spare Tire Mount 

• Wood Filled Ramps Galvanized Finish 

 

Standard Colors 
 

Black, Red, Cat Yellow, Dark Green, Slate Metallic, John Deere Green, Ford Tractor 

Blue, Kubota Orange. 

  


