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Dry Ice Blasting Machines 
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Technical Data 

  

Ajax 85 
Dry Ice Blasting Unit

General Data

Blasting System: Single-hose system

Blasting medium: 3mm pellets

Dry ice consumption: 0.5-3.2kg/min

Hopper capacity: 35kg

Air supply pressure: 5-10bar

Nozzle air consumption range: 2.5-3.5m3/min

Blasting hose: 1-inch, 6m

Air supply hose: 1-inch, 8m

Dimensions (L x W x H): 82cm x 50cm x 99.5cm

Weight: 123kg

Warranty 12months

Power connection: 200-240VAC, 1ph(60Hz), 3amps (other voltage on request)



Accessories  

  

Two Hoses

Blasting Hose + Control Cable - Flat Rollable

- Abrasion-

resistant

- Available in 

different 
lengths


- 1-inch

- 6m

- Use IVG (Italy) 

blast hose

Compressed-air Hose - Imported 
Hose


- 1-inch

- 8m

Blast Gun

Ajax 16 Blast Gun 

- Height: 22.6cm

- Weight: 1kg

- 12V LED Light

Nozzles

(412SL, Standard) MS-145 MS-046 MS-046

523SF 413SL 408SL 807SL

508SF 506SL



  Technical Data 

  

Ajax Mini Jet 
Dry Ice Blasting Unit

General Data

Blasting System: Single-hose system

Blasting medium: 3mm pellets

Dry ice consumption: 0-400g/min

Hopper capacity: 10kg

Air supply pressure: 1.4-10bar

Nozzle air consumption range: 1.5m3/min

Blasting hose: 3/8”, 5m

Air supply hose: 3/4’’ID, 6m

Dimensions (L x W x H): 67cm x 36cm x 70cm

Weight: 62kg

Warranty 12 months

Power connection: 200-240VAC, 1ph(60Hz), 3amps (other voltage on request)



  Accessories 

  

Blast Gun

Ajax 18 Mini Blast Gun 

- Height: 19.6cm

- Weight: 0.6kg

- 12V LED Light

Nozzles

214Z(Standard) FW88K FW29Z FW20

FW16 FW-45 FW-90

Two Hoses

Blasting Hose + Control Cable - Flat Rollable

- Abrasion-

resistant

- Available in 

different 
lengths


-  3/8” ID

- 5m

- Use IVG (Italy) 

blast hose

Compressed-air Hose - Use 
Hantouch 
Korea Air 
Hose


-  3/4’’ID

-  6m



  Technical Data 

  

FW-6 Powder Clean 
Dry Ice Blasting Unit

General Data

Blasting System: Single-hose system

Blasting medium: Block Sizes: 150 x 150 x 300mm or 125 x 125 x 300mm

Dry ice consumption: 0-0.4kg/min

Hopper capacity: 9kg

Air supply pressure: 1.4-10bar

Nozzle air consumption range: 1.5m3/min

Blasting hose: 3/8”, 4m

Air supply hose: 3/4’’ID, 5m

Dimensions (L x W x H): 71.8cm x 45.6cm x 50.8cm

Weight: 56kg

Cart: 71.8cm x 45.6cm x 79cm (24kg)

Power connection: 200-240VAC, 1ph(60Hz), 3amps (other voltage on request)

Warranty 12months



  Accessories 

  

Blast Gun

Ajax 18 Blast Gun 

- Height: 19.6cm

- Weight: 0.6kg

- 12V LED Light

Nozzles

FW-88K FW29Z FW20 FW16

FW45 FW90

Two Hoses

Blasting Hose + Control Cable - Flat Rollable

- Abrasion-

resistant

- Available in 

different 
lengths


- 3/8’’ ID

- 4m

- Use IVG (Italy) 

blast hose

Compressed-air Hose - Use 
Hantouch 
Korea Air 
Hose


- 3/4’’ ID

- 5m


