
JSW Packaging Performance Table - J220AD

Screw / Barrel Type - K A B K A B K A B

Screw Dia. mm 40 46 51 46 53 58 58 66 72

Screw L/D -

Screw Stroke mm

Injection Capacity (Theoretical) cm3 226 299 368 349 463 555 687 890 1059

Injection Capactiy (GP-PS) g 206 273 335 318 421 505 625 810 965

Injection Pressure (Max) MPa 250 189 154 234 177 147 229 177 149

Holding Pressure (Max) MPa 227 172 140 213 161 134 208 161 135

Injection Speed mm/s

Injection Rate cm3/s 415 548 674 499 662 793 713 924 1099

Injection Drive Unit -

Screw Design -

Plasticizing Rate (GP-PS) kg/h 130 184 232 161 228 275 197 282 336

Screw Speed min-1

Nozzle Movement Mechanism -

IU Moving Support -

Nozzle Contact Force kN

Nozzle Stroke from Platen mm

Injection Head -

Cylinder Temperature Control -

Barrel Heater Output -

Clamping type -

Clamping force kN

Platen rigidity -

MC/MO drive unit -

Movable Platen Support -

Mold support -

Mounting pad -

Daylight opening (Max) mm

Mold opening stroke (Max) mm

Mold height mm

Distance between tie-bars (H*V) mm

Platen size (Max) mm

Ejector points -

Ejector force kN

Ejector stroke mm

Machine mass ton

Machine size (L*W*H) m

M7 Screw M7 Screw

2424 24

J220AD-300H J220AD-460H J220AD-890H

High-Speed (HS) High-Speed (HS)

13

870 x 870  （930×870  WP）

590 x 590  （650×590  WP）
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180 210 260

High-Speed (HS)

330 300 270

M7 Screw

Hydraulic cylinder drive (2)

Output up (H1, H2)

350 350400

High speed

High-rigidity specification

2160

Double toggle

Cylinder 4 / Nozzle 1

Shut-off nozzle

50

49.2

Linear guide
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6.87 x 1.83 x 2.21 6.87 x 1.83 x 2.21 7.66 x 1.83 x 2.21

12.8 13.1 13.5

430 - 780

550

1330

High-rigidity specification

Linear guide

Linear guide

130

44.2
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