
The PREMIER 700 Series

WI-700 Tealight

WI-705 Tealight 1-2" Container

WI-710 Tealight Votives 1-2" Pillar 1-2" Container

WI-715 Votives 1-2" Pillar 1-2" Container

WI-720 Votives 1-2" Pillar 1-2" Container

WI-725 Votives 1-2" Container 2-3" Pillar

WI-730 Votives 1-2" Container 2-3" Pillar

WI-735 1-2" Container 2-3" Pillar 2-3" Container

WI-740 2-3" Pillar 2-3" Container

WI-745 2-3" Pillar 2-3" Container

WI-750 2-3" Pillar 2-3" Container 3" Pillar

WI-755 2-3" Pillar 2-3" Container 3" Pillar 3-4" Pillar 3-4" Container

WI-760 2-3" Pillar 2-3" Container 3" Pillar 3-4" Pillar 3-4" Container

WI-765 2-3" Pillar 2-3" Container 3" Pillar 3-4" Pillar 3-4" Container

WI-767 2-3" Pillar 2-3" Container 3" Pillar 3-4" Pillar 3-4" Container

WI-770 2-3" Container 3-4" Pillar 3-4" Container

WI-775 3-4" Pillar 3-4" Container

WI-777 3-4" Pillar 3-4" Container

WI-780 3-4" Pillar 3-4" Container

WI-785 3-4" Pillar 3-4" Container

WI-790 3-4" Pillar 3-4" Container

WI-793 3-4" Pillar 3-4" Container

WI-795 3-4" Pillar 3-4" Container

WI-798 3-4" Container
WI-799 3-4" Container

** Please reference back page for Burn Rate Chart  
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This table provides some references for paraffin based candles.  Upsizing may be necessary for other types of waxes.
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WICK IT introduces our newly developed, exclusive line of wicks

The PREMIER 700 Series

Cotton braided wicks for all candle types
PREMIER 700 Series of candle wicks offer many of the ideal burn

•The PREMIER Series ability to bend while burning contributes to a cleaner burning candle.

•The PREMIER Series have been found to solve many of the burning issues associated with natural and soy candles.   

•The PREMIER Series are coated with our High Melt Wick Wax for added stability.

•Please contact us to discuss your specific candle application.

WICK IT
EXCLUSIVE



 PREMIER 700 Series Burn Rate Chart 

Wick Type

Yield 

(yds./lb)

ROC

(oz./hr.)

Flame Ht.

(in.)

Pool Dia.

(in.)

WI-700 868 0.1 0.63 1.33
WI-705 744 0.11 0.79 1.39
WI-710 665 0.12 0.81 1.45
WI-715 595 0.14 0.96 1.51
WI-720 570 0.15 1.01 1.58
WI-725 491 0.16 1.04 1.64
WI-730 491 0.16 1.13 1.71
WI-735 461 0.17 1.15 1.76
WI-740 451 0.17 1.19 1.85
WI-745 441 0.18 1.38 2.06
WI-750 397 0.22 1.44 2.13
WI-755 372 0.22 1.50 2.19
WI-760 347 0.25 1.56 2.22
WI-765 327 0.27 1.63 2.26
WI-767 310 0.28 1.78 2.3
WI-770 347 0.28 1.80 2.33
WI-775 337 0.29 1.81 2.36
WI-777 327 0.29 1.83 2.38
WI-780 305 0.3 1.85 2.45
WI-785 300 0.3 1.88 2.48
WI-790 288 0.31 1.91 2.5
WI-793 275 0.31 1.96 2.53
WI-795 270 0.32 2.00 2.56
WI-798 251 0.32 2.38 2.58
WI-799 241 0.33 2.41 2.6

** This chart is based on the wick’s performance using an unscented, uncolored 140 MP
provided for comparison purposes only.  The results will vary depending on the specific application. 
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