
Sealants

Metal Roof Sealant

100% RTV Silicone Rubber Sealant

High Strength Adhesive Sealant

White Black  Brown 

Burnished Slate Burgundy Charcoal 

Clay 

Evergreen 

Brite Red Barn Red H Blue Gallery Blue 

Ivory Light Stone Pewter Gray Tan 

• The strongest
• Ultra Flexible
• Super Durable
• Permanently bonds to metal, plastic, fiberglass, glass, vinyl, cement and wood
• Clear waterproof, Repels water immediately, can be applied in cold temperatures,
• Expands and contracts with temperature

• Permanently flexible - Won't crack
• Adheres to most construction materials
• Quick cure rate

• Easy to use
• Flexible
• Less expensive



Sealants

Emseal

Size Code 
Expands to 1" x 1" x 19.68' Emseal 

Size

Vinyl Door Stop
Size

8'
10'
12'
14'
16'

White Almond Brown Bronze Evergreen Sandstone Gray Desert Tan 

• To seal around exterior of garage doors
• Moisture, termite, mould & mildew resistant
• No splitting or cracking like wood

• Valley, Hip & Ridge Closure
• Will not dry out and become brittle
• Lightweight, quick and easy to install
• Self adhesive on one side
• No shrinkage or blow-out
• UV stable
• AST Hi-Acrylic

Expands to 1.5" x 1.25" x 13.0' Emseal 

Ridge- Vent

1" x 1-1/2" x 10'

•1" thick x 1-1/2" wide
•Factory applied glue strips
•Fits all low-profile panels
•Stops wind driven rain up to 90 mph
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Foam
Outside Foam Closure Size

3/4" x 3'

INSIDE Foam Closure Size
3/4" x 3'

R-PANEL Outside Foam Closure Size
1-1/4" x 3'

R-PANEL INSIDE Foam Closure Size
1-1/4" x 3'

• With Adhesive
• Fits on top of the AW-Panel

• With Adhesive
• Fits under the AW-Panel

• With Adhesive
• Fits on top of the R-Panel

• With Adhesive
• Fits under the R-Panel



Sealants

Tape
Butyl Tape Size

3/32" x 3/8" x 45' 
3/32" x 1" x 45'

White Vinyl Tape Size
2" x 108'

Double Sided Cold Weather Tape Size
1-1/2" x 180'

• High quality adhesive
• Joins metal to metal
• Roll won't telescope from heat before installation
• Adhesive really holds hot metal panels

• Made specially for metal building insulation
• Excellent moisture, UV and temperature resistance
• Performs well at low temperatures
• Excellent peel, tack and shear

• Designed for use on the white side of bubble insulation
• White poly bonded to an acrylic adhesive
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