
AQUA PLUS
STORAGE TANK

SUPPLIED BY:

Aqua Plus Storage Tank is built in Australia to suit 

Australian conditions.  Suitable for internal and external 

installation, Aqua Plus is the ideal storage tank for 

heating domestic hot water from a number of heat 

sources including; solar panels, gas boilers, wood 

boilers,  wood pellet boilers, diesel boilers, electric 

boilers or heat pumps.

25 YEAR*
WARRANTY

COMPATIBLE WITH:

• Mains pressure stainless steel domestic
   hot  water storage tank

•  50mm Polyurethane insulation

• Compatible with various heat sources

• 3.6 kW electric heating element with 
   thermostat fitted as standard

•  Thermostat pockets for accurate
    temperature monitoring

•  External and internal installation

•  Replaceable heating coil

•  Solar compatible

•  Ring main compatible

•  Watermark approved

IMMERGAS AUDAX HEAT PUMP

IMMERGAS BOILER RANGE

www.instagram.com/proheat_plumbing

HUNT HEATING
The smart choice.

www.belmoreair.com.au

Supplied by:

7 Vernon Street 
Spotswood  
VIC 3015
PHONE 0414 954 837
FAX (+613) 9399 4644

enquiries@belmoreair.com.au



AQUA PLUS STORAGE TANK Technical Information

Technical Features and Dimensions AP250 AP315

Delivery 250 Litre 315 Litre

Solar Compatible YES

Wet Back / Wood Boiler Compatible YES

Heat exchanger / Internal Coil Up to 38kW

PTR Valve setting 850 kPa

Maximum Supply Pressure 750 kPa

Electrical Element 3.6 kW

Tank Stainless Steel (316L)

Max. Temperature 99oC

PTR Rating 46kW

Approx weight (empty) 58 kg 88 kg

DIMENSIONS

APPLICATIONS

AP250 AP315

A (mm) 1455 1783

B (mm) 1285 1613

C (mm) 403 403

D (mm) 233 233

E (mm) 430 430

F (mm) 846 1010

G (mm) 1681 2008

H (mm)  Ø 620 Ø 620

1 Domestic Hot Water Outlet 20mm Female

2 Sensor Pocket

3 Cold Water Inlet 20mm BSP Female

4 Heating coil flow / return 20mm BSP Male

5 Electric Element

Solar Panel

Heat Pump

Boiler

* Please contact Belmore Air for terms & conditions.
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