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Start Date End Date Activity

2001 2004 Wells 13, 14 and 15 Drilled

Dec 2023 Jan 2024 Water Level Study

April 2024 August 2024 Well Integrity Investigation

Nov 2024 March 2025 Obtain, fabricate and ship parts & materials 
for Well 15 repair (Alberta, California, Texas)

2/19/2025 2/27/2025 Well 15 Bailing 

4/7/2025 4/27/2025 Well 15 Liner Installation and Grouting

4/26/2025 Begin water level monitoring

5/23/2025 5/23/2025 Geophysical Survey

5/27/2025 5/27/2025 Offshore Sampling

6/2/2025 6/2/2025 Begin site mob for aquifer test

7/7/2025 7/18/2025 Well 15 testing

7/28/2025 8/5/2025 Well 14 testing

8/11/2025 8/22/2025 Well 13 testing

8/31/2025 End water level monitoring
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Many Organizations Contributed to the Workplan

Workplan Execution Team

ÅCOLOG (CO) ðwell assessment 

ÅIndependent Pipe (CA) and TAM International (TX)

ÅAlpha Drilling ð well repair and bailing

ÅReconPetro (TX) ð downhole geophysics

ÅPrecision Drilling Services ð aquifer testing

ÅPrior Vision ð site security 

ÅEurofins, FQ Labs, University of Hawaii, ICA, University 
of Utah ð lab services

BWS Team

ÅHonolulu Board of Water 
Supply

ÅKalaeloa Desalco (KD)

ÅWSP

ÅCarollo 

ÅThe Limtiaco Consulting Group
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ÅᾶEwa Plain and Caprock

ÅAdjacent to Campbell 
Industrial Park

KSDF Project Site 
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ÅThe Board of Water Supply (BWS) and the Department of Health (DOH) want to 
ensure that high-quality water is delivered to the public. 

ÅDOH and BWS want more information about the possibility of contamination of the 
deep basalt drinking water wells from surface activities and Caprock injection 
disposal. 

 

ÅBWS initiated an extensive workplan to test the following hypothesis or premise: 

Sufficient hydraulic separation exists between the Caprock aquifer and the Volcanic 
aquifer to protect the supply source wells from harmful migration of surface and near-
surface contaminants. 

The preliminary results support this hypothesis.  

Goal of Pilot Study
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Hypothesis were formulated for each testing program to help maintain objectivity.  

 

For example, during the Aquifer Test we pumped the Basalt wells and monitored the 
Caprock wells to help test this hypothesis: 

ÅSufficient hydraulic separation exists between the caprock aquifer and the production zone in 
the volcanic aquifer.

ÅPossible outcome: No measurable water level change in Caprock wells. 

ÅResult:  No indication of hydraulic connection 

ÅPossible Outcome: Water levels in a Caprock well show a response to pumping in 
the Basalt aquifer. 

ÅResult: hydraulic connection 

Hypothesis Testing
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Existing Kalaeloa Wells 

Well 
Number

Well 
Name

Depth 

(ft 
bgs) 

Open Casing 
Formation

3-1805-013 Well 13 1,600
²ŀƛ ŀƴŀŜ 

Volcanics

3-1805-014 Well 14 300
Lower and 
upper Caprock

3-1805-015 Well 15 1,556 
²ŀƛ ŀƴŀŜ 

Volcanics 

n/a MW1 17
Upper Caprock 
Aquifer

n/a MW2 17
Upper Caprock 
Aquifer
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Regional Geology
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Conceptual Flow System
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ÅLimited information on site specific geology

ÅGood regional information 

ÅNo geologic logs of Wells 13, 14, 15

ÅNo deep site-specific information 

ÅLimited water level data collected during the early 2000s 
testing

ÅLimited information on aquifer interaction

ÅNo monitoring of caprock during early 2000s testing of the basalt 
wells

ÅNo tracer information

ÅLimited water quality information 

We needed more information.  How do we fill these gaps? 

Data Gaps
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ÅInitial water level study (2023-24)

ÅWells 15 & 13 integrity investigation 

ÅRepair Well 15 

Lines of Evidence: 

ÅGeophysical logging

ÅAquifer testing of Wells 13, 14 & 15 
(water levels & pumping)

ÅNatural tracers 

ÅWater quality & contaminant sampling

Well 15 repair finished April 27

Workplan: 4/26 to 8/31/25

Workplan
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Workplan Events

Start Date End Date Activity

2/19/2025 2/27/2025 Well 15 Bailing 

4/7/2025 4/27/2025 Well 15 Liner Installation and Grouting

4/26/2025 Begin water level monitoring

5/23/2025 5/23/2025 Geophysical Survey

5/27/2025 5/27/2025 Offshore Sampling

6/2/2025 6/2/2025 Begin site mob

7/7/2025 7/18/2025 Well 15 testing

7/28/2025 8/5/2025 Well 14 testing

8/11/2025 8/22/2025 Well 13 testing

8/31/2025 End water level monitoring
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Well 15 Investigation & Repair ð Necessary before 
Workplan

January 2024, prior to repair

May 2025, after repair
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ÅMost methodologies are limited to 15ó boreholes 

ÅLarge diameter wells (18ó to 26ó) required 
petroleum industry technology ð RECONPetro (TX)

ÅResistivity with Dual Induction 

ÅInduced electromagnetic field ð determine electrical 
resistivity of the formation & fluid

ÅIndicates silts, clays, muds 

ÅGamma 

ÅMeasures gamma ray emissions from the formation

ÅUsed to differentiate silts/clays/muds from 
sandstone/carbonates

ÅWe found that both methods are useful for 
delineating low permeability zones 

Geophysical Logging ð Obtain Geologic Information
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ÅLogged to the bottom of each well (3500 vertical ft of logs)

ÅLocated silts and muds in the log

Geophysical Logging Raw Data

Identified as 

silt or mud
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Geophysical Logging Interpretation Clay between upper and 

lower caprock aquifers

Weathered zone between 

Caprock and Basalt

ÅThe results were similar to 
the UGSS regional 
geologic model.

ÅMud boundary between 
upper and lower Caprock

ÅLayers of silts muds and 
clays

ÅWeathered zone between 
Caprock and Basalt

ÅPreliminary results 
indicate the presence of 
aquitards
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Aquifer Testing (pumping and monitoring WL responses)

ÅDoes sufficient hydraulic separation exist between the caprock and 
basalt aquifers? 

ÅPreliminary results show no hydraulic connection
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Monitoring ð wells and other sites

ÅThree production wells

ÅFive onsite monitor wells 
(including production 
wells)

ÅTwo offsite wells (nested)

ÅOnsite tide gage 

ÅOnsite barometer

ÅHonolulu tide gage
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Aquifer (pump) Testing 

Well 15 Well 14 Well 13
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Aquifer Testing ð Hard to see small water level changes

ÅIt is difficult to 
discern small 
water level 
changes in the 
raw water levels

Åtides 

Åsea level 
changes 
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Well 15 pumping Well 13 monitoring (Basalt-Basalt) 

Å150 feet horizontal separation

ÅAs expected, some drawdown in Well 13 while pumping well 15

ÅPreliminary ð more time series analysis necessary
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Å220 feet horizontal separation and 800 feet vertical separation

ÅNo perceptible drawdown in Well 14 from Well 15 pumpage 

ÅPreliminary ð more time series analysis necessary

Well 15 pumping Well 14 monitoring (Basalt-Caprock)
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Å100 feet horizontal, 1100 feet vertical separation (MW1-Well 13)

ÅNo perceptible drawdown in Wells 14 and MW1 from Well 13 pumping

ÅPreliminary ð more time series analysis necessary

Caprock Well Response to Well 13 Pumping 
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Tidal signal obscures the aquifer response to pumping 

Time Series Analysis - Tidal and Sea Level Signal 

Rising 

Sea Level
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Periodic Sea Level Changes 

Aquifer Test
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Problem:  Water level data is too chaotic to effectively see relatively small 
(hundredths of a foot) drawdowns

ÅPASTAS is an open-source Python package to analyze hydro(geo)logical time series.

ÅUses transfer function noise (TFN) modeling, which attempts to translate one or 
more input series to an output series using a statistical model.

ÅMust know the stresses on the system.  What causes water level change? 

ÅCan be customized to individual time series. 

ÅCan be used to quantify the impacts of different stresses  - We want to see any 
small water level changes due to pumping

Time Series Analysis 



28

ÅPASTAS is used to analyze factors that affect water levels (Stresses)

ÅExpected Stresses

ÅPrecipitation ð No. Minimal rainfall during the testing period

ÅBarometric pressure changes ð No. Tested and found to be not a significant driver

ÅPumpage ð Yes

ÅTides ð Yes

ÅUnexpected Stresses 

ÅEarthquake and Tsunami of July 29 ð Yes but probably cannot be removed with PASTAS

ÅSeasonal sea level changes possibly due to thermal expansion - Yes and results are still under 
analysis

Time Series Analysis ð Stresses 
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Time Series Analysis 

ÅModel output 

ÅObservation in Wells 13

ÅPumping Well 15 and 14

No drawdown in Well 13 from 

pumping well 14

Drawdown in Well 13 from 

pumping well 15



30

Well 15 Pumping (orange) and Well 14 response (green)

No response in 

Well 14 (flat line)

Response in Well 15


