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Fig. 7

Battery connections used with UX-201A tubes, without “C" battery.
Keeper bars are in same position as when sets are shipped. The results
obtained with this hook-up are the same as with F ig. 1, except more
. “B” battery current is used: therefore connections shown in Fig. 1 are
: preferable,

CONNECTING BATTERIES

CAUTION—When connecting “B’” batteries, remove all tubes from
the sockets and after the batteries are connected check the wiring over to
make sure that it is correct, then try one tube in each socket to prevent
burning out the whole set of tubes in case an error has been made.

The Arborphone is very simple to hook up. The connectlons depend
upoen the types of tubes used. Be sure to refer to the correct illustration,
Figure 6, 7, 8, 9. In each instance note position of keeper bars. All sets
are shipped with the keeper bars in the position shown in fiigure 7. How-
ever, sometimes these bars are removed or lost. In such an instance a
piece of bare copper wire can be used to connect the proper binding posts
instead of the bar.

If the operation of an Arborphone is intermittent and seems to load up and
then work perfectly for a few seconds the,rrouble is usually due to the absence
of keeper bar, or one incorrectly placed.

Note that the A+ and B— battery wires are connected to the same binding
post. This connection can be made either at the binding post or between the
battery terminals, whichever is most convenient.
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Fig. 8

Bai:tery connections used with UX-201A tubes with UX-112 power tube
in last stage of audio. Note that both keeper bars are removed and an
additional 45 volt *B’ battery is connected in place of the short keeper.
Also 9 volts of “C' battery are now connected to post No. 3. Use this
hook-up for greatest possxble voiume mth large loud speakers.

If you are not acquainted with hooking up a radio set do not attempt
it yourself. A wrong connection might cause not only the bummg out of
the tubes but burning out the coils and transformers.

LOUD SPEAKER EQUIPMENT

The only recommendation we can make to you regarding the loud
speaker is—Buy a good one.

No radio set, regardless how carefully designed, will overcome
imperfections in a cheap loud speaker. As far as quality of tone
is concerncd, the Arborphone is no better than the loud speaker it
is required to work. In buying a loud speaker remember that all of
the good things that Radio has to offer necessarily come to vou
through the medium of the loud speaker and buy a speaker that
sounds 8o good to your ears that you will be willing to live with it for
years {0 come.

No two people hear alike. One person may condemn a particular
loud speaker while another may commend it simply because their
own senses of hearing do not balance the same way with the repro-
duction properties of the speaker. Obviously, if one desires the
greatest amount of satisfaction he must select a loud speaker that
matches his own ears.







