
Product Specs: 
Model #: AF-10 Coolant Mist Collector 
Motor: 1 HP Premium Grade Ball Bearing 
Amps: 14.7 FLA  
Drive: Direct Drive  
Volts: 110V Single phase, 220V also available   
Weight: 190 lbs.  
Overall Dimensions: 33.75” (L) x 25.75” (W) x 60.5” (H)  
Filter sizes:  *Includes upgraded superfine coalescing filter* 
       -Coalescing:   23-3/8” x 23-3/8” x 6” (self-cleaning) 
       -Main filters: 23-3/8” x 23-3/8” x 15” and 24” x 24” x 2” 
Construction: Steel & Aluminum; Bolted, Riveted & Welded 
Fan: Forward Curve 
Finish: Gloss White, Flat Black Powdercoat 
dB: 55 (You won’t hear it run.) 
Applications: Collect coolant mist, oil, smoke, toxic gases.  Can be modified for cast iron dust.  

STANDARD FEATURES:  
- Vertical or horizontal mount 
- Direct mount or duct kits available 
- No added humidity.  
- Any level of filtration available.  
- 10 minutes of maintenance per year.  
- All moving parts readily available. 

Also available:  
- Cast Iron dust kits (Wet & Dry) 
- Easy Magnetic Start/Stop Switch Kits 
- Flexible Hose and Rigid Steel Ducting Kits 
- HEPA filter upgrade  attachment 
- 1-1/2’ rolling or 5’ stationary stands 
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